
At the end of this document you will find links to products related to this catalog. You can go directly to our shop by

clicking HERE. HERE

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
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Always indicate the item number when ordering.
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Trunking unit for GES4, height 60−110 mm

With three (for nominal trunking widths 300 and 400, L = 800 mm) or six device installation lids
(for nominal trunking widths 500 and 600, L = 400 mm) each with one installation opening for a
square installation unit of nominal size 4.

St Steel  FS Strip-galvanised /m

300 2400 60-110 3
400 2400 60-110 3
500 2400 60-110 6
600 2400 60-110 6

Type

OKA-W3006050D4
OKA-W4006050D4
OKA-W5006050D4
OKA-W6006050D4

Width Length Trunking
height

Covers

mm mm mm pc.

Item No.

7424 60 0
7424 60 2
7424 60 4
7424 60 6

kg/100 m

Weight

1.377.1
1.785.4
2.196.3
2.607.5

m

Pack.

2.4
2.4
2.4
2.4

   

Trunking unit for GES4, height 100−150 mm
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With three (for nominal trunking widths 300 and 400, L = 800 mm) or six device installation lids
(for nominal trunking widths 500 and 600, L = 400 mm) each with one installation opening for a
square installation unit of nominal size 4.

St Steel  FS Strip-galvanised /m

300 2400 100-150 3
400 2400 100-150 3
500 2400 100-150 6
600 2400 100-150 6

Type

OKA-W30010050D4
OKA-W40010050D4
OKA-W50010050D4
OKA-W60010050D4

Width Length Trunking
height

Covers

mm mm mm pc.

Item No.

7424 62 0
7424 62 2
7424 62 4
7424 62 6

kg/100 m

Weight

1.439.6
1.847.9
2.262.1
2.672.9

m

Pack.

2.4
2.4
2.4
2.4

   

Trunking unit for GES6, height 60−110 mm

With three (for nominal trunking width 400, L = 800 mm) or six device installation lids (for nomi-
nal trunking widths 500 and 600, L = 400 mm) each with one installation opening for a rectangu-
lar installation unit of nominal size 6.

St Steel  FS Strip-galvanised /m

400 2400 60-110 3
500 2400 60-110 6
600 2400 60-110 6

Type

OKA-W4006050D6
OKA-W5006050D6
OKA-W6006050D6

Width Length Trunking
height

Covers

mm mm mm pc.

Item No.

7424 66 2
7424 66 4
7424 66 6

kg/100 m

Weight

1.785.4
2.171.3
2.582.5

m

Pack.

2.4
2.4
2.4

   

Trunking unit for GES6, height 100−150 mm
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With three (for nominal trunking width 400, L = 800 mm) or six device installation lids (for nomi-
nal trunking widths 500 and 600, L = 400 mm) each with one installation opening for a rectangu-
lar installation unit of nominal size 6.

St Steel  FS Strip-galvanised /m

400 2400 100-150 3
500 2400 100-150 6
600 2400 100-150 6

Type

OKA-W40010050D6
OKA-W50010050D6
OKA-W60010050D6

Width Length Trunking
height

Covers

mm mm mm pc.

Item No.

7424 68 2
7424 68 4
7424 68 6

kg/100 m

Weight

1.847.9
2.237.1
2.647.9

m

Pack.

2.4
2.4
2.4

   

Trunking unit for GES9, height 40−70 mm

With three (for nominal trunking width 400, L = 800 mm) or six device installation lids (for nomi-
nal trunking widths 500 and 600, L = 400 mm) each with one installation opening for a square
installation unit of nominal size 9/55.

St Steel  FS Strip-galvanised /m

400 2400 40-70 3
500 2400 40-70 6
600 2400 40-70 6

Type

OKA-W4004030D9
OKA-W5004030D9
OKA-W6004030D9

Width Length Trunking
height

Covers

mm mm mm pc.

Item No.

7424 70 0
7424 70 2
7424 70 4

kg/100 m

Weight

1725.000
2.126.3
2.524.2

m

Pack.

2.4
2.4
2.4

OKA-W installation trunking with floor trough

Ready-to-mount trunking unit for cable routing, with floor trough, with two side profiles and floor
covering contact profiles with H = 3 mm. Floor trough with holding straps for self-contacting
mounting of separating retainers. The scope of supply contains six height-adjustable wall fasten-
ing brackets, six screed anchors and three lid butt seals for nominal trunking widths 200 and 300
or three height-adjustable lid butt supports for nominal trunking width 400 and six height-ad-
justable cover joint supports for nominal trunking widths 500 and 600. Trunking lid screwed down
when delivered.



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Flushfloor trunking unit for service unit GES14,
2400x300x60, Strip-galvanised, DIN EN 10147, Steel,
St

7424600
OKA-
W3006050D4

Buy on EAN

Flushfloor trunking unit for service unit GES15,
2400x400x60, Strip-galvanised, DIN EN 10147, Steel,
St

7424602
OKA-
W4006050D4

Buy on EAN

Flushfloor trunking unit for service unit GES16,
2400x500x60, Strip-galvanised, DIN EN 10147, Steel,
St

7424604
OKA-
W5006050D4

Buy on EAN

Flushfloor trunking unit for service unit GES17,
2400x600x60, Strip-galvanised, DIN EN 10147, Steel,
St

7424606
OKA-
W6006050D4

Buy on EAN

Flushfloor trunking unit for service unit GES18,
2400x300x100, Strip-galvanised, DIN EN 10147,
Steel, St

7424620
OKA-
W30010050D4

Buy on EAN

Flushfloor trunking unit for service unit GES19,
2400x400x100, Strip-galvanised, DIN EN 10147,
Steel, St

7424622
OKA-
W40010050D4

Buy on EAN

Flushfloor trunking unit for service unit GES20,
2400x500x100, Strip-galvanised, DIN EN 10147,
Steel, St

7424624
OKA-
W50010050D4

Buy on EAN

Flushfloor trunking unit for service unit GES21,
2400x600x100, Strip-galvanised, DIN EN 10147,
Steel, St

7424626
OKA-
W60010050D4

Buy on EAN

Flushfloor trunking unit for service unit GES6,
2400x400x60, Strip-galvanised, DIN EN 10147, Steel,
St

7424662
OKA-
W4006050D6

Buy on EAN

Flushfloor trunking unit for service unit GES6,
2400x500x60, Strip-galvanised, DIN EN 10147, Steel,
St

7424664
OKA-
W5006050D6

Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/


Flushfloor trunking unit for service unit GES6,
2400x600x60, Strip-galvanised, DIN EN 10147, Steel,
St

7424666
OKA-
W6006050D6

Buy on EAN

Flushfloor trunking unit for service unit GES6,
2400x400x100, Strip-galvanised, DIN EN 10147,
Steel, St

7424682
OKA-
W40010050D6

Buy on EAN

Flushfloor trunking unit for service unit GES6,
2400x500x100, Strip-galvanised, DIN EN 10147,
Steel, St

7424684
OKA-
W50010050D6

Buy on EAN

Flushfloor trunking unit for service unit GES6,
2400x600x100, Strip-galvanised, DIN EN 10147,
Steel, St

7424686
OKA-
W60010050D6

Buy on EAN

Flushfloor trunking unit for service unit GES9,
2400x400x40, Strip-galvanised, DIN EN 10147, Steel,
St

7424700
OKA-
W4004030D9

Buy on EAN

Flushfloor trunking unit for service unit GES9,
2400x500x40, Strip-galvanised, DIN EN 10147, Steel,
St

7424702
OKA-
W5004030D9

Buy on EAN

Flushfloor trunking unit for service unit GES9,
2400x600x40, Strip-galvanised, DIN EN 10147, Steel,
St

7424704
OKA-
W6004030D9

Buy on EAN


	Duct height 38 mm
	Underfloor installation duct, 2-compartment
	7400 30 4
	7400 31 6

	Underfloor installation duct, 3-compartment
	7400 32 8
	7400 34 0

	Connection shackle
	7400 96 2
	7400 96 8
	7400 97 4

	Duct end closure piece
	7403 98 4
	7404 00 6
	7404 01 8

	Vertical bend, two-compartment
	7400 62 4
	7400 63 6

	Vertical bend, three-compartment
	7400 64 8
	7400 66 0



