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Always indicate the item number when ordering.
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Unperforated 14 x 7,5 0.75 2000 50

Type

2059 2M FS

Version Dimension 
b x h

Material
thickness

Length Bundle

mm mm mm m

Item No.

1103 12 1
kg/100 m

Weight

18.050

Static values:
A = 0,23 cm²
ly = 0,0169 cm⁴
lz = 0,0646 cm⁴
Wy = 0,0361 cm³
Wz = 0,0908 cm³

Profile rail with 7.5 mm slot width.

St Steel  FS Strip-galvanised /100 m

Profile rail, slot 7.5 mm

   

Perforated 20 x 8 0.75 2000 50
Perforated 20 x 8 0.75 2000 20

Type

2060 2M AB BK
2060 2M AB FS

Version Dimension 
b x h

Material
thickness

Length Bundle

mm mm mm m

Item No.

1106 02 3
1106 12 0

kg/100 m

Weight

20.000
21.100

Static values:
A    = 0.2400 cm²
ly    = 0.0218 cm⁴
lz    = 0.1673 cm⁴
Wy = 0.0510 cm³
Wz = 0.1673 cm³

Profile rail with 11 mm slot width.

St Steel  FS Strip-galvanised Bright /100 m

Profile rail, slot 11 mm, dividable

   

Perforated 20 x 8 0.75 2000 50

Type

2060 L 2M FS

Version Dimension 
b x h

Material
thickness

Length Bundle

mm mm mm m

Item No.

1106 62 7
kg/100 m

Weight

20.000

Static values:
A = 0,24 cm²
ly = 0,0218 cm⁴
lz = 0,1673 cm⁴
Wy = 0,051 cm³
Wz = 0,1673 cm³

Profile rail with 11 mm slot width.

St Steel  FS Strip-galvanised /100 m

Profile rail, slot 11 mm, perforated

   

Unperforated 20 x 8 0.75 2000 50

Type

2060 2M FS

Version Dimension 
b x h

Material
thickness

Length Bundle

mm mm mm m

Item No.

1105 12 4
kg/100 m

Weight

20.000

Static values:
A = 0,303 cm²
ly = 0,0275 cm⁴
lz = 0,1711 cm⁴
Wy = 0,028 cm³
Wz = 0,1711 cm³

Profile rail with 11 mm slot width.

St Steel  FS Strip-galvanised /100 m

Profile rail, slot 11 mm, unperforated

   

Perforated 20 x 8 0.75 2000 20

Type

2060 L 2M VA

Version Dimension 
b x h

Material
thickness

Length Bundle

mm mm mm m

Item No.

1106 62 8
kg/100 m

Weight

21.400

Static values:
A = 0,24 cm²
ly = 0,0218 cm⁴
lz = 0,1673 cm⁴
Wy = 0,051 cm³
Wz = 0,1673 cm³

Profile rail with 11 mm slot width.

V2A Stainless steel, grade 304  Bright /100 m

Profile rail, slot 11 mm, V2A, perforated

Profile rail



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Profile rails unperf., slot width 7.5 mm, 2000x14x7,5,
Strip-galvanised, DIN EN 10147, Steel, St

1103121 2059 2M FS Buy on EAN

Profile rails unperforated, slot width 11 mm, 2000x20x8,
Strip-galvanised, DIN EN 10147, Steel, St

1105124 2060 2M FS Buy on EAN

Profile rails perforated, slot width 11 mm, 2000x20x8,
Strip-galvanised, DIN EN 10147, Steel, St

1106120
2060 2M AB
FS

Buy on EAN

Profile rails perforated, slot width 11 mm, 2000x20x8,
Strip-galvanised, DIN EN 10147, Steel, St

1106627
2060 L 2M
FS

Buy on EAN

Profile rails perforated, slot width 11 mm, 2000x20x8,
Stainless steel, grade 304, VA, 1.4301

1106628
2060 L 2M
VA

Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/

	Thermoplastic cable junction box, A series
	Junction box A 18
	2000 41 4
	2000 41 0
	2000 41 8
	2000 42 2

	Terminal strip, junction box, A series
	2017 34 2



