
At the end of this document you will find links to products related to this catalog. You can go directly to our shop by

clicking HERE. HERE

http://www.electricautomationnetwork.com/en/
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Always indicate the item number when ordering.
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Standard 10 x M25 Light grey 40
— 10 x M25 Pure white 40

Large entry 8 x M25
2 x M32 Light grey 40

960 °C flame-resistant 10 x M25 Light grey 40
With red lid 10 x M25 Red grey 40
— 10 x M25 Light ivory 40
With terminal strip 10 x M25 Light grey 40

Type

T 100
T 100 RW
T 100 M25-M32

T 100 F
T 100 RO-LGR
T 100 HEB
T 100 KL

Version Entries Colour Shipping
box
pcs

Item No.

2007 07 7
2007 53 3
2007 08 1

2007 34 7
2007 64 4
2007 59 0
2007 43 6

kg/100 pcs.

Weight

16.270
16.270
16.300

16.270
16.270
16.270
40.000

pcs

Pack.

1
1
1

1
1
1
1

The junction boxes are made of a thermoplastic polypropylene polymer with plug-in seals made
of ethylene vinyl acetate (EVA). This allows installation of cables either directly through the 10 x
M25 seals, or the seals can be cut with a knife at the pre-marked points, in order to create an
insertion opening for cables or pipes. Alternatively, cable glands can be pushed through the
openings instead of the seals and locked with a locknut from the inside.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 136 x 102 x 57 mm
Cover with labelling panel and lead-sealed.

PP Polypropylene /100 pc.

Junction box T 100, plug-in seal

    

Standard 7 x M25
5 x M32 Light grey 20

— 7 x M25
5 x M32 Pure white 20

Large entry 10 x M32 Light grey 20

960 °C flame-resistant 7 x M25
5 x M32 Light grey 20

With red lid 7 x M25
5 x M32 Red grey 20

— 7 x M25
5 x M32 Light ivory 20

With terminal strip 7 x M25
5 x M32 Light grey 20

Type

T 160

T 160 RW

T 160 M32
T 160 F

T 160 RO-LGR

T 160 HEB

T 160 KL

Version Entries Colour Shipping
box
pcs

Item No.

2007 09 3

2007 54 1

2007 09 7
2007 35 5

2007 64 9

2007 59 3

2007 44 0

kg/100 pcs.

Weight

30.000

30.000

30.000
30.000

30.000

30.000

64.200

pcs

Pack.

1

1

1
1

1

1

1

The junction boxes are made of a thermoplastic polypropylene polymer with plug-in seals made
of ethylene vinyl acetate (EVA). This allows installation of cables either directly through the 7x
M25 + 5x M32 seals, or the seals can be cut with a knife at the pre-marked points, in order to
create an insertion opening for cables or pipes. Alternatively, cable glands can be pushed
through the openings instead of the seals and locked with a locknut from the inside.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 176 x 135 x 67 mm
Cover with labelling panel and lead-sealed.

PP/GF Polypropylene, fibre-glass reinforced /100 pc.

Junction box T 160, plug-in seal

    

Standard 9 x M25
7 x M32 Light grey 8

— 9 x M25
7 x M32 Pure white 8

960 °C flame-resistant 9 x M25
7 x M32 Light grey 8

With red lid 9 x M25
7 x M32 Red grey 8

— 9 x M25
7 x M32 Light ivory 8

With terminal strip 9 x M25
7 x M32 Light grey 8

Type

T 250

T 250 RW

T 250 F

T 250 RO-LGR

T 250 HEB

T 250 KL

Version Entries Colour Shipping
box
pcs

Item No.

2007 10 9

2007 55 4

2007 36 3

2007 65 7

2007 59 6

2007 44 4

kg/100 pcs.

Weight

50.000

50.000

50.000

50.000

50.000

79.500

pcs

Pack.

1

1

1

1

1

1

The junction boxes are made of a thermoplastic polypropylene polymer with plug-in seals made
of ethylene vinyl acetate (EVA). This allows installation of cables either directly through the 9x
M25 + 7x M32 seals, or the seals can be cut with a knife at the pre-marked points, in order to
create an insertion opening for cables or pipes. Alternatively, cable glands can be pushed
through the openings instead of the seals and locked with a locknut from the inside.
The junction boxes can be mounted on mounting plates in the openings on the floor using steel
screws 3.5 x 9.5. 
Clear internal dimensions: 225 x 173 x 86 mm
Cover with labelling panel and lead-sealed.

PP/GF Polypropylene, fibre-glass reinforced /100 pc.

Junction box T 250, plug-in seal

Thermoplastic junction box, T series



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Junction box with 8x M25 entries, 2x M32, 151x117x67,
Light grey, 7035, Polypropylene, PP

2007081
T 100 M25-
M32

Buy on EAN

Junction box with 10xM32 entries, 190x150x77, Light
grey, 7035, Polypropylene, Glass-fibre reinforced, PP/GF

2007097 T 160 M32 Buy on EAN

Junction box with entries, 240x190x95, Light grey, 7035,
Polypropylene, Glass-fibre reinforced, PP/GF

2007109 T 250 Buy on EAN

Junction box with entries, 151x117x67, Light grey, 7035,
Polypropylene, PP

2007347 T 100 F Buy on EAN

Junction box with entries, 190x150x77, Light grey, 7035,
Polypropylene, Glass-fibre reinforced, PP/GF

2007355 T 160 F Buy on EAN

Junction box with entries, 240x190x95, Light grey, 7035,
Polypropylene, Glass-fibre reinforced, PP/GF

2007363 T 250 F Buy on EAN

Junction box with terminal strip + entries, 151x117x67,
Light grey, 7035, Polypropylene, PP

2007436 T 100 KL Buy on EAN

Junction box with terminal strip + entries, 190x150x77,
Light grey, 7035, Polypropylene, Glass-fibre reinforced, PP/
GF

2007440 T 160 KL Buy on EAN

Junction box with terminal strip + entries, 240x190x95,
Light grey, 7035, Polypropylene, Glass-fibre reinforced, PP/
GF

2007444 T 250 KL Buy on EAN

Junction box with entries, 151x117x67, Pure white, 9010,
Polypropylene, PP

2007533 T 100 RW Buy on EAN

Junction box with entries, 190x150x77, Pure white, 9010,
Polypropylene, Glass-fibre reinforced, PP/GF

2007541 T 160 RW Buy on EAN

Junction box with entries, 240x190x95, Pure white, 9010,
Polypropylene, Glass-fibre reinforced, PP/GF

2007554 T 250 RW Buy on EAN

Caja de derivación, con conos, 151x117x67, marfil claro,
1015, Polipropileno, PP

2007590 T 100 HEB Buy on EAN

Caja de derivación, con conos, 190x150x77, marfil claro,
1015, Polipropileno, reforzado con fibras de vidrio, PP/GF

2007593 T 160 HEB Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/


Caja de derivación, con conos, 240x190x95, marfil claro,
1015, Polipropileno, reforzado con fibras de vidrio, PP/GF

2007596 T 250 HEB Buy on EAN

Junction box with entries, red cover, 151x117x67, Red
grey, Polypropylene, PP

2007644
T 100 RO-
LGR

Buy on EAN

Junction box with entries, red cover, 190x150x77, Red
grey, Polypropylene, Glass-fibre reinforced, PP/GF

2007649
T 160 RO-
LGR

Buy on EAN

Junction box with entries, red cover, 240x190x95, Red
grey, Polypropylene, Glass-fibre reinforced, PP/GF

2007657
T 250 RO-
LGR

Buy on EAN
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