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A22

Standard pushbutton switches

22 mm pushbutton switch

A22 comes in a wide variety of shapes and colours and is installable in 22-dia. or
25-dia. panel cutouts. The switch unit can easily be mounted. A22 is mounted using
either open-type (fork-type) or closed-type (round-type) crimp terminals.

e Finger-protection mechanism on switch unit provided as standard feature

e Increased wiring efficiency with three-row mounting of switch blocks

* |PB5 oil-resistant (non-lighted models), IP65 (lighted models)

o Lighted and non-lighted, flat, projection and half- and full-guard versions

e EN60947-5-1, UL and cUL approved

Ordering information

Pushbutton
lllumination  Colour

Non-lighted  Red
Green
Yellow
White
Blue
Black

Lighted Red
Green
Yellow
White
Blue

Buttonsize in mm

Switches

Switch Contacts
operation

Momentary ~ SPST-NO
SPST-NC

SPST-NO +
SPST-NC

DPST-NO
DPST-NC
Alternate SPST-NO
SPST-NC

SPST-NO +
SPST-NC

DPST-NO
DPST-NC

Switch blocks

Switch blocks

Order code
Flat type Projection type Full-guard type Half-guard type  Square/ Square/ Round/ Round/
projection type  full-guard type  mushroom type mushroom type
(30-dia. head) (40-dia. head)
A22-FR A22-TR A22-GR A22-HR A22-CR A22-DR A22-SR A22-MR
A22-FG A22-TG A22-TG A22-HG A22-CG A22-DG A22-SG A22-MG
A22-FY A22-TY A22-GY A22-HY A22-CY A22-DY A22-SY A22-MY
A22-FW A22-TW A22-GW A22-HW A22-CW A22-DW A22-SW A22-MW
A22-FA A22-TA A22-GA A22-HA A22-CA A22-DA A22-SA A22-MA
A22-FB A22-TB A22-GB A22-HB A22-CB A22-DB A22-SB A22-MB
= A22L-TR A22L-GR A22L-HR A22L-CR A22L-DR = =
= A22L-TG A22L-GG A22L-HG A22L-CG A22L-DG = =
= A22L-TY A22L-GY A22L-HY A22L-CY A22L-DY = =
= A22L-TW A22L-GW A22L-HW A22L-CW A22L-DW = =
= A22L-TA A22L-GA A22L-HA A22L-CA A22L-DA = =
29.7 dia. x 12D 29.7 dia. x 19D 29.7 dia. x 19D 29.7 dia. x 12/18.5D 2.8 mm?x 18D 29.8mm2x 18D 30 dia. x 32D 40 dia. x 32D
Lamp - LED
Oder code AC/DC LED light Order code
Non- Lighted models Operating voltage
lighted 6V 12V 24V 24V
models superbright
Without voltage With voltage reduction unit DC Red A22-6DR - _ -
reduction unit 110 VAC 220 VAC Green A22-6DG — _ —
Yellow ! A22-6DY = = =
“ g g g Blue A22-6DA = - -
A22-10M  A22L-10M  A22L-10M-T1  A22L-10M-T2 o fed 422,678 — - —
A22-01M  A22L-01M  A22L-01M-T1  A22L-01M-T2 Gicen — 422,60 = = =
A22-1IM A22L-11M A22L-1IM-TI  A22L-11M-T2 fellow 422,501 = - =
Blue A22-6AA = - =
A22-00M  A22L-20M  A22L-20M-T1  A22L-20M-T2 ACandDC  Red = A22-12AR  A22-24AR  A22-24ASR
A22-02M  A22L-02M  A22L-02M-T1  A22L-02M-T2 doon (3225120 G U\o2; 000 G 122; 24050
A22-10A  A22L-10A  A22L-10A-T1  A22L-10A-T2 Yelow™ - A22-12AY  A22-24RY  A22-24ASY
A22-01A  A22L-01A  A22L-01A-T1  A22L-01A-T2 Blue = A22-12AA - A22-24AA  A22-24ASA
A22-11A  A22L-11A  A22L-11A-T1  A22L-11A-T2 " Used when the pushbutton colour is yellow or white
A22-20A A22L-20A A22L-20ATI  A22L-20A-T2 Lamp - incandescent lamp
A22-02A  A22L-02A  A22L-02A-T1  A22L-02A-T2 Order code
Operating voltage
5 VAC/VDC 12 VAC/VDC 24 VAG/VDC
Standard load Order code A22-5 A22-12 A22-24
SPST-NO A22-10
SPST-NC A22-01
DPST-NO A22-20
DPST-NC A22-02
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Standard pushbutton switches

Accessories
ltem Remarks Order code
Lamp sockets  Direct lighting Used when changing the lighting method (LED only) A22-TN
Voltage-reduction lighting 220 VAC A22-T2
Mounting For momentary models Order mounting latches only when mounting switch blocks or - A22-3200
latches lamp sockets are purchased individually
Legend plate  Large size With snap-in legend plate, without text, black Snap-in legend plate is acrylic A227-3333
frames Without snap-in legend plate A227-3330
Sealing caps For projection models Used to prevent dust or water from entering the A22Z-3600T
operation unit (pushbutton, etc.), colour: Opaque,
material: Silicon
Three-throw spacer Used when mounting three non-lighted switches A22Z-3003
Control boxes  Exclusively for A22 One hole Do not use DPST-NO or DPST-NC switches, A227-B101
(enclosures) Two holes material: Polycarbonate resin A227-B102
Three holes A227-B103
Snap-in legend  Standard size ~ Without text White Attached to the standard-size legend plate frame, A22Z-3443W
plates Transparent material: Acrylic A227-3443C
White text on black background ON A22Z-3443B-5
OFF A227-3443B-6
DOWN A227-3443B-8
POWER ON A22Z-3443B-9
Large size Without text White Attached to the large-size legend plate frame, A22Z-3453W
Transparent ~ Material: Acrylic A227-3453C
For emergency  60-dia. round plate with black letters on a yellow background “EMERGENCY STOP” is engraved on the plate. A22Z-3466-1
stop switch 90-dia. round plate with black letters on a yellow background  USed as an emergency stop switch legend plate A227-3476-1
Lamp extractor Rubber tool used to easily replace lamps A227-3901
Tightening wrench Tool used to tighten nuts from the back of the panel A227-3905
Specifications
Recognized organization Standards File number LED indicators without voltage reduction unit
UL, cUL UL508 E41515 Rated voltage Rated current Operating voltage
= EN60947-5-1 - 6VDC 60 mA (20 mA) 6VDC £5%
Contact ratings (standard load) BUAE STRED ) BNACNDOE
12 VACNVDC 30 mA (10 mA) 12 VAC/NVDC +5%
gﬁ:f:nf?;')y peieciuiiaozl HalodcurrentiA) 24 VACDC 15 mA (10 mA) 24 VACNDC 5%
AC15 AC12 DC13 DC12
(inducti (resisti inducti (resisti Super-bright LED indicator
() 04 L) BOAC) Rated voltage Rated current Operating voltage
i 2lVAC 1C L0 = - 24 VAGNDG 15 mA 24 VAGIVDC +5%
110 VAC 5 10 = =
200 VAC 3 6 = _ Incandescent lamp
380 VAC 2 3 = _ Rated voltage Rated current Operating voltage
440 VAC 1 2 = _ 6 VAC/VDC 200 mA 5 VAC/VDC
24\DC — - 15 10 14 VACADC 80 mA 12 VACNDC
110 VDG _ = 0,5 2 28 VACNDC 40 mA 24 VAC/NDC
220 VDC _ - 0,2 0,6 130 VACNDC 20 mA 100 VAC/VDC
380 VDC - - 0,1 0,2 Voltage-reduction lighting
Contacts (microload) Rated voltage Operating voltage Applicable lamp
. - . (BA8S/13_ gold)
Rated applicable load Minimum applicable load IO VEE BTG LED Lamp (A22-247.)
50 mA at 5 VDC (resistive load) 1 mAat5VDC -
220 VAC 190 to 230 VAC
Item F Emergency stop Knob-type selector switches Key-type selector switch
Non-lighted Lighted Non-lighted Lighted Non-lighted Lighted Non-lighted
Allowable Mechanical Momentary operation: 30 operations/minute max. Manual release: 30 operations/minute max.,
operating 60 operations/minute max. automatic release: 30 operations/minute max.
frequency Electrical 30 operations/minute max. 30 operations/minute max.
Durability Mechanical Momentary operation: Momentary operation: 300,000 500,000 100,000 500,000
(number of 5,000,000
:’I:’if‘f)a“““s Electrical 500,000 300,000 500,000 100,000 500,000
Ambient Operating -20t070°C -20t055°C -20to 70°C -20to 55°C -20 to 70°C -20 to 55°C -20to 70°C
femperature  gtorage -40t070°C -40t070°C -401070°C -40t0 70°C -40t0 70°C -40t0 70°C -40t0 70°C
Degree of protection P65 IP65 P65 P65 IP65 (oil-resistant) P65 IP65 (oil-resistant)

Size in mm (in-panel only)

386

(oil-resistant)

(oil-resistant)

34Hx34Wx54.7D, 34Hx34Wx72.7D for DPST switches
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

¢ Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

* Logistics systems for the shipment of materials almost anywhere in the world.
¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference
ES5GN-Q2T-C

323309 AC100-240 Buy on EAN
Frequency converters, A1000 Three Phase 380-480VAC CIMR-
(4.8 / 5.4) Amp (1.5 / 2.2) Kw Vector 324301 Acap0005FAA Buy on EAN

129859 Buy on EAN
Photoelectric sensor, Ecological cc Reflex 3h 1m Cable E3Z-D82-M3]
M8 PNP.0,3M 338395 0.3M Buy on EAN
Overload relay, 3-pole, 1.2-1.8A, direct mounting on
J7KNA or J7KN10-22, hand reset 118696 Buy on EAN
E5CN-M option board- RS485 communications, **only
compatible with new E5CN-M models** 169474 eiash
Busbar sets for J7TKN-F175 and J7KN150/175 104536 Buy on EAN
Proximity Sensor, Inductive M30 15mm Flush NPN NA E2B-M30KS15-
3h 5m Cable Lite 373319 wp_c15M Buy on EAN

Counter, plug-in, 11-pin, DIN48x48mm, IP66, 6 preset &
6 actual count digits, multifunction: 1-stage & total,

v
=
o
Q.
c
0
+
3
=

SPST-NO 3A relay output, 100-240VAC supply, 12vpc - +2070 Buy on EAN
aux supply

119384 Buy on EAN
Advan{ce.d sensors, 3 digital outputs PNP Amplifier + 175666 ZX-TDA41 2M Buy on EAN
lanaldgica
M8 PVC sensor connector, 4 pin, angled, 10m 363318 Buy on EAN
M8 PVC sensor connector, 3 pin, straight, 2m 363311 Buy on EAN
M8 PVC sensor connector, 3 pin, straight, 10m 363313 Buy on EAN



http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/omron/omron-e5gn-q2t-c-ac100-240-323309
http://www.electricautomationnetwork.com/en/omron/omron-e5gn-q2t-c-ac100-240-323309
http://www.electricautomationnetwork.com/en/omron/a1000-inverter-15-22kw-hd-nd-48-54a-hd-nd-three-phase-400vac-omron-cimr-ac4a0005faa-324901
http://www.electricautomationnetwork.com/en/omron/a1000-inverter-15-22kw-hd-nd-48-54a-hd-nd-three-phase-400vac-omron-cimr-ac4a0005faa-324901
http://www.electricautomationnetwork.com/en/omron/omron-129859
http://www.electricautomationnetwork.com/en/omron/omron-129859
http://www.electricautomationnetwork.com/en/omron/omron-e3z-d82-m3j-03m-338395
http://www.electricautomationnetwork.com/en/omron/omron-e3z-d82-m3j-03m-338395
http://www.electricautomationnetwork.com/en/omron/overload-relay-3-pole-12-18a-direct-mounting-on-j7kna-or-j7kn10-22-hand-reset-omron-118696
http://www.electricautomationnetwork.com/en/omron/overload-relay-3-pole-12-18a-direct-mounting-on-j7kna-or-j7kn10-22-hand-reset-omron-118696
http://www.electricautomationnetwork.com/en/omron/e5cn-m-option-board-rs485-communications-only-compatible-with-new-e5cn-m-models-omron-169474
http://www.electricautomationnetwork.com/en/omron/e5cn-m-option-board-rs485-communications-only-compatible-with-new-e5cn-m-models-omron-169474
http://www.electricautomationnetwork.com/en/omron/busbar-sets-for-j7tkn-f175-and-j7kn150-175-omron-104536
http://www.electricautomationnetwork.com/en/omron/busbar-sets-for-j7tkn-f175-and-j7kn150-175-omron-104536
http://www.electricautomationnetwork.com/en/omron/lite-proximity-sensor-m30-shielded-sn15mm-npn-no-5m-cable-omron-e2b-m30ks15-wp-c1-5m-375319
http://www.electricautomationnetwork.com/en/omron/lite-proximity-sensor-m30-shielded-sn15mm-npn-no-5m-cable-omron-e2b-m30ks15-wp-c1-5m-375319
http://www.electricautomationnetwork.com/en/omron/counter-plug-in-11-pin-din48x48mm-ip66-6-preset-amp-6-actual-count-digits-multifunction-1-s-omron-119670
http://www.electricautomationnetwork.com/en/omron/counter-plug-in-11-pin-din48x48mm-ip66-6-preset-amp-6-actual-count-digits-multifunction-1-s-omron-119670
http://www.electricautomationnetwork.com/en/omron/omron-119384
http://www.electricautomationnetwork.com/en/omron/omron-119384
http://www.electricautomationnetwork.com/en/omron/contact-smart-sensor-amplifier-and-display-selectable-voltage-current-output-hig-omron-zx-tda41-2m-175666
http://www.electricautomationnetwork.com/en/omron/contact-smart-sensor-amplifier-and-display-selectable-voltage-current-output-hig-omron-zx-tda41-2m-175666
http://www.electricautomationnetwork.com/en/omron/m8-pvc-sensor-connector-4-pin-angled-10m-omron-363318
http://www.electricautomationnetwork.com/en/omron/m8-pvc-sensor-connector-4-pin-angled-10m-omron-363318
http://www.electricautomationnetwork.com/en/omron/m8-pvc-sensor-connector-3-pin-straight-2m-omron-363311
http://www.electricautomationnetwork.com/en/omron/m8-pvc-sensor-connector-3-pin-straight-2m-omron-363311
http://www.electricautomationnetwork.com/en/omron/m8-pvc-sensor-connector-3-pin-straight-10m-omron-363313
http://www.electricautomationnetwork.com/en/omron/m8-pvc-sensor-connector-3-pin-straight-10m-omron-363313

M8 PVC sensor connector, 3 pin, straight, 5m 363312 Buy on EAN
M8 PVC sensor connector, 3 pin, straight, 20m 363315 Buy on EAN
M8 PVC sensor connector, 4 pin, angled, 5m 363317 Buy on EAN
M8 PVC sensor connector, 4 pin, angled, 2m 363316 Buy on EAN
Power supply, plastic case, 22.5mm wide DIN rail or
direct panel mounting,100/240 VAC supply, 15W 24 177289 Buy on EAN
VDC 0.65A output
120102 Buy on EAN
Security Product, Security 3PST Relay SPST-NC-NA 4- G7SA-3A1B _
pole 6A 21Vcc 177283 pco1 Buy on EAN
Power supply, plastic case, 22.5mm wide DIN rail or
direct panel mounting,100/240 VAC supply, 10W 5 VvDC 177287 Buy on EAN
2.0A output
E / S Remote, 2-wire PNP 16S receiver 19.2ms LOFF 137160 B7A-R6G31 Buy on EAN
Vision System, Application software for F500 / F210-ETN 183010 F500-UM3FE Buy on EAN
Photoelectric sensor, M18 axial body, transparent _
object detection, 0.1-2m, PNP, 2m cable 371330 s
Miniature Race Final, 6x6 Vertical Plunger plane FO: ) _
1509 With term. Earth 137307 B3F-3102 Buy on EAN
Miniature Race Final, 6x6 Vertical Plunger plane FO: ) -
100g With term. Earth 137306 B3F-3100 Buy on EAN
Pro>f|m|ty sensor, inductive, M30, shielded, 10mm, AC, 104678 Buy on EAN
2-wire, NC, 2m cable
Race Final Miniature Key Vertical 6x6 137309 B3F-3152 Buy on EAN
239387 MKS3PI DC12 Buy on EAN



http://www.electricautomationnetwork.com/en/omron/m8-pvc-sensor-connector-3-pin-straight-5m-omron-363312
http://www.electricautomationnetwork.com/en/omron/m8-pvc-sensor-connector-3-pin-straight-5m-omron-363312
http://www.electricautomationnetwork.com/en/omron/m8-pvc-sensor-connector-3-pin-straight-20m-omron-363315
http://www.electricautomationnetwork.com/en/omron/m8-pvc-sensor-connector-3-pin-straight-20m-omron-363315
http://www.electricautomationnetwork.com/en/omron/m8-pvc-sensor-connector-4-pin-angled-5m-omron-363317
http://www.electricautomationnetwork.com/en/omron/m8-pvc-sensor-connector-4-pin-angled-5m-omron-363317
http://www.electricautomationnetwork.com/en/omron/m8-pvc-sensor-connector-4-pin-angled-2m-omron-363316
http://www.electricautomationnetwork.com/en/omron/m8-pvc-sensor-connector-4-pin-angled-2m-omron-363316
http://www.electricautomationnetwork.com/en/omron/power-supply-plastic-case-225mm-wide-din-rail-or-direct-panel-mounting100-240-vac-supply-15-omron-177289
http://www.electricautomationnetwork.com/en/omron/power-supply-plastic-case-225mm-wide-din-rail-or-direct-panel-mounting100-240-vac-supply-15-omron-177289
http://www.electricautomationnetwork.com/en/omron/omron-120102
http://www.electricautomationnetwork.com/en/omron/omron-120102
http://www.electricautomationnetwork.com/en/omron/omron-g7sa-3a1b-dc21-177283
http://www.electricautomationnetwork.com/en/omron/omron-g7sa-3a1b-dc21-177283
http://www.electricautomationnetwork.com/en/omron/power-supply-plastic-case-225mm-wide-din-rail-or-direct-panel-mounting100-240-vac-supply-10-omron-177287
http://www.electricautomationnetwork.com/en/omron/power-supply-plastic-case-225mm-wide-din-rail-or-direct-panel-mounting100-240-vac-supply-10-omron-177287
http://www.electricautomationnetwork.com/en/omron/omron-b7a-r6g31-137160
http://www.electricautomationnetwork.com/en/omron/omron-b7a-r6g31-137160
http://www.electricautomationnetwork.com/en/omron/f210-f500-application-software-without-macro-function-omron-f500-um3fe-183010
http://www.electricautomationnetwork.com/en/omron/f210-f500-application-software-without-macro-function-omron-f500-um3fe-183010
http://www.electricautomationnetwork.com/en/omron/photoelectric-sensor-m18-axial-body-transparent-object-detection-01-2m-pnp-2m-cable-omron-371330
http://www.electricautomationnetwork.com/en/omron/photoelectric-sensor-m18-axial-body-transparent-object-detection-01-2m-pnp-2m-cable-omron-371330
http://www.electricautomationnetwork.com/en/omron/omron-b3f-3102-137307
http://www.electricautomationnetwork.com/en/omron/omron-b3f-3102-137307
http://www.electricautomationnetwork.com/en/omron/omron-b3f-3100-137306
http://www.electricautomationnetwork.com/en/omron/omron-b3f-3100-137306
http://www.electricautomationnetwork.com/en/omron/proximity-sensor-inductive-m30-shielded-10mm-ac-2-wire-nc-2m-cable-omron-104678
http://www.electricautomationnetwork.com/en/omron/proximity-sensor-inductive-m30-shielded-10mm-ac-2-wire-nc-2m-cable-omron-104678
http://www.electricautomationnetwork.com/en/omron/tactile-switch-omron-b3f-3152-137309
http://www.electricautomationnetwork.com/en/omron/tactile-switch-omron-b3f-3152-137309
http://www.electricautomationnetwork.com/en/omron/omron-mks3pi-dc12-239387
http://www.electricautomationnetwork.com/en/omron/omron-mks3pi-dc12-239387

