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D4C Mechanical sensors/Limit switches

Compact limit switch in metal housing
The 16 mm flat and compact size make the D4C range of limit switches very popular 
for all standard applications but especially where mounting space is limited or pro-
truding housings may interfere with machine operation. The triple sealed construc-
tion, the rugged metal housing and the precisely manufactured movable parts ensure 
long operational life in standard or oily environments (special models).

• 16 mm flat compact size
• Rugged metal housing
• Models with M12 connector or oil resistant VCTF cable

Ordering Information

Actuator type Load range (VDC)*1

*1 See specifications for details on max. current per rated voltage and load type. Micro load models with 5mW to 0.8W are available. For ordering refer to complete datasheet.

Operation LED indicator Connection method Order code
0.8 W to 60 W max No Yes

Plunger ■ ■ - ■ *2

*2 Pre-wired models with 30 cm PVC cable and M12 plug (pigtail) are available. Contact your OMRON representative.

D4CC-3001

3 m D4C-1201

- ■ ■ D4CC-4001

3 m D4C-3201

Sealed plunger ■ - ■ D4CC-3031

3 m D4C-1231

- ■ ■ D4CC-4031

3 m D4C-3231

Plunger with M14 mounting ■ - ■ D4CC-3041

3 m D4C-1241

- ■ ■ D4CC-4041

3 m D4C-3241

Roller plunger ■ - ■ D4CC-3002

3 m D4C-1202

- ■ ■ D4CC-4002

3 m D4C-3202

Sealed roller plunger ■ - ■ D4CC-3032

3 m D4C-1232

- ■ ■ D4CC-4032

3 m D4C-3232

Roller plunger with M14 mounting ■ - ■ D4CC-3042

3 m D4C-1242

- ■ ■ D4CC-4042

3 m D4C-3242

Crossroller plunger ■ - ■ D4CC-3003

3 m D4C-1203

- ■ ■ D4CC-4003

3 m D4C-3203

Sealed crossroller plunger ■ - ■ D4CC-3033

3 m D4C-1233

- ■ ■ D4CC-4033

3 m D4C-3233

Crossroller plunger with M14 mounting ■ - ■ D4CC-3043

3 m D4C-1243

- ■ ■ D4CC-4043

3 m D4C-3243

Roller lever ■ - ■ D4CC-3024

3 m D4C-1220

- ■ ■ D4CC-4024

3 m D4C-3220

Coil spring ■ - ■ D4CC-3050

3 m D4C-1250

- ■ ■ D4CC-4050

3 m D4C-3250
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Specifications

Voltage and current rating

General specifications

Model Rated 
voltage

Rated 
current*1

*1 For D4C- cable types these ratings are certified by TÜV Rheinland according to EN60947-5-1 (file no R9451333).

Non-inductive load Inductive load Inrush current Applicable load range 
(5 to 30 VDC)Resistive load Lamp load Inductive load Motor load

NC NO NC NO NC NO NC NO NC NO
D4C-1@@@ 125 VAC 5 A 5 A 1.5 A 0.7 A 3 A 3 A 2.5 A 1.3 A 20 A 

max.
10 A 
max.

-

250 VAC 2 A 5 A 5 A 1 A 0.5 A 2 A 2 A 1.5 A 0.8 A

8 VDC 5 A 5 A 2 A 2 A 5 A 4 A 3 A 3 A 0.8 W to 60 W

14 VDC 5 A 5 A 2 A 2 A 4 A 4 A 3 A 3 A

30 VDC 2 A 4 A 4 A 2 A 2 A 3 A 3 A 3 A 3 A

125 VDC 0.4 A 0.4 A 0.05 A 0.05 A 0.4 A 0.4 A 0.05 A 0.05 A -

250 VDC 0.2 A 0.2 A 0.03 A 0.03 A 0.2 A 0.2 A 0.03 A 0.03 A

D4C-3@@@ 30 VDC 2 A 4 A 4 A 2 A 2 A 3 A 3 A 3 A 3 A 0.8 W to 60 W

D4CC-3@@@
D4CC-4@@@

30 VDC 1 A 1 A 1 A 1 A 1 A 1 A 1 A 1 A 1 A 5 A max. 2.5 A 
max

0.8 W to 30 W

D4C-6@@@ 30 VDC 0.1 A 0.1 A 0.1 A - - 20 A 
max.

10 A 
max.

5 mW to 0.8 W

Item D4C-_ (cable types) D4CC-_ (connector types)
Durability*1

*1 Values are acquired at 5° to 35°C operating temperature, 40% to 70% operating humidity.

Mechanical 10.000.000 operations min

Electrical 200.000 operations min

Operating frequency Mechanical 120 operations/min

Electrical 30 operations/min

LED indicator D4C-3_, D4C-6_, D4CC-4_: Operation indicator (red)
Operation indicator turns OFF when the switch operates.*2

*2 Models where operation indicator turns ON when the switch operates are available by adding '-B' to the order code. Contact your OMRON representative for availability.

Ambient temperature Operating -10° to 70°C (with no icing)

Degree of protection IEC 60529: IP67



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

144859 Buy on EAN

Industrial Relays, DPDT 10A enchuf / welding 116734 LY2 6AC Buy on EAN

140158 A6E-8104 Buy on EAN

Security Product, Security Relay DPST-NO DPST-NC 4
pole 6A 12Vdc

121498 G7SA-2A2B DC12 Buy on EAN

Industrial Relays, 3PDT 10A Indic. Push-mechanical
test

377095 Buy on EAN

Servos, AE120 Reducer 1/7 reduction R88MK3K020F 393049
AE120-i-7-
R88MK3K020F

Buy on EAN

Industrial Career Final / Switches, Plunger SPDT 5A
Watertight

133972 Buy on EAN

112346 Buy on EAN

112343 Buy on EAN

Race Final Miniature microswitch 258068 Buy on EAN

CPU, 250K steps program, 448K word data memory,
3 expansion racks max.

172698 Buy on EAN

Camera cable, 2m 172641 F500-VS 2M Buy on EAN

Temperature and Process Ctrl.Temp, Ent.Univ,
Sal.relay, 2sal.aux, HBA, 24Vdc / Vac, Conx.fast,
48x24

392122
E5GC-
RX2DCM-023

Buy on EAN

Photoelectric sensor, nickel-brass, through-beam,
10m, test input, DC, 3-wire, NPN, M18, 2m cable

177521 Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/omron/omron-144859
http://www.electricautomationnetwork.com/en/omron/omron-144859
http://www.electricautomationnetwork.com/en/omron/relay-plug-in-8-pin-dpdt-10a-6-vac-omron-ly2-6ac-116734
http://www.electricautomationnetwork.com/en/omron/relay-plug-in-8-pin-dpdt-10a-6-vac-omron-ly2-6ac-116734
http://www.electricautomationnetwork.com/en/omron/omron-a6e-8104-140158
http://www.electricautomationnetwork.com/en/omron/omron-a6e-8104-140158
http://www.electricautomationnetwork.com/en/omron/omron-g7sa-2a2b-dc12-121498
http://www.electricautomationnetwork.com/en/omron/omron-g7sa-2a2b-dc12-121498
http://www.electricautomationnetwork.com/en/omron/omron-377095
http://www.electricautomationnetwork.com/en/omron/omron-377095
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http://www.electricautomationnetwork.com/en/omron/photoelectric-sensor-nickel-brass-through-beam-10m-test-input-dc-3-wire-npn-m18-2m-cabl-omron-177521

