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E32 Area monitoring Lightcurtains and Area Sensors

Area monitoring fiber sensor heads
When mounting space is crucial or the objects are very small, the area monitoring 
fibers provide a reliable object detection even when the object position varies within 
the monitored range.

In combination with the window monitoring function or the serial transmission of 
the received light level values of the fiber amplifiers, simple height comparison or 
measuring applications can be realized.

• Area monitoring up to 70 mm height
• Multi-beam sensor with 4 separate heads for flexible detection points
• Standard or high flex fibers

Ordering information

Specifications

Sensor type Sensing height 
(in mm)

Sensing distance (in mm) Order code*1

*1  Order fitting amplifier from Fiber Amplifier section

Standard fiber High-flex fiber Standard fiber High-flex fiber
E3X-SD E3X-DA-S E3X-SD E3X-DA-S

10 1900 4000 – – E32-T16 –

*2

*2 Sensing area aligned to top of housing.

11 1200 2200 800 1700 E32-T16P E32-T16PR 2M

30 1840 3600 1380 2600 E32-T16W 2M E32-T16WR 2M

50 – – 1500 3000 – E32-ET16WR-2 2M

70 – – 2300 3500 – E32-ET16WR-1 2M

11 1040 2000 700 1500 E32-T16J 2M E32-T16JR 2M

4 x seperate 
M3 heads 

600 1300 – – E32-M21 –

11 – – 150 300 – E32-D36P1 2M

Item Standard High-flex
E32-T16 E32-M21 E32-T16J

E32-T16P
E32-T16W

E32-D36P1 E32-ET16WR-1
E32-ET16WR-2

E32-T16JR
E32-T16PR
E32-T16WR

Permissible bending radius R25 R10 R4 R1

Cut to length Yes

Ambient temperature -40°C to 70°C

Material Head ABS Stainless steel ABS Brass-nickel plated Aluminium ABS

Fiber PMMA

Sheath Polyethylene coating PVC coating Polyethylene coating PVC coating

Degree of protection IEC 60529 IP67 IEC 60529 IP50 IEC 60529 IP54 IEC 60529 IP50

In combination with the twin output function of the E3X-DA-S amplifier, the diffuse reflective 
area monitoring fibers can detect very small objects (e.g. needles) and a second state (e.g cover 
present). The area beam compensates for position variations at high speed.

Output 1: ON
Output 2: OFF

Output 1: ON
Output 2: ON

The two outputs of the E3X-DA-S can be used to detect two different light levels



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

127224 F39-JB1A-D Buy on EAN

Frequency converters, A1000 Three Phase 380-480VAC
(370/414) Amp (185/220) Kw Vector

375334
CIMR-
AC4A0414AAA

Buy on EAN

Race Final Industrial / Push buttons, cylindrical lever
low force Screw High sens.

106486 Z-15HW7855-B Buy on EAN

Race Final Industrial / Push, lever spring high Screw PO
High sensib

106487 Z-15HW24-B7-K Buy on EAN

121125 G9EA-1 DC24 Buy on EAN

Printed circuit relays, power relays 121123 G9EA-1-B 24DC Buy on EAN
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