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E3X-SD Fiber amplifiers

Single display digital fiber amplifier
E3X-SD allows easy one button setting and provide the best value performance ratio 
for standard applications.

• Auto-teaching during machine operation
• 2-point teaching within a few seconds
• Simple threshold adjustment with up/down keys

Ordering information

Fiber amplifier connectors

Specifications

Easy operation by ergonomic buttons

Auto-teaching 2-point teaching

Item Order code
NPN output PNP output

Pre-wired E3X-SD21 2M E3X-SD51 2M

Fiber amplifier connector*1

*1 Order connector separately. For M8 connector models see E3X-DA-S.

E3X-SD7 E3X-SD9

Shape Type Comment Order code
Fiber amplifier connector 2 m PVC cable E3X-CN11

30 cm PVC cable with M12 plug connector (4 pin) E3X-CN21-M1J 0.3M

30 cm PVC cable with M8 plug connector (4 pin) E3X-CN21-M3J-2 0.3M

Item E3X-SD
Light source (wave length) Red, 4-element LED (625 nm)

Power supply voltage 12 to 24 VDC ±10%, ripple (p-p): 10% max.

Protective circuits Power supply reverse polarity protection, output short-circuit protection, mutual interference prevention 

Response time Operation or reset: 200 μs max

Sensitivity setting Teaching and digital up/down keys

Functions Auto power control High-speed control method for emission current

Mutual interference prevention Optical communication sync. possible for up to 5 units

Digital displays Incident level or threshold

Degree of protection IEC 60529 IP50 (with protective cover attached)

Push the TEACH button for min. 3 seconds while objects passing

Workpiece Workpiece Workpiece

Remove a workpiece and press 
the TEACH button.

Position a workpiece and press 
the TEACH button.

Workpiece



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

348909
PE155-i-20-
R88MK3K030F

Buy on EAN

Fibre-optic sensor amplifier 202140 Buy on EAN

Advanced sensors, laser sensor 100mm +/-
20mm. 1 .mu.m

214993 ZS-HLDS10 2M Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/omron/omron-pe155-i-20-r88mk3k030f-348909
http://www.electricautomationnetwork.com/en/omron/omron-pe155-i-20-r88mk3k030f-348909
http://www.electricautomationnetwork.com/en/omron/fibre-optic-sensor-amplifier-omron-202140
http://www.electricautomationnetwork.com/en/omron/fibre-optic-sensor-amplifier-omron-202140
http://www.electricautomationnetwork.com/en/omron/sensor-head-diffuse-reflective-10020mm-sensing-range-1um-resolution-omron-zs-hlds10-2m-214993
http://www.electricautomationnetwork.com/en/omron/sensor-head-diffuse-reflective-10020mm-sensing-range-1um-resolution-omron-zs-hlds10-2m-214993

