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ER-series rope pulls

Rope pull emergency stop switches

Ordering information

Emergency stop switch

o Tension indicator — the tension indicator makes the system easy to set up and to
maintain the proper rope tension

Heavy-duty housing — the die-cast housing and stainless steel eye nut makes the
ER series rope pull switches suitable for demanding industrial applications

Vibration tolerant — the snap-acting switch contacts protect against nuisance
tripping due to vibration

Integral E-stop — the E-stop button provides emergency stopping capability at the
extreme end of the installation and is field serviceable

ER6022 available in stainless steel housing
ER6022, ER1022 and ER1032 available in explosion proof housing

Standard models
Aluminium die-cast housing

E-Stop Indicator beacon Contacts Wiring entry Order code

Not included - 2N/C +1N/O 3xM20 ER5018-021M

Not included - 3N/C 3xM20 ER5018-030M
Included = 2N/C+1N/O 3xM20 ER5018-021ME
Included - 3N/C 3xM20 ER5018-030ME
Not included Not included 2N/C +1N/O 3xM20 ER6022-021M

Not included Not included 3N/C +1N/O 3xM20 ER6022-031M

Not included Included (24 VDC) 2N/C+1N/O 3xM20 ER6022-021ML
Not included Included (24 VDC) 3N/C +1N/O 3xM20 ER6022-031ML
Included Not included 2N/C +1N/O 3xM20 ER6022-021ME
Included Not included 3N/C+1N/O 3xM20 ER6022-031ME
Included Included (24 VDC) 2N/C +1N/O 3xM20 ER6022-021MEL
Included Included (24 VDC) 3N/C +1N/O 3xM20 ER6022-031MEL
Included Included (24 VDC) 4N/C +2N/0 4 xM20 ER1022-042MELL
Included Included (24 VDC) 4N/C +2N/0 4 x M20 ER1022-042MELR
Included Included (24 VDC) 4N/C +2N/O 4 x M20 ER1032-042MEL
Stainless steel housing

E-Stop Indicator beacon Contacts Wiring entry Order code

Not included Not included 2N/C+2N/0 3xM20 ER6022-022MSS
Not included Not included 3N/C +1N/O 3xM20 ER6022-031MSS
Not included Included 2N/C +2N/0 3xM20 ER6022-022MLSS
Not included Included 3N/C+1N/O 3xM20 ER6022-031MLSS
Included Not included 2N/C +2N/O 3x M20 ER6022-022MESS
Included Not included 3N/C +1N/O 3xM20 ER6022-031MESS
Included Included 2N/C+2N/0 3xM20 ER6022-022MELSS
Included Included 3N/C +1N/O 3x M20 ER6022-031MELSS
Explosion proof models

Aluminium die-cast housing

E-Stop Indicator beacon Contacts Wiring entry Order code

Not included Not included 1N/C +1N/O pre-wired, 3 m XER6022-011C3
Not included Not included 1N/C+1N/O pre-wired, 3 m XER1022-011C3L
Not included Not included 1N/C+1N/O pre-wired, 3 m XER1022-011C3R
Not included Not included 1N/C + 1 N/O pre-wired, 3 m XER1032-011C3
Stainless steel housing

E-Stop Indicator beacon Contacts Wiring entry Order code

Not included Not included 1N/C+1N/O pre-wired, 3 m XER6022-011C3SS
Not included Not included 2N/C pre-wired, 3 m XER6022-020C3SS
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ER-series rope pulls

Rope pull emergency stop switches

Accessories
Item Applicable model Order code
Replacement Lid ER 5018 SM06-SL400
ER 6022 SM06-SL500
ER6022-SS stainless steel SM06-SLXER6022SS
Replacement Lid/LED, 24 VDC ER 1022 EMO06-SL710
ER 1032 SMO06-SL711
ER6022-SS stainless steel SMO06-SLXER622LSS
Replacement Lid/LED ER 6022 SMO06-SL510
Rope kit, 5 m, stainless steel ER 5018, ER 6022, ER 1022, ER 1032 RK5
Rope kit, 10 m, stainless steel ER 5018, ER 6022, ER 1022, ER 1032 RK10
Rope kit, 20 m, stainless steel ER 5018, ER 6022, ER 1022, ER 1032 RK20
Rope kit, 50 m, stainless steel ER 5018, ER 6022, ER 1022, ER 1032 RK50
Rope kit, 80 m, stainless steel ER 6022, ER1022, ER1032 RK80
Rope kit 100 m, stainless steel ER6022, ER1022, ER 1032 RK100
Rope kit 126 m, stainless steel ER 1032 RK126
Rope only, 5 m ER 5018, ER 6022, ER 1022, ER 1032 R5M
Rope only, 10 m ER 5018, ER 6022, ER 1022, ER 1032 R10M
Rope only, 20 m ER 5018, ER 6022, ER 1022, ER 1032 R20M
Rope only, 50 m ER 5018, ER 6022, ER 1022, ER 1032 R50M
Rope only, 100 m ER 5018, ER 6022, ER 1022, ER 1032 R100M
Rope only, 126 m ER 5018, ER 6022, ER 1022, ER 1032 R126M
Tensioner gripper, stainless steel ER 5018, ER 6022, ER 1022, ER 1032 SMO06-TGOO
Eye bolt stainless steel, 8 per pack ER 5018, ER 6022, ER 1022, ER 1032 SM06-EB10
Double loop clip, stainless steel, 4 per pack ER 5018, ER 6022, ER 1022, ER 1032 SM06-DL20
Thimble stainless steel, 4 per pack ER 5018, ER 6022, ER 1022, ER 1032 SM06-THSS
Turnbuckle, stainless steel ER 5018, ER 6022, ER 1022, ER 1032 SM06-TB30
Spring, stainless steel ER 5018, ER 6022, ER 1022, ER 1032 SMO06-SP50
Rope pulley, stainless steel ER 5018, ER 6022, ER 1022, ER 1032 SMO06-RPSS
E-Stop mechanism ER 5018, ER 6022, ER 1022, ER 1032 SM06-ES60
Yellow E-Stop Background Label ER5018, ER6022, ER1022, ER1032 SMO06-YLES
Specifications
Standard models
ltem Applicable model
ER 5018 ER 6022 ER 6022SS ER 1022 ER 1032
Contact configurations 2N/C +1N/0, 3N/C 2N/C +1N/0, 3N/C + 1N/O 3 N/C+1 N/O, 2 N/C+2N/0 4 N/C + 2 N/O 4N/C +2N/0
Safety contacts 2N/C, 3N/C 2N/C, 3N/C 4N/C
= Switching ability AC: 120 V-6 A, 240 V-3 A, inductive
.g DC: 24 V-2.5 A, inductive
8  Auxiliary contacts 1N/0 1N/0, 2 N/O 2N/0
= Max. switching current/Volt/Amp 240 V/720 VA
Electrical life 1,000,000 minimum
LED indicator beacon - 24\VDC
Max. rope span 40m 80m 100 m 125m 125 m each side
§  Case material Die-cast aluminum alloy Die-cast 316 stainless steel ~ Die-cast aluminum alloy
s casing
'§ Eye nut material Stainless steel
= Wiring entry 3xM20 4 x M20
Mechanical life 1,000,000 minimum
& 5 Protection IP67 (NEMA 6)
E S Operating temperature -25 10 80°C
& E Cleaning Water washdown
& § Standards EN60947-5-1:2004, EN60947-5-5:1997+A1:2005; EN60204-1; EN ISO 13850:2006
8 %_ Approvals/listings CE marked for all applicable directives, UL and C-UL
Explosion proof models
Iltem Applicable model
XER6022 XER1022 XER1032
Contact configuration 1N/C + 1 N/0, 2 N/C
Safety contact 1N/C, 2 N/C
Auxiliary contact 1N/O
'S Rated voltage and current (AC15) ~ 400 VAC/2 A AC, 250 VAC/4 A AC
% Rated voltage and current (DC) 250 VDC/0,15A DC
o Switching ability Resistive load 125 VAC/5 A, 250 VAC/5 A
AC ratings Inductive load 125 VAC/3 A, 250 VAC/3 A
Switching ability Resistive load 30 VDC/7 A, 250 VDC/0.15 A
DC ratings Inductive load | 30 VDC/5 A, 250 VDC/0.03 A
& § Ex-classification I12GEExdIICT6
8 %_ Certification PTBOO ATEX 1093X IBExU 01 ATEX 1007X
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ER-series rope pulls

Rope pull emergency stop switches

Accessories

RK rope tension kit
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The RK rope tension kit comes with all of the required hardware for most installa-
tions. A spring is required as shown in the installation example below.

Installation Hardware

M—Tsnsion/ﬁripper

e ————— )~ Sp1ig

Turnbuckle
Double Loop Clip

r L3
/QE - - Eyebolt
Thimble ,\— Rope Pulley

Individual hardware items may be purchased for specific installation requirements.
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

¢ Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

* Logistics systems for the shipment of materials almost anywhere in the world.
¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link
§Slnsor Connector, female, M12, PUR, 4 Pin, Angled, 203338
118907
Er;;cl):;:;]lncremental ABZ 2048ppr Driver 5-12Vcc 144787 Egggl;(/il;lvzzl\iXH
EZEEieII_?tcetric sensor, Plastic M12 NPN 300mm 378941
I]E.;o-:gj\(;z,clri::’r:emental ABZ 2000ppr Push-Pull 144784 Egggl;(/:l:\{NflaGH
Industrial Relays, 3PDT 10A Indic. Mechanic 376346
gtl\ellnsor Connector, female, M12, PUR, 3 Pin, Angled, 203331
155604
155606
118677
121080



http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/omron/sensor-connector-female-m12-pur-4-pin-angled-5m-omron-203338
http://www.electricautomationnetwork.com/en/omron/sensor-connector-female-m12-pur-4-pin-angled-5m-omron-203338
http://www.electricautomationnetwork.com/en/omron/omron-118907
http://www.electricautomationnetwork.com/en/omron/omron-118907
http://www.electricautomationnetwork.com/en/omron/omron-e6c3-cwz3xh-2500p-r-2m-144787
http://www.electricautomationnetwork.com/en/omron/omron-e6c3-cwz3xh-2500p-r-2m-144787
http://www.electricautomationnetwork.com/en/omron/omron-378941
http://www.electricautomationnetwork.com/en/omron/omron-378941
http://www.electricautomationnetwork.com/en/omron/omron-e6c3-cwz5gh-2000p-r-1m-144784
http://www.electricautomationnetwork.com/en/omron/omron-e6c3-cwz5gh-2000p-r-1m-144784
http://www.electricautomationnetwork.com/en/omron/omron-376346
http://www.electricautomationnetwork.com/en/omron/omron-376346
http://www.electricautomationnetwork.com/en/omron/sensor-connector-female-m12-pur-3-pin-angled-2m-omron-203331
http://www.electricautomationnetwork.com/en/omron/sensor-connector-female-m12-pur-3-pin-angled-2m-omron-203331
http://www.electricautomationnetwork.com/en/omron/omron-155604
http://www.electricautomationnetwork.com/en/omron/omron-155604
http://www.electricautomationnetwork.com/en/omron/omron-155606
http://www.electricautomationnetwork.com/en/omron/omron-155606
http://www.electricautomationnetwork.com/en/omron/omron-118677
http://www.electricautomationnetwork.com/en/omron/omron-118677
http://www.electricautomationnetwork.com/en/omron/omron-d4sl-n4ffa-d-382664
http://www.electricautomationnetwork.com/en/omron/omron-d4sl-n4ffa-d-382664
http://www.electricautomationnetwork.com/en/omron/omron-121080
http://www.electricautomationnetwork.com/en/omron/omron-121080

