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G3PA

Ordering information

Panel mounted

Solid State Relays with exchangeable
power cartridge

Optimum design of the heat sink has contributed to the downsizing of this product.
The power element cartridges of the G3PA are easily replaceable for easy mainte-

nance. G3PA can be mounted on a DIN-rail or using screws.
e 10-60 A output current
e 24-480 VAC output voltages

e Applicable with 3-phase loads

e Replaceable power element cartridges

Rated output load

24 t0 240 VAC 10A
20A
40A
60 A
10A
20A
40A
60A

180t0 400VAC  20A
30A

200t0 480 VAC  20A
30A
50A

Accessories

Zero cross Rated input
function voltage
Yes 51024 VDC
24 VAC
12 to 24 VDC

Replacement parts: Power device cartridges

Load voltage
range

1910264 VAC 10A

Carry

20A
40A
60 A
150t0 440 VAC 20A
30A
180t0 528 VAC 20A

30A
50A

Specifications

current

Applicable SSR

G3PA-210B-VD DC5-24
G3PA-210B-VD AC24
G3PA-220B-VD DC5-24
G3PA-220B-VD AC24
G3PA-240B-VD DC5-24
G3PA-240B-VD AC24
G3PA-260B-VD DC5-24
G3PA-260B-VD AC24
G3PA-420B-VD DC12-24
G3PA-430B-VD DC12-24
G3PA-420B-VD-2 DC12-24
G3PA-430B-VD-2 DC12-24
G3PA-450B-VD-2 DC12-24

Operating Input

voltage range  current
impedance

4 t0 30 VDC 7 mA max.

19.21026.4 VAC 1.4kQ +20%

9.6 to 30 VDC 7 mA max.

Order code

G32A-A10-VD DC5-24
G32A-A10-VD AC24
G32A-A20-VD DC5-24
G32A-A20-VD AC24
G32A-A40-VD DC5-24
G32A-A40-VD AC24
G32A-A60-VD DC5-24
G32A-A60-VD AC24
G32A-A420-VD DC12-24
G32A-A430-VD DC12-24
G32A-A420-VD-2 DC12-24
G32A-A430-VD-2 DC12-24
G32A-A450-VD-2 DC12-24

Voltage level

Must operate
voltage

4\VDC max.

19.2 VAC max.

9.2 VDC max.

Must release
voltage

1VDC min.

4.8 VAC min.

1VDC min.

Size in mm
(HxWxD)

100x27x100
100x37x100
100x47x100
100x110x100
100x27x100
100x37x100
100x47x100
100x110x100
100x37x100
100x47x100
100x37x100
100x47x100
100x110x100

Order code

G3PA-210B-VD DC5-24
G3PA-220B-VD DC5-24
G3PA-240B-VD DC5-24
G3PA-260B-VD DC5-24
G3PA-210B-VD AC24
G3PA-220B-VD AC24
G3PA-240B-VD AC24
G3PA-260B-VD AC24
G3PA-420B-VD DC12-24
G3PA-430B-VD DC12-24
G3PA-420B-VD-2 DC12-24
G3PA-430B-VD-2 DC12-24
G3PA-450B-VD-2 DC12-24

G32A-D__ enables 2 line switching of 3 phase configurations
Applicable SSR

G3PA-210B-VD, G3PA-210BL-VD,  G32A-D20
G3PA-220B-VD, G3PA-220BL-VD,
G3PA-420B-VD, G3PA-420B-VD-2

G3PA-430B-VD, G3PA-430B-VD-2, G32A-D40
G3PA-240B-VD, G3PA-240BL-VD

Current flow
10A
20A

30A
40A

Order code

Isolation

Indicator

Ambient temperature
Load voltage range

Output ON drop
Operate time

Release time

570

Phototriac coupler
Yes
Operating: -30 to 80°C

200 to 480 VAC: 180 to 528 VAC

24 t0 240 VAC: 19 to 264 VAC

180 to 400 VAC: 150 to 440 VAC

1.6V (RMS) max.

0.5 of load power source cycle + 1 ms max. (DC input, -B models)

1.5 of load power source cycle + 1 ms max. (AC input)

1 ms max. (-BL models)

0.5 of load power source cycle + 1 ms max. (DC input)
1.5 of load power source cycle + 1 ms max. (AC input)
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

¢ Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

¢ Logistics systems for the shipment of materials almost anywhere in the world.
¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference
Frequency converters, A1000 Three Phase CIMR-
380-480VAC (60/72) Amp (30/37) Kw Vector 324906 Acap0072AAA NS

183557 J7KNG-14-10 125D Buy on EAN

Advanced Sensors, Sensor Diffuse reflection 50 +/- 5 180559

mm 0,80micras ZS-LD50 2M Buy on EAN

Te t P iv4Al Ent Rel
emperature and Process Univ arms Ent Relay 6 356312

Evt HBA Sal RSP Transfer 24VDC / VAC 48x96 ESEC-RX4D5M-011 el

Product link

| Buy on EAN |

| Buy on EAN |

| Buy on EAN |

| Buy on EAN |

181972
198474
142309 G68-1174P-FD-US
145991
143045 V-116-1C4
Control System, Spare Terminals DC CP1H Exit 20 pts 365604
143041
320542 D40A-1CO04-F
152487
152486
227858
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http://www.electricautomationnetwork.com/en/omron/sensor-head-diffuse-reflective-505mm-sensing-range-08um-resolution-omron-zs-ld50-2m-180559
http://www.electricautomationnetwork.com/en/omron/temperature-controller-1-8din-48-x-96mm-1-x-relay-output-4-x-auxiliary-re-omron-e5ec-rx4d5m-011-356312
http://www.electricautomationnetwork.com/en/omron/temperature-controller-1-8din-48-x-96mm-1-x-relay-output-4-x-auxiliary-re-omron-e5ec-rx4d5m-011-356312
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http://www.electricautomationnetwork.com/en/omron/omron-v-116-1c4-143045
http://www.electricautomationnetwork.com/en/omron/omron-365604
http://www.electricautomationnetwork.com/en/omron/omron-365604
http://www.electricautomationnetwork.com/en/omron/omron-143041
http://www.electricautomationnetwork.com/en/omron/omron-143041
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http://www.electricautomationnetwork.com/en/omron/omron-152486
http://www.electricautomationnetwork.com/en/omron/omron-227858
http://www.electricautomationnetwork.com/en/omron/omron-227858

Cable, RS-232C, 2m, for programming PLC or HMI 9- 185221 XW2Z-S002-NL Buv on EAN
pin port from PC 9-pin port Y



http://www.electricautomationnetwork.com/en/omron/cable-rs-232c-2m-for-programming-plc-or-hmi-9-pin-port-from-pc-9-pin-port-omron-xw2z-s002-nl-185221
http://www.electricautomationnetwork.com/en/omron/cable-rs-232c-2m-for-programming-plc-or-hmi-9-pin-port-from-pc-9-pin-port-omron-xw2z-s002-nl-185221

