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H3DK Analogue solid state timers

DIN-rail mounted, standard 22.5 mm wide 
solid state timer range
The H3DK series of timers provides a wide AC/DC power supply and time range to 
reduce the number of items.

• Size in mm (HxWxD): 79x22.5x100 
• DIN-rail mounting 
• 12 VDC and 24-240 VAC/VDC (except -H). 240-440 VAC for -G 
• Wide time setting range: 0.10 s - 1,200 h (except -H and -G), 12 ranges

(for -M and -S)

Ordering information

Specifications

Type Supply voltage Control output Time setting range Operating modes Order code
Multi-functional 
standard timers

12 VDC SPDT 0.1 s to 1200 h ON-delay, flicker OFF start, flicker ON start, 
signal ON/OFF-delay, signal OFF-delay, interval, one-shot

H3DK-M1A DC12

DPDT H3DK-M2A DC12 *1

*1 One output can be set to instantaneous.

SPDT ON-delay, flicker ON start, interval, one-shot H3DK-S1A DC12

DPDT H3DK-S2A DC12 *1

24 to 240 VAC/VDC SPDT ON-delay, flicker OFF start, flicker ON start, 
signal ON/OFF-delay, signal OFF-delay, interval, one-shot

H3DK-M1 AC/DC24-240

DPDT H3DK-M2 AC/DC24-240 *1

SPDT ON-delay, flicker ON start, interval, one-shot H3DK-S1 AC/DC24-240

DPDT H3DK-S2 AC/DC24-240 *1

Twin timer 12 VDC SPDT 0.1 s to 12 h Flicker OFF start, flicker ON start H3DK-FA DC12

24 to 240 VAC/VDC H3DK-F AC/DC24-240

Star-delta timer 12 VDC 2x SPDT 1 to 120 s Star-delta H3DK-GA DC12

24 to 240 VAC/VDC H3DK-G AC/DC24-240

240 to 440 VAC H3DK-GE AC/DC240-440

Power OFF-delay timer 24 to 48 VAC/VDC SPDT 1 to 120 s Signal OFF-delay H3DK-HBL AC/DC24-48

0.1 to 12 s H3DK-HBS AC/DC24-48

100 to 120 VAC 1 to 120 s H3DK-HCL AC100-120V

0.1 to 12 s H3DK-HCS AC100-120V

200 to 240 VAC 1 to 120 s H3DK-HDL AC200-240V

0.1 to 12 s H3DK-HDS AC200-240V

Operating voltage range 85 to 110% of rated supply voltage (90 to 110% for the 12 VDC models).

Power reset Minimum power-off time: H3DK-M/S, H3DK-F: 0.1 s, H3DK-G: 0.5 s. (Not for H3DK-H)

Reset voltage 10% of rated voltage. (Not for H3DK-H)

Voltage input (H3DK-M/-S) 24 to 240 VAC/DC: H-level 20.4 to 264 VAC/VDC, L-level 0 to 2.4 VAC/VDC.

12 VDC: H-level 10.8 to 13.2 VDC, L-level 0 to 1.2 VDC.

Control output Contact output: 5 A at 250 VAC with resistive load (cos = 1), 5 A at 24 VDC (30 VDC for -M/-S) with resistive load (not for H3DK-GE)

Ambient temperature Operating: -20 to 55°C (with no icing), storage: -40 to 70°C (with no icing)

Accuracy of operating time ±1% of FS max. (±1% ±10 ms max. at 1.2 s range)

Setting error ±10% of FS ±0.05 s max.

Minimum input signal width 50 ms (start input) (Only for H3DK-M/S)

Influence of voltage ±0.5% of FS max. (±0.5% ±10 ms max. at 1.2 s range). For H3DK-G: ±0.5% of FS max.

Influence of temperature ±2% of FS max. (±2% ±10 ms max. at 1.2s range). For H3DK-G: ±2% of FS max.

Life expectancy Mechanical: 10 million operations min. (under no load at 1,800 operations/h)

Electrical: 100,000 operations min. (5 A at 250 VAC, resistive load at 360 operations/h)

Degree of protection IP30 (terminal block: IP20)

Terminal block Clamps two 2.5 mm2 max. bar terminals without sleeves

Size in mm (HxWxD) 79x22.5x100



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

227713 Buy on EAN

Final Race miniature roller lever 16A SPDT Term. Faston
(187) plate right

109454 V-166-1C25 Buy on EAN

Temperature and Process Ctrl.Temp, Ent.Univ, Sal.SSR,
3sal.aux, HBA, 2Ent Evt ,, 100-240VAC, Screw, 48x48

385254
E5CC-
TQX3A5M-001

Buy on EAN

Final Race miniature roller lever 16A SPDT Term. Faston
(250)

109456 V-166-1C5 Buy on EAN

Race Final Miniature microswitch 109457 V-166-1C6 Buy on EAN

Miniature Race Final, short lever roller 16A SPDT Term.
Faston (250)

109451 Buy on EAN

Temperature and Process Ctrl.Temp, Ent.Univ, Sal.SSR,
3sal.aux, HBA, 2Ent Evt, 24Vdc / Vac, Screw, 48x48

385255
E5CC-
TQX3D5M-001

Buy on EAN

Servos, Accurax G5 Motor 750W, 200V, 3000RPM,
2.4Nm, OIL SEAL

354796
R88M-K75030H-
OS2

Buy on EAN

Race Final Miniature Microswitch 16A 354795 V-153-1C5-T Buy on EAN
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