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J7KNAJ7KNA-AR

Which type of application is required?

J7KN

Current rating required?

Mini contactor 
relays
(10 A)

Mini motor
contactor Motor contactor

Low
up to 12 A, 5.5 kW

High
up to 210 A, 132 kW

Control switches Motor switching

DIRECT CONTROL DC CONTACTOR

Now it is possible to control contactors directly from a PLC with electronic output. 
Our new J7KNG models consume only 3 W inrush/sealed power up to 22 A contactors 
and 4 W inrush/sealed power up to 40 A contactors!

• Low inrush & sealed control circuits

• Control terminals on both sides

• Wide range up to 22 A with built-in auxiliary contact and up to 40 A

J7KNG – Low-power consumption DC contactors
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Low voltage switchgear



J7TKN J7MN

Thermal overload
relays

(0.12 to 220 A)

Motor protection 
circuit breakers
(0.12 to 220 A)

Protection 
with fuse Fuseless

Which kind of protection is needed?

Motor protection
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Selection table

Category Motor protection circuit breaker

M
PC

B

Type J7MN-3P/3R
Setting range current 0.16 - 32 A

Number of ranges 16
Auxiliary contact external front 1 NO and 1 NC or 2 NO, 

side 1 NO and NC or 2 NO or 2 NC
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Category Contactors

Co
nt

ac
to

rs

Type J7KNA-AR J7KNA-09/12 J7KN(G)-10 J7KN(G)-14 J7KN(G)-18 J7KN(G)-22
Maximum power

AC3-380/415 V
– 4 kW or 5 kW 4 kW 5.5 kW 7.5 kW 11 kW

Rated current
AC3-380/415 V

10 A th 9/12 A 10 A 14 A 18 A 22 A

Main contacts 4 in 4 configurations 3 or 4 3 or 4
Auxiliary contacts Included – 1 1 NO or 1 NC

External 4 in different combinations 4 contacts*1

*1 Using J7KN-*D double wiring coils 1 aux. less
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Category Thermal overload

Th
er

m
al

 o
ve
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Type J7TKN-A J7TKN-B
Setting range D.O.L. 0.12 - 14 A 0.12 - 32 A

Number of ranges 13 16
Auxiliary contacts included 1 NO and 1 NC 1 NO and 1 NC
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Low voltage switchgear
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Motor protection circuit breaker

J7MN-6R J7MN-9R
26 - 63 A 63 - 100 A
5 4

front 1 NO and 1 NC or 2 NO, 
side 1 NO and NC or 2 NO or 2 NC

588

Contactors

J7KN(G)-24 J7KN(G)-32 J7KN(G)-40 J7KN-50 J7KN-62 J7KN-74 J7KN-90 J7KN-115
11 kW 15 kW 18.5 kW 22 kW 30 kW 37 kW 45 kW 55 kW

24 A 32 A 40 A 50 A 62 A 74 A 90 A 115 A

3 3 3
– – –
front and side 8-contacts*1

*1 Using J7KN-*D double wiring coils 1 aux. less

front and side 8-contacts*1 front and side 11-contacts
584 584 584

Thermal overload

J7TKN-C J7TKN-D J7TKN-E
28 - 42 A 40 - 74 A 60 - 120 A
1 3 2
1 NO and 1 NC 1 NO and 1 NC 1 NO and 1 NC
586 586 586

J7MN-6R

Over lapping area

J7MN-3P/3R



Selection table
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Category Motor protection circuit breaker

M
PC

B

Type
Setting range current

Number of ranges
Auxiliary contact external

Page

Category Contactors

Co
nt
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to

rs

Type J7KN-151 J7KN-176 J7KN-210
Maximum power

AC3-380/415 V
75 kW 90 kW 110 kW

Rated current
AC3-380/415 V

150 A 175 A 210 A

Main contacts 3 or 4 3
Auxiliary contacts Included – –

External front and side 6-contacts front and side 8-contacts
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Category Thermal overload

Th
er
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Type J7TKN-E J7TKN-F
Setting range D.O.L. 60 - 120 A 120 - 180 A

Number of ranges 2 1
Auxiliary contacts included 1 NO and 1 NC 1 NO and 1 NC
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Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

195391 Buy on EAN

Connecting cable for use with P2RV-8-O-F module, 3m
length + flying leads

298816 P2RV-A300C-NL Buy on EAN

Frequency converters, braking unit 35A 400V / 90A
(master-slave)

372603
AX-BMS4035090-
TE

Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/omron/omron-195391
http://www.electricautomationnetwork.com/en/omron/omron-195391
http://www.electricautomationnetwork.com/en/omron/connecting-cable-for-use-with-p2rv-8-o-f-module-3m-length-flying-leads-omron-p2rv-a300c-nl-298816
http://www.electricautomationnetwork.com/en/omron/connecting-cable-for-use-with-p2rv-8-o-f-module-3m-length-flying-leads-omron-p2rv-a300c-nl-298816
http://www.electricautomationnetwork.com/en/omron/omron-ax-bms4035090-te-372603
http://www.electricautomationnetwork.com/en/omron/omron-ax-bms4035090-te-372603

