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M22

Indicators

Ordering information

Nut-mounted, 22 mm indicator,
with high visibility, illuminated buttons

The M22 series of indicators comes in 22 or 25 mm-diameter round versions.
They can be easily mounted and removal of the socket unit is also easy.

The finger protection mechanism on the lamp is provided as a standard feature.
M22 indicators can be equipped with an LED or incandescent lamp.

o Available in 5 colours

e Super-bright LEDs for all versions

e |amp sockets with or without transformers

e UL and cUL approved

Display Lamp
Appearance 1P65 oil-resistant AC/DC LED Operating voltage

Colour of display Order code light 6V 12V 24V 24V
Round/flat Red M22-FR superbright

Green M22-FG AC Red A22-6DR = = =

Yellow M22-FY Green A22-6DG - - -

White M22-FW Yellow A22-6DY - - -

Blue M22-FA Blue A22-6DA — = =
Square/projection Red M22-CR DG fieg R i = -

Green M22-CG Green A22-6AG - - -

Yellow M22-CY Yellow A22-6AY — = =

White M22-CW Blue A22-6M - = -

Blue M22-CA ACandDC  Red = A22-12AR  A22-24AR  A22-24ASR

. Green = A2-12AG  A22-24AG  A22-24ASG
Socket unit Yellow - A22-12AY  A22-24AY  A22-24ASY
Order code Blue - A22-120A  A2224AA  A22-24ASA
Voltage-reduction circuits
:ﬂ";;";‘:: pottagelreductionlunit n’::_;gf;e feductionfunit220VAC) Incandescent lamp 6VACVDC  12VACVDC 24 VACVDC 100 VACADC
A22-5 A22-12 A22-24 A22-H1

Accessories

M22 uses the same accessories as A22. Please refer to the relevant information in the corresponding section for the A22.

Specifications

Recognized organization Standards
UL, cUL UL508

LED lamp

Rated voltage Rated current
6VDC 60 mA (20 mA)
6VAC 60 mA (20 mA)
12 VAC/VDC 30 mA (10 mA)
24 VAC/VDC 15 mA (10 mA)
Ambient temperature

Degree of protection

Electric shock protection class
PTI (tracking characteristic)
Degree of contamination

Size in mm

File number Incandescent lamp

E41515 Rated voltage Rated current Operating voltage
6 VAC/VDC 200 mA 5V
14 VAC/VDC 80 mA 12V

Operatinooitang 28 VAC/VDC 40mA 2%V

6VDC 5% 130 VAC/VDC 20 mA 100V

6 VAC +5%

12 VACAVDC 5% Superbright LED indicator

24 VACNDC +5% Rated voltage Rated current Operating voltage
24 VAG/VDC 15 mA 24 VACNDC +5%
Voltage-reduction lighting
Rated voltage Rated current Operating voltage
110 VAC 9510 115 VAC LED lamp (A22-24_)
220 VAC 190 to 230 VAC

Operating: -20 to 55°C, storage: -40 to 70°C
IP65

Class Il

175

3 (IEC947-5-1)

Button: 29.7 dia.x16D, switch: 34Hx34Wx54.7D
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Below is a list of articles with direct links to our shop Electric Automation Network where you

Can see:

¢ Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

* Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link
171564
108481
140135 A6D-8100
119266

Security Product, Mechanical lock 3NC + 2NC IP67 382656 D4SL-N4HDA-DN

LED M20 metal connector

Counter, plug-in, 1.1-.pin, DIN.48x4§.3mm, IP66, 6 preset

£ sl com s it Lo 061319670

aux supply

M8 PVC sensor connector, 4 pin, angled, 10m 363318

M8 PVC sensor connector, 3 pin, straight, 2m 363311

M8 PVC sensor connector, 3 pin, angled, 20m 363310
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