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Model No.

Protective 
height 
Main body 
length

Mounting 
pitch

Total 
length

Intermediate supporting 
bracket mounting pitch

A B C D E F

SF4B-F23□<V2> SF4B-H12□<V2> SF4B-A6□<V2> 230
9.055

270
10.630

286
11.260

- - -

SF4B-F31□<V2> SF4B-H16□<V2> SF4B-A8□<V2> 310
12.205

350
13.780

366
14.406

- - -

SF4B-F39□<V2> SF4B-H20□<V2> SF4B-A10□<V2> 390
15.354

430
16.929

446
17.559

- - -

SF4B-F47□<V2> SF4B-H24□<V2> SF4B-A12□<V2> 470
18.504

510
20.079

526
20.709

- - -

SF4B-F55□<V2> SF4B-H28□<V2> SF4B-A14□<V2> 550
21.654

590
23.228

606
23.858

- - -

SF4B-F63□<V2> SF4B-H32□<V2> SF4B-A16□<V2> 630
24.803

670
26.378

686
27.008

- - -

SF4B-F71□<V2> SF4B-H36□<V2> SF4B-A18□<V2> 710
27.953

750
29.528�

766
30.157

- - -

SF4B-F79□<V2> SF4B-H40□<V2> SF4B-A20□<V2> 790
31.102

830
32.677�

846
33.307

390
15.354

- -

SF4B-F95□<V2> SF4B-H48□<V2> SF4B-A24□<V2> 950
37.402

990
38.976

1,006
39.606

470
18.504

- -

SF4B-F111□<V2> SF4B-H56□<V2> SF4B-A28□<V2> 1,110
43.701

1,150
45.276

1,166
45.905

550
21.654

- -

SF4B-F127□<V2> SF4B-H64□<V2> SF4B-A32□<V2> 1,270
50.000

1,310
51.575

1,326
52.505

418
16.457

842
33.150

-

– SF4B-H72□<V2> SF4B-A36□<V2> 1,430
56.299

1,470
57.874

1,486
58.504

472
18.583

948
37.323

-

– SF4B-H80□<V2> SF4B-A40□<V2> 1,590
62.598

1,630
64.173

1,646
64.803

525
20.669

1,055
41.535

-

– SF4B-H88□<V2> SF4B-A44□<V2> 1,750
68.898�

1,790
70.472

1,806
71.102

433
17.047

870
34.252

1,308
51.496

– SF4B-H96□<V2> SF4B-A48□<V2> 1,910
75.197

1,950
76.772

1,966
77.401

473
18.622

950
37.402

1,428
56.220

Model No.
Beam 
pitch

First 
beam 
channel 
position

G H

SF4B-F□<V2> 10�
0.394

5�
0.197

SF4B-H□<V2> 20�
0.787

5�
0.197

SF4B-A□<V2> 40�
1.575

15�
0.591

SF4B-□<V2> Light curtain

Assembly dimensions

Mounting drawing for the light curtains using the standard mounting brackets MS-SFB-1 (optional) and the intermediate 
supporting brackets.
<Rear mounting> <Side mounting>

DIMENSIONS (Unit: mm in) The CAD data in the dimensions can be downloaded from our website. 

Not available for the robust type SF4B-□G<V2>

Emitter Receiver Emitter Receiver


