
SF4B

43

Material: SPCC
Four bracket set 
Eight M5 (length: 10 
mm 0.394 in) 
hexagon-socket-head 
bolts are attached.

It is only available for 
the robust 
SF4B-□G<V2>.

It is not available for the robust type SF4B-□G<V2>. It is not available for the robust type SF4B-□G<V2>.

DIMENSIONS (Unit: mm in)
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Model No. A B C D E F Net weight

RF-SFBH-12 236
9.291

246
9.685

298 
11.732 - - 272

10.709 
970 g 

approx.

RF-SFBH-16 316
12.441

326
12.835

378
14.882 - - 352

13.858 
1,170 g 
approx.

RF-SFBH-20 396
15.591

406
15.984

458
18.031 - - 432

17.008 
1,370 g 
approx.

RF-SFBH-24 476
18.740

486
19.134

538
21.181 - - 512

20.157 
1,570 g 
approx.

RF-SFBH-28 556
21.890

566
22.283

618
24.331 - - 592

23.307 
1,770 g 
approx.

RF-SFBH-32 636
25.039

646
25.433

698
27.480 - - 672

26.457 
1,970 g 
approx.

RF-SFBH-36 716
28.189

726
28.583

778
30.630 - - 752

29.606 
2,170 g 
approx.

RF-SFBH-40 796
31.339

806
31.732

858
33.779 

458 ±50
18.031 ±1.969 - 832

32.756 
2,660 g 
approx.

RF-SFBH-48 956
37.638

966
38.031

1,018
40.079 

538 ±50
21.181 ±1.969 - 992

39.055 
3,060 g 
approx.

RF-SFBH-56 1,116
43.937

1,126
44.331

1,178
46.378 

618 ±50
24.331 ±1.969 - 1,152

45.354 
3,460 g 
approx.

RF-SFBH-64 1,276
50.236

1,286
50.630

1,338
52.677 

698 ±50
27.480 ±1.969 - 1,312

51.653 
3,890 g 
approx.

RF-SFBH-72 1,436
56.535

1,446
56.929

1,498
58.976 

538 ±50
21.181 ±1.969

1,018 ±50
40.079 ±1.969

1,472
57.953

4,550 g 
approx.

RF-SFBH-80 1,596
62.835

1,606
63.228

1,658
65.275 

591 ±50
23.268 ±1.969

1,125 ±50
44.291 ±1.969

1,632
64.252

4,950 g 
approx.

RF-SFBH-88 1,756
69.134

1,766
69.527

1,818
71.575 

645 ±50
25.394 ±1.969

1,231 ±50
48.464 ±1.969

1,792
70.551

5,350 g 
approx.

RF-SFBH-96 1,916
75.433

1,926
75.827

1,978
77.874 

698 ±50
27.480 ±1.969

1,338 ±50
52.677 ±1.969

1,952
76.850

5,750 g 
approx.

R4.1 R0.161 (for sensor mounting)

20 
0.787 28 

1.102 
24.5 
0.965 
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0.709 
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R8.5 R0.335 
M5 (length  
6 0.236) 

28  
1.102 

R18.4 R0.724 

M5 (length  
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R16.6 R0.654 
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30° 

6.1 
0.240 

Material: Die-cast zinc alloy 

Four bracket set
 Four M5 (length 18 mm 0.709 in) 
 hexagon-socket-head bolts are attached.
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Material: Die-cast zinc alloy 

Four bracket set
 Four M5 (length 18 mm 0.709 in) 
 hexagon-socket-head bolts are attached.

Standard mounting bracket (Optional)MS-SFB-1

Standard  L mounting bracket (Optional)MS-SFBG-1

M8 mounting bracket (Optional)MS-SFB-1-T

The CAD data in the dimensions can be downloaded from our website. 
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