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LILN
F 'E“ d Crimping pliers, for non-insulated conduit lugs, 10 - 25 mm?, HEX crimp

Why buy this product
m CRIMPFOX-RC 10 and ...RCT 25-1 complete the range of crimping pliers for uninsulated cable lugs and insulated tube lugs

m Al pliers of this type reduce the amount of force required during crimping by 25%

& ¢

Key Commercial Data

Packing unit 1 STK
AR TN )
47046356"454063

Technical data

Dimensions

Length (b) 256 mm

Width (a) 25 mm

Height 68 mm
General

Color black

Compression HEX crimp

Type of contact

CU conduit lugs

Designation Crimping position 1
Max. cross section 10 mm?

AWG max 8

Outside diameter 7.00 mm

Internal diameter 4.50 mm

Designation Crimping position 2
Max. cross section 16 mm?
AWG max 6
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Technical data

chH(ENIX

General
Outside diameter 8.50 mm
Internal diameter 5.50 mm

Designation

Crimping position 3

Max. cross section

25 mm?

AWG max 4
Outside diameter 10.00 mm
Internal diameter 7.00 mm
Classifications
eCl@ss
eCl@ss 4.0 21040301
eCl@ss 4.1 21040301
eCl@ss 5.0 21040301
eCl@ss 5.1 21040301
eCl@ss 6.0 21043811
eCl@ss 7.0 21043811
eCl@ss 8.0 21049090
ETIM
ETIM 2.0 EC001186
ETIM 3.0 EC001186
ETIM 4.0 EC001186
ETIM 5.0 EC000168
UNSPSC
UNSPSC 6.01 27112118
UNSPSC 7.0901 27111518
UNSPSC 11 23171604
UNSPSC 12.01 27111518
UNSPSC 13.2 27111518
Approvals
Approvals
Approvals
EAC
Ex Approvals
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Approvals

Approvals submitted

Approval details

EAC

Phoenix Contact 2016 © - all rights reserved
http://www.phoenixcontact.com

PHOENIX CONTACT GmbH & Co. KG
Flachsmarktstr. 8

32825 Blomberg

Germany

Tel. +49 5235 300

Fax +49 5235 3 41200
http://www.phoenixcontact.com

03/02/2016 Page 3/3


https://www.phoenixcontact.com/pi/products/1212066
https://www.phoenixcontact.com/pi/products/1212066

' Pgﬁr.}\lé Automatizacion Eléctrica

Especialistas en Automatizacion
INSPIRING INNOVATIONS

Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Crimping pliers, for non-insulated conduit lugs, 10 - CRIMPFOX-RCT _
25 mm?, HEX crimp 1212066 ¢ 4 Buy on EAN
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