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mm, cable outlet at the top

Push-pull connector (version 14), die-cast zinc, with SC-RJ insert for GOF, for cable diameter of 5.5 mm ... 10

Why buy this product
m Push-pull ADVANCE connector
m Locking system to prevent inadvertent removal

m Highest ESD and EMC resistance for reliable transmission

Ethernet

Key Commercial Data

Packing unit

18TK

GTIN

4|O463 ||7 441||

567788

Technical data

Mechanical characteristics

Standards/specifications

IEC PAS 61076-3-117

Insertion/withdrawal cycles

> 50

External cable diameter

55mm ... 10 mm

Cable exit angled
Ambient conditions
Ambient temperature (operation) -40°C...70°C
Ambient temperature (assembly) -10°C...40°C
Ambient temperature (storage/transport) -40°C...70°C
Degree of protection IP67
Material data
| Zinc die-cast |

| Housing material

Standards and Regulations

| Standards/regulations

| IEC PAS 61076-3-117

03/02/2016 Page 1/2


https://www.phoenixcontact.com/pi/products/1408030
https://www.phoenixcontact.com/pi/products/1408030

https://www.phoenixcontact.com/pi/products/1408030

FO connectors - FOC-V14-C1ZNI-T/SJFG - 1408030

Classifications
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eCl@ss

eCl@ss 4.0 27140816
eCl@ss 4.1 27260701
eCl@ss 5.0 27260701
eCl@ss 5.1 27061803
eCl@ss 6.0 27260708
eCl@ss 7.0 27440312
eCl@ss 8.0 19170122
ETIM

ETIM 3.0 EC001121
ETIM 4.0 EC002641
ETIM 5.0 EC001122
UNSPSC

UNSPSC 6.01 31261501
UNSPSC 7.0901 31261501
UNSPSC 11 31261501
UNSPSC 12.01 31261501
UNSPSC 13.2 31261501
Drawings

Dimensional drawing
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Push-pull connector (version 14), die-cast zinc, with SC-

R] insert for GOF, for cable diameter of 5.5 mm ... 10 1408030 FOC-V14- Buy on EAN
C1ZNI-T/SJFG
mm, cable outlet at the top
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