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Screw plug, Stainless steel 1.4404, Application: Ex, Connecting thread: M32, Color: silver

Key Commercial Data
Packing unit 10 STK

GTIN

Technical data

Dimensions
Length 24 mm

Length without connecting thread 9 mm

Connecting thread diameter 32 mm

Wrench size, union nut 36 mm

Hexagon angular dimension GRP 39.6 mm

Length of the connecting thread 15 mm

Ambient conditions
Degree of protection IP66 (using the corresponding A-SEW-...P-W flat gasket)

IP68 (using the corresponding A-SEW-...P-W flat gasket)

Ambient temperature (operation) -60 °C ... 200 °C (-70°C ... 100°C, when using the A-SEW-...P-W flat
gasket)

General

Note This item must only be used with fitting nut 1411251 A-INL-M32-S-S for
the Ex e type of protection.

Material Stainless steel 1.4404

Thread type on connection side M32

Color silver

Standards/specifications EN 60079-0, -1, -7

IEC 60079-0, -1, -7

EN 61241-0, -1

IEC 61241-0, -1
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Screw plug - A-EXSH-M32-68L-S-S - 1411110
Technical data

Standards and Regulations
Standards/regulations EN 60079-0, -1, -7

IEC 60079-0, -1, -7

EN 61241-0, -1

IEC 61241-0, -1

ATEX Sira 01ATEX1284U

Sira 02ATEX1003X

Ex II 2 GD Ex d IIC & Ex e II, Ex IM2 Ex d I, Ex e I

IECEx IECEx SIR 07.0056X

Ex d I / Ex e I / Ex d IIC / Ex e II, Ex tD A21 IP6X

Classifications

eCl@ss

eCl@ss 5.1 27149109

eCl@ss 6.0 27149109

eCl@ss 8.0 23111190

ETIM

ETIM 4.0 EC000032

ETIM 5.0 EC000032

Drawings

Dimensional drawing
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Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Screw plug, Stainless steel 1.4404, Application: Ex,
Connecting thread: M32, Color: silver

1411110
A-EXSH-
M32-68L-S-S
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