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ECPH(ENIX

Cable ring, black halogen-free PUR, 4-pos., shielded, 4 x 0.25 mm?2, conductor colors: brown/white/blue/black,
cable length: 100 m

Key Commercial Data

Packing unit 1 STK
LN T
470463567027366

Technical data

Dimensions
| Length of cable | 100 m |
General
| Number of positions | 4 |
Cable

Cable type PUR halogen-free black

Cable type (abbreviation) PUR

Cable abbreviation LiIFOYC11Y

UL AWM style 20549

Conductor cross section 4x 0.25 mm? (Signal line)

AWG signal line 24

Conductor structure signal line 32x 0.10 mm

Core diameter including insulation

1.17 mm £0.02 mm (Signal line)

Thickness, insulation

> 0.21 mm (Core insulation)

approx. 0.7 mm (Outer cable sheath)

Wire colors brown, white, blue, black
Overall twist 4 wires, twisted
Shielding Braided copper wires

Optical shield covering

85 %

External sheath, color

black-gray RAL 7021

External cable diameter D

5 mm +£0.15 mm

Smallest bending radius, fixed installation

25 mm
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Technical data

PHCENIX
CONTACT

Cable
Smallest bending radius, movable installation 50 mm
Number of bending cycles 4000000
Bending radius 50 mm
Traversing path 10m
Traversing rate 3m/s
Acceleration 10 m/s?
Cable weight 36 kg/km
Outer sheath, material PUR
Material conductor insulation PP

Conductor material

Bare Cu litz wires

Insulation resistance

> 100 GQ*km (at 20 °C)

Conductor resistance

max. 78 Q/km (at 20 °C)

Nominal voltage, cable

<300V

Test voltage, cable

> 3000 V

Special properties

Flexible cable conduit capable

Silicone-free

Free of substances which would hinder coating with paint or varnish

Flame resistance

in accordance with DIN UL-Style 20549

Halogen-free

in accordance with DIN VDE 0472 part 815

Other resistance

hydrolysis and microbe resistant

partly UV-resistant in accordance with DIN EN ISO 4892-2-A

Ambient temperature (operation)

-40 °C ... 80 °C (cable, fixed installation)

-25 °C ... 80 °C (cable, flexible installation)

Classifications

eCl@ss
eCl@ss 4.0 27060306
eCl@ss 4.1 27060306
eCl@ss 5.0 27061801
eCl@ss 5.1 27061801
eCl@ss 6.0 27061801
eCl@ss 7.0 27061801
eCl@ss 8.0 27062011

ETIM
ETIM 2.0 ECO000830
ETIM 3.0 EC001855
ETIM 4.0 EC001855
ETIM 5.0 EC001578
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Classifications

UNSPSC
UNSPSC 6.01 31251501
UNSPSC 7.0901 31251501
UNSPSC 11 31251501
UNSPSC 12.01 31251501
UNSPSC 13.2 31251501

Approvals

Approvals

Approvals

EAC

Ex Approvals

Approvals submitted

Approval details

| EAC

Drawings

Cable cross section

PUR halogen-free black [PUR]
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Cable ring, black halogen-free PUR, 4-pos.,

shielded, 4 x 0.25 mm?, conductor colors: brown/ 1535794 Eﬁg;gﬁ__]bogéo_
white/blue/black, cable length: 100 m !
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