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Connector in molded plastic on both sides, Length: 2 m

Key Commercial Data

Packing unit 1 STK
L1 0
47046356"830607
Technical data
Conductor length 2m
Nominal current 15A

Connector specifications

Type straight plastic-sheathed
Housing material Zinc die-cast
Thread type M17

Locking type

Screw locking

Degree of protection

IP67, when in locked state

Number of positions

5+PE

Direction of rotation Standard

Type of contact Socket

Insertion/withdrawal cycles 50

Contact resistance <0.3mQ

Max. current 14 A

Voltage 630 V

Overvoltage category Il

Degree of pollution 3

Rated surge voltage 6 kV

Ambient temperature (operation) -40 °C ... 105°C
Cable specifications

Type of cable PSLC11Y-J
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Connector in molded plastic on both sides - K-5E-M17 M9/2,0-C01/M17
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Technical data

Cable specifications

Shielded

yes

Cable structure

4x 1.5 mm? + 2x 0.5 mm?

External cable diameter 8.9 mm

Outer sheath, material PUR

Material wire insulation PP

Nominal voltage, cable 1000 V

Test voltage 4 kV

Smallest bending radius, movable installation 69 mm
Ambient temperature for fixed installation -40°C...80°C
Ambient temperature for flexible installation -25°C...80°C

Connector specifications (second page)

Type straight plastic-sheathed
Housing material Zinc die-cast
Thread type M17

Degree of protection

IP67, when in locked state

Number of positions

5+PE

Direction of rotation

Standard

Type of contact

Male connector

Insertion/withdrawal cycles 50
Contact resistance <0.3mQ
Max. current 14 A
Voltage 630 V
Overvoltage category 1l
Degree of pollution 3
Rated surge voltage 6 kV
Ambient temperature (operation) -40°C ... 105°C
Classifications
eCl@ss
eCl@ss 4.0 27060306
eCl@ss 4.1 27060306
eCl@ss 5.0 27061801
eCl@ss 5.1 27061801
eCl@ss 6.0 27279218
eCl@ss 7.0 27279218
eCl@ss 8.0 27062011

03/03/2016 Page 2/4


https://www.phoenixcontact.com/pi/products/1619319
https://www.phoenixcontact.com/pi/products/1619319
https://www.phoenixcontact.com/pi/products/1619319

https://www.phoenixcontact.com/pi/products/1619319 EPH(ENIX
CONTACT

Connector in molded plastic on both sides - K-5E-M17 M9/2,0-C01/M17
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Classifications

ETIM
ETIM 3.0 EC001121
ETIM 4.0 EC001855
ETIM 5.0 EC001578
UNSPSC
UNSPSC 6.01 26121604
UNSPSC 7.0901 26121604
UNSPSC 11 26121604
UNSPSC 12.01 26121604
UNSPSC 13.2 26121604
Drawings
Schematic diagram Schematic diagram
Socket pin assignment Pin assignment of pin
Dimensional drawing Dimensional drawing
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Circuit diagram
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Contact assignment of M17 plugs/sockets, cable type C01
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.
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