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ECPH(ENIX

NPT adapter, IP68, up to 5 bar, incl. O-ring seal, M20 to 1/2"

Key Commercial Data

Packing unit 25 STK

UMMM
4%017918"822705

Technical data
Dimensions

Length 25 mm

Length without connecting thread 18.5 mm

Connecting thread diameter 20 mm

Wrench size, union nut 24 mm

Hexagon angular dimension GRP 24 mm

Length of the connecting thread 6.5 mm

Ambient conditions

Degree of protection

IP68 (Depends on the screw connection used)

Ambient temperature (operation)

-20°C..80°C

General

Material

Nickel-plated brass

Cable gland material

Nickel-plated brass

O-ring material NBR
Thread type on connection side M20
Thread type on seal side 1/2-inch NPT
Color silver
Classifications
eCl@ss
| eCl@ss 4.0 27141209
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Classifications

ECPH(ENIX

eCl@ss
eCl@ss 4.1 27141209
eCl@ss 5.0 27149109
eCl@ss 5.1 27149109
eCl@ss 6.0 27149109
eCl@ss 7.0 27149109
eCl@ss 8.0 27439207
ETIM
ETIM 2.0 EC000441
ETIM 3.0 EC000441
ETIM 4.0 EC000441
ETIM 5.0 EC000938
UNSPSC
UNSPSC 6.01 31261502
UNSPSC 7.0901 31261502
UNSPSC 11 31261502
UNSPSC 12.01 31261502
UNSPSC 13.2 31261502

Approvals

Approvals

Approvals

EAC

Ex Approvals

Approvals submitted

Approval details

EAC

Drawings
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.
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