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ﬂ HEAVYCON plug housing, B6 series, 6-pos., 2 spring-cage connections per contact

Key Commercial Data

Packing unit

1S8TK

GTIN

i

47017918"924140

Technical data

General
Note For housing HC-B6
Connection method Spring-cage connection
Degree of pollution 3
Overvoltage category Il
Number of positions 6+PE
Insertion/withdrawal cycles > 500
Size B6
Conductor cross section 0.14 mm? ... 2.5 mm?
Connection cross section AWG 26...14

Stripping length of the individual wire

10 mm £1 mm

Assembly instructions

For housing h > 72 mm. Connectors may be operated only when there is
no load/voltage.

Ambient conditions

Ambient temperature (operation)

-40 °C ... 125 °C (including heating up of contacts)

Material data

Flammability rating according to UL 94 VO

Contact material Copper alloy
Contact surface material Ag

Contact carrier material PC
Electrical characteristics

Rated voltage (111/3) 500 V
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Technical data

Electrical characteristics

Rated surge voltage 6 kV
Rated current 16 A

Standards and Regulations

Connection in acc. with standard CUL

Flammability rating according to UL 94 VO

Classifications

eCl@ss
eCl@ss 4.0 27140816
eCl@ss 4.1 27140816
eCl@ss 5.0 27143424
eCl@ss 5.1 27143424
eCl@ss 6.0 27143424
eCl@ss 7.0 27440209
eCl@ss 8.0 27440205
eCl@ss 9.0 27440205

ETIM
ETIM 2.0 EC000438
ETIM 3.0 EC000438
ETIM 4.0 EC000438
ETIM 5.0 EC000438

UNSPSC
UNSPSC 6.01 30211923
UNSPSC 7.0901 39121522
UNSPSC 11 39121522
UNSPSC 12.01 39121522
UNSPSC 13.2 39121522

Approvals

Approvals

Approvals

UL Recognized / cUL Recognized / EAC / cULus Recognized

Ex Approvals
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Approvals

Approvals submitted

Approval details

UL Recognized ﬁ

cUL Recognized cﬂ

Nominal voltage UN 600 V

EAC

cULus Recognized e“us

Drawings

Dimensional Schematic diagram
drawing

Male
contact
insert

Connector pin assignment, connection side
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The illustration shows the derating diagram of various series B contact  The illustration shows the derating diagram of various series B contact
inserts (B6 to B24), conductor cross section 1.5 mm? inserts (B6 to B24), conductor cross section 2.5 mm?
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Dimensional drawing
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Panel cutout
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.
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