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D-SUB connector set - VS-09-SET-STD - 1689145
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D-SUB connector set, shell size 1, IP67 degree of protection

Key Commercial Data

Packing unit 1 STK

AN 001 O
47%017918%"878009

Technical data

Mechanical characteristics

Number of positions 9

Shielded No

External cable diameter

3mm...9 mm

Cable exit Angled

Color gray
Ambient conditions

Ambient temperature (operation) -40°C..80°C
Material data

Flammability rating according to UL 94 VO

Housing material PA

Sealing material

Flat gasket: NBR; profile gasket: EPDM

Seal material

Flat gasket: NBR; profile gasket: EPDM

Cable seal material

CR/NBR

Electrical characteristics

Number of positions 9
Degree of pollution

Standards and Regulations
Flammability rating according to UL 94 VO
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Classifications

eCl@ss
eCl@ss 4.0 27140816
eCl@ss 4.1 27260701
eCl@ss 5.0 27260701
eCl@ss 5.1 27260701
eCl@ss 6.0 27261203
eCl@ss 7.0 27440202
eCl@ss 8.0 27440302
ETIM
ETIM 2.0 EC000437
ETIM 3.0 EC000437
ETIM 4.0 EC001132
ETIM 5.0 EC001132
UNSPSC
UNSPSC 6.01 31261501
UNSPSC 7.0901 31261501
UNSPSC 11 31261501
UNSPSC 12.01 31261501
UNSPSC 13.2 31261501

Approvals

Approvals

Approvals

EAC/EAC

Ex Approvals

Approvals submitted

Approval details

| EAC |

| EAC |

Drawings

03/02/2016 Page2/3


https://www.phoenixcontact.com/pi/products/1689145
https://www.phoenixcontact.com/pi/products/1689145

https://www.phoenixcontact.com/pi/products/1689145 m PHEN'X
CONTACT

D-SUB connector set - VS-09-SET-STD - 1689145

Dimensional drawing Dimensional drawing

@ 40,4 +

< 16,6
12,75

I —
9 ©
Yl e 03,2
S e \Q‘ 1‘3‘
T ° 31 o
— 38 || e of] | @
) SN
N 25
44,6
2 d
45,6 24
60 | D-SUB panel mounting frame

D-SUB sleeve housings

Dimensional drawing
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Panel cutout
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.
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D-SUB connector set, shell size 1, IP67 degree of VS-09-SET- _
protection 1689145 STD Buy on EAN
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