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The illustration shows the 10-
position version

PCB terminal block, Nominal current: 24 A, Nom. voltage: 400 V, Pitch: 5 mm, Number of positions: 16,
Connection method: Front screw connection, Mounting: Wave soldering, Conductor/PCB connection direction:
90 °, Color: green

Why buy this product

m Voltage can be increased by using pitch spacers
m Two solder pins for a high level of stability on the PCB

m Forflush installation on the front of devices

Key Commercial Data

Packing unit 10 STK
AN N
470463567495264
Technical data
Dimensions
Length 18.5 mm
Pitch 5.00 mm
Dimension a 75 mm
Constructional height 20 mm
Height 31 mm
Length of the solder pin 3.5mm
Pin dimensions 0,8 x 0,8 mm
Pin spacing 5 mm
Hole diameter 1.2mm
General
Range of articles FRONT 2,5-V/SA 5
Rated surge voltage (l11/3) 4 kV
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Technical data

PHCENIX
CONTACT

General
Rated surge voltage (l11/2) 4 kV
Rated surge voltage (11/2) 4 kV
Rated voltage (l11/3) 250V
Rated voltage (l11/2) 400V
Rated voltage (11/2) 630V
Connection in acc. with standard EN-VDE
Nominal current Iy 24 A
Nominal cross section 2.5 mm?
Solder pin surface Sn
Internal cylindrical gage A3
Stripping length 9 mm
Number of positions 16
Screw thread M2,5
Tightening torque, min 0.4 Nm
Tightening torque max 0.5Nm

Connection data
Conductor cross section AWG min. 24
Conductor cross section AWG max. 14
2 conductors with same cross section, solid min. 0.2 mm?
2 conductors with same cross section, solid max. 0.75 mm?
2 conductors with same cross section, stranded min. 0.2 mm?
2 conductors with same cross section, stranded max. 0.75 mm?
2 conduct_ors with same cross section, stranded, ferrules without plastic 0.25 mm?2
sleeve, min.
2 conductors with same cross section, stranded, ferrules without plastic 0.34 mm?
sleeve, max.

Standards and Regulations
Connection in acc. with standard EN-VDE

CUL

Classifications

eCl@ss
eCl@ss 4.0 27141111
eCl@ss 4.1 27141109
eCl@ss 5.0 27141190
eCl@ss 5.1 27141190
eCl@ss 6.0 27261101
eCl@ss 7.0 27440401
eCl@ss 8.0 27440401
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Classifications

ECPH(ENIX

eCl@ss

| eCl@ss 9.0 27440401
ETIM
ETIM 3.0 EC001121
ETIM 4.0 EC002643
ETIM 5.0 EC002643

UNSPSC
UNSPSC 6.01 30211801
UNSPSC 7.0901 39121432
UNSPSC 11 39121432
UNSPSC 12.01 39121432
UNSPSC 13.2 39121432

Approvals

Approvals

Approvals

UL Recognized / cUL Recognized / cULus Recognized

Ex Approvals

Approvals submitted

Approval details

UL Recognized ﬁ

B C D
mmzAWG/kcmil 30-12 30-12 30-12
Nominal current IN 10 A 17 A 10 A
Nominal voltage UN 250V 300V 300V
cUL Recognized cﬁ

B C D
mmAWG/kcmil 30-12 30-12 30-12
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Approvals
B C D
Nominal current IN 10 A 17 A 10A
Nominal voltage UN 250V 300V 300V

cULus Recognized e“us
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

PCB terminal block, Nominal current: 24 A, Nom. voltage:

400 V, Pitch: 5 mm, Number gf p05|t|on§: 16, Connection FRONT 2,5-V/

method: Front screw connection, Mounting: Wave 1700607 SA 5/16 Buy on EAN
soldering, Conductor/PCB connection direction: 90 °,

Color: green
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