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Crimp contact - PV-FT-CCF-6-R1000 - 1704931

Please be informed that the data shown in this PDF Document is generated from our Online Catalog. Please find the complete data in the user's

documentation. Our General Terms of Use for Downloads are valid

(http://phoenixcontact.com/download)

Photovoltaic connector, Nom. voltage: 1500 V, Connection type: Crimp

Key Commercial Data

Packing unit 1000 STK

Minimum order quantity 1000 STK

LA 0
47046356"746199

Technical data

Ambient conditions

Degree of protection (when plugged in)

IP66 / IP68 (2 m / 24 h)

Degree of protection (not plugged in) IP20

Ambient temperature (operation) -40°C...85°C
Ambient temperature (assembly) -25°C...50°C
General

Design Socket
Insertion force 45N 10N
Rated voltage 1500 V

Rated current (6.0 mm?) 40 A
Material

Contact material Cu

Contact surface material Ag
Flammability rating according to UL 94 VO
Connection data

Connection method Crimp
Connection capacity 6 mm?

Contact resistance with connected conductor 0.45 mQ
Standards and Regulations

Flammability rating according to UL 94 VO
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Classifications

eCl@ss

eCl@ss 4.0 27060306
eCl@ss 4.1 27060306
eCl@ss 5.0 27061801
eCl@ss 5.1 21089113
eCl@ss 6.0 21089113
eCl@ss 7.0 21089113
eCl@ss 8.0 27440204
eCl@ss 9.0 27440204
ETIM

ETIM 3.0 EC000104
ETIM 4.0 EC000104
ETIM 5.0 EC000796
UNSPSC

UNSPSC 6.01 31251501
UNSPSC 7.0901 31251501
UNSPSC 11 31251501
UNSPSC 12.01 31251501
UNSPSC 13.2 31251501
Drawings

Dimensional drawing
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Photovoltaic connector, Nom. voltage: 1500 V, PV-FT-CCF-6- _
Connection type: Crimp 1704931 k1000 Buy on EAN
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