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Photovoltaic connection element, Nominal current: 15 A, Nom. voltage: 1000 V, Width: 40.4 mm, Connection
type: open cable end, Color: black

Key Commercial Data

Packing unit 25 STK

UL NI
4"%046356"757386

Technical data

Dimensions

Fixed cable length 0.5m

External cable diameter

5.05mm ... 5.35 mm

Ambient conditions

Ambient temperature (operation) -40°C...85°C
Ambient temperature (assembly) 0°C..55°C
General

Pull-out force of cable >= disconnect force >=80N
Rated voltage 1000 V
Nominal cross section 2.5 mm?
Protection class Il
Material

Color black
Insulating material PA

Contact material Cu alloy
Flammability rating according to UL 94 VO

Connection data

Connection method

open cable end

Connection capacity

2.5 mm?

Contact resistance with connected conductor

<=5 mQ (Spring connection)

Cable type

PV1-F cables
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Technical data

Standards and Regulations

| Flammability rating according to UL 94 VO

Classifications

eCl@ss
eCl@ss 4.0 272607xx
eCl@ss 4.1 27260701
eCl@ss 5.0 27260701
eCl@ss 5.1 27260701
eCl@ss 6.0 27260704
eCl@ss 7.0 27440402
eCl@ss 8.0 27440309
ETIM
ETIM 3.0 EC001121
ETIM 4.0 EC002638
ETIM 5.0 EC002638
UNSPSC
UNSPSC 6.01 30211810
UNSPSC 7.0901 39121409
UNSPSC 11 39121409
UNSPSC 12.01 39121409
UNSPSC 13.2 39121409
Drawings

Dimensional drawing
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Photovoltaic connection element, Nominal current: 15 A,

Nom. voltage: 1000 V, Width: 40.4 mm, Connection 1705132 PV-JB 2,5/ 1-L Buy on EAN
50 PXC
type: open cable end, Color: black
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