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Band crimp pin contact for flexible cable with 4mm² cross section.

Why buy this product
■ Simply snap into the VC-AR... panel cutout and you're done!

■ No need for panel mounting flange

■ Simply snap into the VC-AR... panel cutout and you're done!

■ No need for panel mounting frame

■ Crimp contacts are released using a flat-bladed screwdriver

Key Commercial Data
Packing unit 3800 STK

GTIN

Technical data

Electrical characteristics
Rated current 32 A

Maximum load current 32 A

Ambient conditions
Ambient temperature (operation) -40 °C ... 100 °C

Mechanical characteristics
Conductor cross section 4 mm²

Stripping length of the individual wire 8 mm

Conductor cross section AWG max. 12

Insertion/withdrawal cycles >= 25

General
Connection method Crimp connection

Material data
Contact surface material silver-plated
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Classifications

eCl@ss

eCl@ss 4.0 272607xx

eCl@ss 4.1 27260701

eCl@ss 5.0 27260701

eCl@ss 5.1 27260701

eCl@ss 6.0 27260704

eCl@ss 7.0 27440402

eCl@ss 8.0 27440402

eCl@ss 9.0 27440402

ETIM

ETIM 3.0 EC001121

ETIM 4.0 EC002638

ETIM 5.0 EC000796

UNSPSC

UNSPSC 6.01 30211810

UNSPSC 7.0901 39121409

UNSPSC 11 39121409

UNSPSC 12.01 39121409

UNSPSC 13.2 39121409
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Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Band crimp pin contact for flexible cable with 4mm²
cross section.

1761467
IPCC 16- 4-MT
BAND
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