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The illustration shows version VC-
MP-T3-Z

Metal sleeve housing, powder-coating, locking screws with cylindrical head, type 1, cable screw connection

Key Commercial Data

Packing unit 5 STK
RLLLETT
Technical data
Dimensions
| Height 65 mm
Ambient conditions
Degree of protection IP65/1P66/IP67
Ambient temperature (operation) -40°C ... 125°C
General
When using fiber optics, the bending radii of the cable manufacturers
Note
must be observed.
Type VC1
Degree of protection IP65/IP66/IP67
Locking type Screw locking, cylinder head
Tightening torque, mounting screw 1.5 Nm 0.3 Nm
Type of the screw connection 1x Pg16
Pg screw connection none
Cable exit Angled
Number of module slots 2
Housing material Zinc die-cast

Housing surface material

Powder coating

Seal material

EPDM

Ambient temperature (operation)

-40°C...125°C
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Classifications

eCl@ss
eCl@ss 4.0 27140816
eCl@ss 4.1 27140816
eCl@ss 5.0 27371205
eCl@ss 5.1 27371205
eCl@ss 6.0 27371205
eCl@ss 7.0 27371205
eCl@ss 8.0 27440202
eCl@ss 9.0 27440202
ETIM
ETIM 2.0 EC000437
ETIM 3.0 EC000437
ETIM 4.0 EC000437
ETIM 5.0 EC000437
UNSPSC
UNSPSC 6.01 31261502
UNSPSC 7.0901 31261502
UNSPSC 11 31261502
UNSPSC 12.01 31261502
UNSPSC 13.2 31261502
Drawings
Dimensional drawing Dimensional drawing
66 33

2,6

oD & e

| 96,5
|
— -—

68

11

Dimensional drawing

e \
Rk i % @

38

| 06,5

03/03/2016 Page2/3



https://www.phoenixcontact.com/pi/products/1884898
https://www.phoenixcontact.com/pi/products/1884898

https://www.phoenixcontact.com/pi/products/1884898

Phoenix Contact 2016 © - all rights reserved
http://www.phoenixcontact.com

PHOENIX CONTACT GmbH & Co. KG
Flachsmarktstr. 8

32825 Blomberg

Germany

Tel. +49 5235 300

Fax +49 5235 3 41200
http://www.phoenixcontact.com

chH(ENIX

03/03/2016 Page 3/3


https://www.phoenixcontact.com/pi/products/1884898

' m'c’gﬁﬂ'é Automatizacion Eléctrica

Especialistas en Automatizacion
INSPIRING INNOVATIONS

Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Metal sleeve housing, powder-coating, locking screws with

M o
cylindrical head, type 1, cable screw connection Pgl6 1884898 Z NS
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