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Data cable - IFS-OPEN-END-DATACABLE - 2320450

Please be informed that the data shown in this PDF Document is generated from our Online Catalog. Please find the complete data in the user's
documentation. Our General Terms of Use for Downloads are valid
(http://phoenixcontact.com/download)

Data cable with open cable ends for communication, e.g., between a Phoenix Contact Inline communication
terminal (1B IL RS UNI-PAC, 2700893) and Phoenix Contact devices with the 12-pos. IFS data port, such as
QUINT UPS-IQ or TRIO UPS

Product Description
Data cable for communication between higher level controllers and QUINT UPS-IQ uninterruptible power supply units.

Key Commercial Data

Packing unit 1 STK
UB NN
47046356"746281
Technical data
Dimensions
| Fixed cable length 2m
Ambient conditions
Ambient temperature (operation) -40 °C ... 85 °C (-40 °F ... 185 °F)
Ambient temperature (storage/transport) -40 °C ... 85°C (-40 °F ... 185 °F)
General
Connection 1 Device side
Connection method OPEN-END
Number of positions 6
Note Serial, RS-232
Connection 2 Device side
Connection method IFS data port
Standards and Regulations
Electromagnetic compatibility Conformance with EMC Directive 2004/108/EC
Noise emission EN 61000-6-4
Noise immunity EN 61000-6-2
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Classifications

eCl@ss
eCl@ss 4.0 27040702
eCl@ss 4.1 27040702
eCl@ss 5.0 27242213
eCl@ss 5.1 27061801
eCl@ss 6.0 27061801
eCl@ss 7.0 27049005
eCl@ss 8.0 27379212

ETIM
ETIM 3.0 EC001039
ETIM 4.0 EC000830
ETIM 5.0 EC001408

UNSPSC
UNSPSC 6.01 30211502
UNSPSC 7.0901 39121004
UNSPSC 11 39121004
UNSPSC 12.01 39121004
UNSPSC 13.2 39121004

Approvals

Approvals

Approvals

EAC/EAC

Ex Approvals

Approvals submitted

Approval details

| EAC |

| EAC |
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Below is a list of articles with direct links to our shop Electric Automation Network where you

Can see:

* Quote per purchase volume in real time.
¢ Online documentation and datasheets of all products.
¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link
Data cable with open cable ends for communication,

e.g., between a Phoenix Contact Inline communication IFS-OPEN-

terminal (1B IL RS UNI-PAC, 2700893) and Phoenix 2320450 END- Buy on EAN
Contact devices with the 12-pos. IFS data port, such as DATACABLE

QUINT UPS-1Q or TRIO UPS
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