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24 V DC Nanoline base unit. Equipped with 4 digital input and 2 relay output channels. Two inputs may be
configured as analog inputs. Accepts one additional NLC-IOX… expansion unit. Onboard RJ11 connector
provides programming and serial connectivity. Programming is via LOGIC+.

Key Commercial Data
Packing unit 1 STK

GTIN

Technical data

Dimensions
Width 40 mm

Height 103.5 mm

Depth 43 mm

Ambient conditions
Degree of protection IP20

Ambient temperature (operation) -25 °C ... 70 °C

Ambient temperature (storage/transport) -25 °C ... 85 °C

Permissible humidity (operation) 90 %

Interfaces
Interface Operator Panel

Connection method RJ45/COMBICON

Interface RS-232

Connection method Slot 1

Interface USB

Connection method Slot 1

Supply
Power supply connection Screw connection

Supply voltage 24 V DC (Power available to the I/O and Communications modules)

Supply voltage range 19.2 V DC ... 30 V DC

Max. current consumption 81 mA

Typical current consumption 74 mA
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Technical data

Software interfaces
Programming tool LOGIC+

Digital inputs
Input name Digital inputs

Description of the input PNP

Connection method Screw connection

Number of inputs 4

Typical response time 10 µs (Channel 1 and 2)

2 ms (Channel 3 and 4)

Input voltage range "0" signal 0 V DC ... 5 V DC

Input voltage range "1" signal 11 V DC ... 30 V DC

Nominal input current at UIN 1.2 mA (Channel 1 and 2)

Digital outputs
Output name Relay output

Output description Relay output

Connection method Screw connection

Number of outputs 2

Maximum output current per channel 5 A

Maximum output current per module / terminal block 10 A

Maximum output current per module 10 A

General
Mounting type DIN rail mounting

Classifications

eCl@ss

eCl@ss 4.0 27250315

eCl@ss 4.1 27250315

eCl@ss 5.0 27242216

eCl@ss 5.1 27242216

eCl@ss 6.0 27242216

eCl@ss 7.0 27242216

eCl@ss 8.0 27242216

ETIM

ETIM 2.0 EC001417

ETIM 3.0 EC001417

ETIM 4.0 EC001417

ETIM 5.0 EC001417

https://www.phoenixcontact.com/pi/products/2400079
https://www.phoenixcontact.com/pi/products/2400079


https://www.phoenixcontact.com/pi/products/2400079

03/02/2016   Page 3 / 4

Base unit - NLC-040-024D-04I-02QRD-05A - 2400079
Classifications

UNSPSC

UNSPSC 6.01 43172015

UNSPSC 7.0901 43201404

UNSPSC 11 43172015

UNSPSC 12.01 43201404

UNSPSC 13.2 43201404

Approvals

Approvals

Approvals

UL Listed / cUL Listed / cULus Listed

Ex Approvals

Approvals submitted

Approval details

UL Listed 

cUL Listed 

cULus Listed 

Drawings
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Dimensional drawing

nanoLine Controller
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Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

24 V DC Nanoline base unit. Equipped
with 4 digital input and 2 relay output
channels. Two inputs may be
configured as analog inputs. Accepts
one additional NLC-IOX… expansion
unit. Onboard RJ11 connector
provides programming and serial
connectivity. Programming is via
LOGIC+.
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