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Axioline F bus coupler for Ethernet, extreme conditions version (including bus base module and connectors)

The figure shows the standard item

Product Description

The bus coupler represents the link between an Ethernet network (Modbus/TCP)and the Axioline F system.
Up to 63 Axioline F devices can be connected to an existing Ethernet system using the bus coupler.

Why buy this product

Up to 63 additional Axioline devices can be connected
2 Ethernet ports (with integrated switch)

Transmission speed of 10 Mbps and 100 Mbps
Rotary encoding switch

Modbus/TCP (UDP) support

BootP and DHCP

Diagnostic and status indicators

Can be used under extreme ambient conditions
Extended temperature range of -40°C ... +70°C (see “Tested successfully: use under extreme ambient conditions” in the data sheet)
Partially coated PCBs

Firmware can be updated

Typical cycle time of the Axioline F local bus is around 10 ps

Madbus/ TCP (UDP)

Key Commercial Data

Packing unit 1 STK

046356"901239“

GTIN

4 ’

Technical data

Note

EMC: class A product, see manufacturer's declaration in the download
area

Utilization restriction

Dimensions

Width 45 mm
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Technical data

Dimensions
Height 125.9 mm
Depth 74 mm

Note on dimensions

The depth is valid when a TH 35-7.5 DIN rail is used (according to
EN 60715).

Ambient conditions

Ambient temperature (operation)

-25 °C ... 60 °C (Standard; mounting position: wall mounting on
horizontal DIN rail))

-25 °C ... 55 °C (Standard; mounting position: any)

-40 °C ... 70 °C (Extended, see section “Tested successfully: use under
extreme ambient conditions” in the data sheet.)

Ambient temperature (storage/transport)

-40°C..85°C

Permissible humidity (operation)

5% ... 95 % (non-condensing)

Permissible humidity (storage/transport)

5% ... 95 % (non-condensing)

Air pressure (operation)

70 kPa ... 106 kPa (up to 3000 m above sea level)

Air pressure (storage/transport)

70 kPa ... 106 kPa (up to 3000 m above sea level)

Degree of protection

IP20

Connection data

Designation

Axioline F connector

Connection method

Push-in connection

Note on connection method

Please observe the information provided on conductor cross sections in
the “Axioline F: system and installation” user manual.

Conductor cross section solid min. 0.2 mm?
Conductor cross section solid max. 1.5 mm?
Conductor cross section flexible min. 0.2 mm?
Conductor cross section flexible max. 1.5 mm?
Conductor cross section AWG min. 24
Conductor cross section AWG max. 16
Stripping length 8 mm
General
Net weight 177 g
Note on weight specifications with connector and bus base module
Mounting type DIN rail
Interfaces
Fieldbus system Ethernet
Designation Ethernet

Connection method

RJ45 socket

Note on connection method

Auto negotiation and autocrossing

Transmission speed

10/100 MBit/s (Half or full duplex mode (automatic detection, can be
adjusted manually))

Transmission physics

Ethernet in RJ45 twisted pair

Fieldbus system

Lokalbus
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Technical data

Interfaces

Designation

Axioline F local bus

Connection method

Bus base module

Transmission speed

100 MBit/s

Designation

Service

Connection method

Micro USB type B

System limits of the bus coupler

Number of supported devices

max. 63 (per station)

Number of local bus devices that can be connected max. 63
Axioline potentials
Supply of communications power U 24V DC

Current consumption from U,

typ. 105 mA (without I/Os and U, = 24 V)

max. 583 mA (with 2 A at Ug,s for the I1/Os and U_ = 24 V)

Communications power Ug,s

5V DC (via bus base module)

Current supply at Ugs

2A

Standards and Regulations

Conformity with EMC directives

Noise immunity test in accordance with EN 61000-6-2 Electrostatic
discharge (ESD) EN 61000-4-2/IEC 61000-4-2 Criterion B, 6 kV contact
discharge, 8 kV air discharge

Noise immunity test in accordance with EN 61000-6-2 Electromagnetic
fields EN 61000-4-3/IEC 61000-4-3 Criterion A; Field intensity: 10 V/m

Noise immunity test in accordance with EN 61000-6-2 Fast transients
(burst) EN 61000-4-4/IEC 61000-4-4 Criterion B, 2 kV

Noise immunity test in accordance with EN 61000-6-2 Transient
overvoltage (surge) EN 61000-4-5/IEC 61000-4-5 Criterion B, DC supply
lines: £0.5 kV/£0.5 kV (symmetrical/asymmetrical), fieldbus cable shield:
+1 kV

Noise immunity test in accordance with EN 61000-6-2 Conducted
interference EN 61000-4-6/IEC 61000-4-6 Criterion A; Test voltage 10 V

Noise emission test according to EN 61000-6-3 Radio interference
properties EN 55022 Class B

Mechanical tests

Vibration resistance in acc. with EN 60068-2-6/IEC 60068-2-6 5g

Shock in acc. with EN 60068-2-27/IEC 60068-2-27 30g

Continuous shock according to EN 60068-2-27/IEC 60068-2-27 10g

Protection class

I, IEC 61140, EN 61140, VDE 0140-1

Classifications

eCl@ss
eCl@ss 5.1 27242608
eCl@ss 6.0 27242608
eCl@ss 8.0 27242608
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Classifications

ETIM

| ETIM 5.0 EC001604

Approvals

Approvals

Approvals

UL Listed / cUL Listed / GL/BSH /DNV /LR / NK/BV / GL-SW / cULus Listed / GL

Ex Approvals

Approvals submitted

Approval details

UL Listed @

cUL Listed *@

Lot |

| BSH |

| DNV |

1= |

[N |

[ev |

| GL-SW |
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cULus Listed ‘@"'

GL

Drawings
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.
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AX|0!|ne F bus .coupler for Ethernet, extreme conditions 2701949 AXL F BK ETH Buy on EAN
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