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Basic terminal block - UM122-2FLK14/PI-ES/8/IN/S7 - 2835655

Please be informed that the data shown in this PDF Document is generated from our Online Catalog. Please find the complete data in the user's

Analog IN-motherboard for S7-300, to hold PI-C-UI-UI-Al, mounting on NS 32, or NS 35/7.5.

Key Commercial Data

Packing unit 1 STK
UML)
47017918"827281
Technical data
Dimensions
Width 113.4 mm
Height 127.5 mm
Depth 82.6 mm
Ambient conditions
Ambient temperature (operation) -20°C ...60 °C
Ambient temperature (storage/transport) -40°C..75°C

General

Nom. voltage

20vDC..35VDC

Nominal current Iy

60 mA (max. current consumption)

Housing insulation material

Polyamide PA non-reinforced, polycarbonate PC

Flammability rating according to UL 94

VO

Color

green

Conformance

CE-compliant

Connection data

Connection 1

To the control system level

Connection method

Flat-ribbon cable connectors, FLK16 pin strip

Conductor cross section flexible min.

0.2 mm?
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Technical data

Connection data

Conductor cross section flexible max. 2.5 mm?
Conductor cross section solid min. 0.2 mm?
Conductor cross section solid max. 4 mm?
Conductor cross section AWG min. 24
Conductor cross section AWG max. 12

Connection 2

To the field level

Connection method

Screw connection

Conductor cross section flexible min. 0.2 m?
Conductor cross section flexible max. 2.5 mm?
Conductor cross section solid min. 0.2 m?
Conductor cross section solid max. 4 mm?
Conductor cross section AWG min. 24
Conductor cross section AWG max. 12
Screw thread M3
Stripping length 8 mm
Tightening torque, min 0.5Nm
Tightening torque max 0.6 Nm
Standards and Regulations
Flammability rating according to UL 94 VO
Conformance CE-compliant
Classifications
eCl@ss
eCl@ss 4.0 27141127
eCl@ss 4.1 27141127
eCl@ss 5.0 27371603
eCl@ss 5.1 27371603
eCl@ss 6.0 27371603
eCl@ss 7.0 27371603
eCl@ss 8.0 27371603
ETIM
ETIM 2.0 EC000764
ETIM 3.0 EC001456
ETIM 4.0 EC001456
ETIM 5.0 EC001456
UNSPSC
UNSPSC 6.01 30211811
UNSPSC 7.0901 39121410
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Classifications

UNSPSC

UNSPSC 11 39121410
UNSPSC 12.01 39121410
UNSPSC 13.2 39121410

Approvals

Approvals

Approvals

EAC

Ex Approvals

Approvals submitted

Approval details

EAC

Drawings

Dimensional drawing

127,5

150
147,5
142,5
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Dimensional drawing

113,4
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.
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Analog IN-motherboard for S7-300, to hold PI-C- UM122-2FLK14/PI- _
UI-UI-Al, mounting on NS 32, or NS 35/7.5. 2835655 Eg/8/iN/S7 Buy on EAN



http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/phoenixcontact/analog-phoenix-contact-um122-2flk14-pi-es-8-in-s7-283565
http://www.electricautomationnetwork.com/en/phoenixcontact/analog-phoenix-contact-um122-2flk14-pi-es-8-in-s7-283565

