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Type 2 surge protection plug - VAL-CP-175-ST - 2859628
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Replacement plug for VAL-CP surge arrester with high-capacity varistor free of leakage current.

Key Commercial Data
Packing unit 10 STK

GTIN

Technical data

Dimensions
Height 46.4 mm

Width 11.7 mm

Depth 56.4 mm

Horizontal pitch 0.6 Div.

Ambient conditions
Degree of protection IP20

Ambient temperature (operation) -40 °C ... 80 °C

Ambient temperature (storage/transport) -40 °C ... 80 °C

Altitude ≤ 2000 m (amsl (above mean sea level))

Permissible humidity (operation) 5 % ... 95 %

Shock (operation) 30g (half sinus / 11 ms / 3x ±X, ±Y, ±Z)

Vibration (operation) 5g (10 ... 500 Hz / 2.5 h / X, Y, Z)

General
Standards/specifications IEC 61643-11 2011

EN 61643-11 2012

IEC test classification II

T2
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Technical data

General
EN type T2

IEC power supply system TN

TT

SPD design Voltage-limiting type

Mode of protection L-PEN

L-N

Mounting type On base element

Color gray/blue

Housing material PBT-FR

Degree of pollution 2

Flammability rating according to UL 94 V-0

Type DIN rail module, two-section, divisible

Number of positions 1

Surge protection fault message optical

Protective circuit
Nominal voltage UN 120 V AC (TN)

120 V AC (TT)

Nominal frequency fN 50 Hz (60 Hz)

Maximum continuous voltage UC 175 V AC

Nominal discharge current In (8/20) µs 20 kA

Maximum discharge current Imax (8/20) µs 40 kA

Short-circuit current rating ISCCR 25 kA

Voltage protection level Up ≤ 0.85 kV

Residual voltage Ures ≤ 0.85 kV (at In)

≤ 0.75 kV (at 10 kA)

≤ 0.65 kV (at 5 kA)

≤ 0.63 kV (at 4 kA)

≤ 0.57 kV (at 2 kA)

TOV behavior at UT 240 V AC (5 s / withstand mode)

240 V AC (120 min / safe failure mode)

Response time tA ≤ 25 ns

Max. backup fuse with branch wiring 315 A (gG)

Connection data
Connection method VALVETRAB plug-in system

UL specifications
SPD Type 4CA

Maximum continuous operating voltage MCOV (L-N) 175 V AC

Nom. voltage 125 V AC

Mode of protection L-N
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Technical data

UL specifications
Power distribution system 1

Nominal frequency 50/60 Hz

Measured limiting voltage MLV (L-N) 1510 V

Nominal discharge current In (L-N) 20 kA

Classifications

eCl@ss

eCl@ss 4.0 27140201

eCl@ss 4.1 27130801

eCl@ss 5.0 27130801

eCl@ss 5.1 27130801

eCl@ss 6.0 27130805

eCl@ss 7.0 27130805

eCl@ss 8.0 27130805

eCl@ss 9.0 27130805

ETIM

ETIM 2.0 EC000941

ETIM 3.0 EC000941

ETIM 4.0 EC000941

ETIM 5.0 EC000941

UNSPSC

UNSPSC 6.01 30212010

UNSPSC 7.0901 39121610

UNSPSC 11 39121610

UNSPSC 12.01 39121610

UNSPSC 13.2 39121620

Approvals

Approvals

Approvals

UL Recognized / KEMA-KEUR / cUL Recognized / GL / IECEE CB Scheme / CCA / EAC / cULus Recognized

Ex Approvals
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Approvals

Approvals submitted

Approval details

UL Recognized 

KEMA-KEUR 

cUL Recognized 

GL 

IECEE CB Scheme 

CCA 

EAC 

cULus Recognized 

Drawings

Dimensional drawing
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Circuit diagram
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Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Replacement plug for VAL-CP surge arrester with high-
capacity varistor free of leakage current.

2859628
VAL-CP-175-
ST
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