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Digital extension module with 8 digital inputs
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Key Commercial Data

Packing unit 1 STK
ISR 0
47017918"929640
Technical data
Dimensions
Width 22.5mm
Height 99 mm
Depth 114.5 mm
Ambient conditions
Ambient temperature (operation) -20°C...65°C
Ambient temperature (storage/transport) -40°C...85°C
Degree of protection IP20
Digital input
Input voltage range 5V AC/DC ... 30 V AC/DC
Switching threshold "0" signal, voltage max. 1.5V DC
Switching threshold "1" signal voltage min. 5V DC

Supply

Supply voltage range

9V DC ... 30 V DC (via bus foot)

Typical current consumption

25 mA

Max. current consumption

30 mA

General

03/03/2016 Page 1/3


https://www.phoenixcontact.com/pi/products/2867144
https://www.phoenixcontact.com/pi/products/2867144

https://www.phoenixcontact.com/pi/products/2867144

PHCENIX
CONTACT

Extension module - RAD-IN-8D - 2867144

Technical data

General

Mounting position

any

Assembly instructions

on standard DIN rail NS 35 in accordance with EN 60715

Housing material

Polyamide PA non-reinforced

Conformance

CE-compliant

IECEX

ExnLIIC

UL, USA/ Canada

Class I, Div. 2, Groups A, B, C, D

Connection data

Conductor cross section solid min. 0.2 mm?
Conductor cross section solid max. 4 mm?
Conductor cross section flexible min. 0.2 mm?
Conductor cross section flexible max. 2.5 mm?
Conductor cross section AWG min. 24
Conductor cross section AWG max. 14

Connection method

Screw connection

Stripping length 8 mm
Screw thread M3
Standards and Regulations
Conformance CE-compliant
ATEX #113 GEExnLIIC
IECEX ExnLIIC

UL, USA/ Canada

Class I, Div. 2, Groups A, B, C, D

Classifications

eCl@ss
eCl@ss 4.0 27250312
eCl@ss 4.1 27250312
eCl@ss 5.0 27242208
eCl@ss 5.1 27242208
eCl@ss 6.0 27242208
eCl@ss 7.0 27242208
eCl@ss 8.0 27242604
eCl@ss 9.0 27242604

ETIM
ETIM 2.0 ECO000310
ETIM 3.0 ECO000310
ETIM 4.0 ECO000310
ETIM 5.0 EC001599
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Classifications

EEHIENIX

UNSPSC

UNSPSC 6.01 30211506
UNSPSC 7.0901 43223108
UNSPSC 11 39121008
UNSPSC 12.01 43223108
UNSPSC 13.2 43223108
Drawings

Block diagram
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.
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