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Omnidirectional antenna, 2.4 GHz, 2 dBi, linear vertical, 1.5 m cable, MCX (male), IP65, 50 Q impedance

Why buy this product

m For mobile or point-to-multipoint applications with a small range

Key Commercial Data

Packing unit 1 STK
TR
7918 2761

Technical data

Dimensions

Width 7.8 mm

Height 82.5 mm

Fixed cable length 1.50 m
Ambient conditions

Degree of protection IP65

Ambient temperature (operation) -20°C...65°C
Ambient temperature (storage/transport) -30°C..75°C
General

With connecting cable yes

Frequency range 2.4 GHz

2.4 GHz

Horizontal beamwidth 360 °

Vertical beamwidth 75°

Impedance 50 Q

Gain 2 dBi
Connection method MCX (male)

Fixed cable length 1.50 m

Material

Polyurethane (Antenna housing)
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Technical data

chH(ENIX

General

| Polycarbonate PC (Antenna foot)
Classifications

eCl@ss
eCl@ss 4.0 27250312
eCl@ss 4.1 27250312
eCl@ss 5.0 19070102
eCl@ss 5.1 19070102
eCl@ss 6.0 19070102
eCl@ss 7.0 19070102
eCl@ss 8.0 19070105
eCl@ss 9.0 19070105
ETIM
ETIM 2.0 EC000416
ETIM 3.0 EC001698
ETIM 4.0 EC001698
ETIM 5.0 EC001698

UNSPSC
UNSPSC 6.01 43171611
UNSPSC 7.0901 43221706
UNSPSC 11 43171611
UNSPSC 12.01 43221706
UNSPSC 13.2 43221706
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PHOENIX CONTACT GmbH & Co. KG
Flachsmarktstr. 8

32825 Blomberg

Germany

Tel. +49 5235 300

Fax +49 5235 3 41200
http://www.phoenixcontact.com

03/03/2016 Page 2/2


https://www.phoenixcontact.com/pi/products/2867461
https://www.phoenixcontact.com/pi/products/2867461

' m'c’gﬁﬂ'é Automatizacion Eléctrica

Especialistas en Automatizacion
INSPIRING INNOVATIONS

Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link
Omnidirectional antenna, 2.4 GHz, 2 dBi, linear

) ! ! . RAD-ISM-2400-
vertical, 1.5 m cable, MCX (male), IP65, 50 Q 2867461 ANT-OMNI-2-1 Buy on EAN

impedance
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