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Wiring bridge set, consisting of three flexible bridges 15 cm black, 1 bridge 27 cm blue.

Why buy this product
■ Plugs can be checked with CHECKMASTER

■ With or without floating remote indication contact

■ High continuous voltage of 350 V AC for 230/400 V AC networks with high voltage fluctuations

■ Disconnect device on each individual plug

■ Mechanical coding of all slots

■ Optical, mechanical status indication for the individual arresters

■ Type 2 consistent plug-in surge arresters

■ Modular arrester blocks with ultra-narrow design

■ Use of varistors that are free of leakage current

Key Commercial Data
Packing unit 1 STK

GTIN

Technical data

Dimensions
Height 150 mm

General
Standards/regulations DIN VDE 0281-3

Standards/specifications DIN VDE 0281-3

Nominal voltage UN 500 V

Nominal current IN 63 A (30 °C)

Number of positions 4

Color 3x black/1x blue

Cable/line name Wiring bridges one-wire (4th set)

Protective circuit
Short-circuit resistance IP with max. backup fuse (effective) ≤ 25 kA (In the case of 63 A backup fuse)
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Standards and Regulations
Standards/regulations DIN VDE 0281-3

Classifications

eCl@ss

eCl@ss 4.0 27140299

eCl@ss 4.1 27140299

eCl@ss 5.0 27140202

eCl@ss 5.1 27140202

eCl@ss 6.0 27141140

eCl@ss 7.0 27141140

eCl@ss 8.0 27371306

ETIM

ETIM 2.0 EC000489

ETIM 3.0 EC000489

ETIM 4.0 EC000489

ETIM 5.0 EC000215

UNSPSC

UNSPSC 6.01 30212010

UNSPSC 7.0901 39121610

UNSPSC 11 39121610

UNSPSC 12.01 39121610

UNSPSC 13.2 39121620

Approvals

Approvals

Approvals

EAC

Ex Approvals

Approvals submitted

Approval details
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Approvals

EAC 
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Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Wiring bridge set, consisting of three flexible bridges
15 cm black, 1 bridge 27 cm blue.

2880684
MPB SET VAL-
CP-3S
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