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Patch panel, narrow design width, extended temperature range, two RJ45 sockets, 1:1 assignment, consistent
shield, CAT5e, 10/100 Mbps, DIN rail mounting, IP20

Why buy this product

CATb5e

Mounting on a DIN rail

10/100 Mbps

Easy and convenient extension for RJ45 cable

1:1 connection

Extended temperature range of -40°C...85°C

ﬂ "T Deinbuted
Ethernet i%_g'%%_ #icdbus it

Key Commercial Data

Packing unit 10 STK
U I
47046356"900836

Technical data

Dimensions

Width 22.5mm

Height 78 mm

Depth 44 mm
Ambient conditions

Ambient temperature (operation) -40°C...85°C

Ambient temperature (storage/transport) -40°C ...85°C

Permissible humidity (operation)

25 % ... 95 % (non-condensing)

Degree of protection

IP20

General
Net weight 41749
Housing material PA 6.6-FR
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Technical data

General

| Color

green

Serial interface

Interface 1

Ethernet interface, 10/100/1000Base-T(X) according to IEEE 802.3u

Connection method

RJ45 CATS

Transmission length

100 m (including patch cables)

Pin assignment

1:1

Serial transmission speed

10/100 Mbps

Interface 2

Ethernet interface, 10/100/1000Base-T(X) according to IEEE 802.3u

Connection method

RJ45 CATS

Classifications

eCl@ss

eCl@ss 4.0 27250591
eCl@ss 4.1 27240409
eCl@ss 5.0 27259207
eCl@ss 5.1 27230207
eCl@ss 6.0 27230207
eCl@ss 7.0 27230207
eCl@ss 8.0 19170112
ETIM

ETIM 3.0 EC000313
ETIM 4.0 EC001128
ETIM 5.0 EC001128
UNSPSC

UNSPSC 6.01 30211506
UNSPSC 7.0901 39121008
UNSPSC 11 39121008
UNSPSC 12.01 39121008
UNSPSC 13.2 39121008
Drawings
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Block diagram Dimensional drawing
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Patch panel, narrow design width, extended temperature

range, two RJ45 sockets, 1:1 assignment, consistent 2904933 E{IJ-L_]EI?_BRMS/ Buy on EAN
shield, CAT5e, 10/100 Mbps, DIN rail mounting, P20
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