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Motor attenuation module, for star-connected three-phase motors. Power range 4 kW

“Z H

Key Commercial Data

Packing unit

10 STK

GTIN

4”017918"083229“

Technical data

Dimensions
Width 17.5 mm
Height 75 mm
Depth 100 mm
Ambient conditions
Ambient temperature (operation) -20°C..70°C
Ambient temperature (storage/transport) -20°C..70°C

General

Nominal voltage (Phase voltage)

500 V AC (phase conductor/phase conductor)

Nominal motor power

4 kW

Type of circuit Star circuit
Resistor in RC combination 220 Q
Capacitor in RC combination 0.22 pyF
Nominal frequency fy 50 Hz (60 Hz)
Power dissipation 0.5W
Mounting position any

Assembly instructions

In rows with zero spacing

Connection data
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Technical data

Connection data

PHCENIX
CONTACT

Conductor cross section solid min. 0.2 mm?
Conductor cross section solid max. 2.5 mm?
Conductor cross section flexible min. 0.2 mm?
Conductor cross section flexible max. 2.5 mm?
Conductor cross section AWG min. 24
Conductor cross section AWG max. 12
Stripping length 8 mm
Screw thread M3

Connection method

Screw connection

Standards and Regulations

Low Voltage Directive

Conformance with LV directive 2006/95/EC

Conformance

CE-compliant

Classifications

eCl@ss
eCl@ss 4.0 27210121
eCl@ss 4.1 27210121
eCl@ss 5.0 27210121
eCl@ss 5.1 27210121
eCl@ss 6.0 27210121
eCl@ss 7.0 27210121
eCl@ss 8.0 27420290
ETIM
ETIM 2.0 EC001485
ETIM 3.0 EC001485
ETIM 4.0 EC001485
ETIM 5.0 EC002564

UNSPSC
UNSPSC 6.01 30211506
UNSPSC 7.0901 39121008
UNSPSC 11 39121008
UNSPSC 12.01 39121008
UNSPSC 13.2 39121008

Approvals

Approvals
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Approvals

Approvals

EAC/EAC

EEBIIENIX

Ex Approvals

Approvals submitted

Approval details

| EAC

| EAC

Drawings

Circuit diagram

Phoenix Contact 2016 © - all rights reserved
http://www.phoenixcontact.com

PHOENIX CONTACT GmbH & Co. KG
Flachsmarktstr. 8

32825 Blomberg

Germany

Tel. +49 5235 300

Fax +49 5235 3 41200
http://www.phoenixcontact.com

03/03/2016 Page 3/3


https://www.phoenixcontact.com/pi/products/2948270
https://www.phoenixcontact.com/pi/products/2948270

' m'c’gﬁﬂ'é Automatizacion Eléctrica

Especialistas en Automatizacion
INSPIRING INNOVATIONS

Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Motor attenuation module, for star-connected EMG 17- _
three-phase motors. Power range 4 kW 2948270 RC/0,22MYF/220R/S NS
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