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The illustration shows version EMG
22-LED 7S/ 5

Indicator module, with 7 red LEDs and common return line, input voltage 24 V DC

Key Commercial Data

Packing unit 10 STK
RLLLIRL T
01791
Technical data
Dimensions
Width 22.5 mm
Height 75 mm
Depth 47.5 mm
Ambient conditions
Ambient temperature (operation) -20°C ...45°C
Ambient temperature (storage/transport) -40°C...60°C
General
Input voltage 24V DC
Current required per light indicator approx. 3 mA
Status display 7 LEDs
Mounting position any

Assembly instructions

In rows with zero spacing

Connection data

Conductor cross section solid min. 0.2 mm?
Conductor cross section solid max. 4 mm?
Conductor cross section flexible min. 0.2 mm?
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Technical data

Connection data

chH(ENIX

Conductor cross section flexible max. 2.5 mm?
Conductor cross section AWG min. 24
Conductor cross section AWG max. 12
Stripping length 8 mm
Screw thread M3

Connection method

Screw connection

Classifications

eCl@ss
eCl@ss 4.0 27210301
eCl@ss 4.1 27210301
eCl@ss 5.0 27210301
eCl@ss 5.1 27210301
eCl@ss 6.0 27210301
eCl@ss 7.0 27210301
eCl@ss 8.0 27399210
ETIM
ETIM 2.0 EC001432
ETIM 3.0 EC001597
ETIM 4.0 EC001597
ETIM 5.0 EC001767
UNSPSC
UNSPSC 6.01 30211506
UNSPSC 7.0901 39121008
UNSPSC 11 39121008
UNSPSC 12.01 39121008
UNSPSC 13.2 39121008

Approvals

Approvals

Approvals

EAC

Ex Approvals
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Approvals

Approvals submitted

ECPH(ENIX

Approval details

| EAC

Drawings

Circuit diagram
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.
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