@ [eontac ¢

INSPIRING INNOVATIONS

. Automatizacion Eléctrica

Especialistas en Automatizacion

At the end of this document you will find links to products related to this catalog. You can go directly to our shop by
clicking HERE. HERE


http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/

https://www.phoenixcontact.com/pi/products/2954882

Diode block - EMG 45-DIO 8M-1N5408 - 2954882

Please be informed that the data shown in this PDF Document is generated from our Online Catalog. Please find the complete data in the user's

documentation. Our General Terms of Use for Downloads are valid

(http://phoenixcontact.com/download)

EEHIENIX

The illustration shows version EMG
45-DIO 8E

Diode module, with eight diodes, common anode, diode type 1N 5408

Why buy this product

m Electrical decoupling of messages in fault reporting systems

m Spark-suppression diodes for limiting surge voltages of inductive loads

7 H

Key Commercial Data

Packing unit 5 STK
N N
47017918"085162
Technical data
Dimensions
Width 45 mm
Height 75 mm
Depth 55 mm
Ambient conditions
Ambient temperature (operation) -20°C...50°C
Ambient temperature (storage/transport) -40°C .. 70 °C
General
Diode type 1 N 5408
Max. operating voltage 250 VAC
Peak reverse voltage per diode 1000 V
Reverse current per diode 10 A
Conducting state voltage per diode approx. 0.8 V

Conducting state current per diode

1.5 A (with single load)
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Technical data

General

PHCENIX
CONTACT

0.3 A (with simultaneous loads)

Overvoltage category

Ill, basic insulation (as per EN 50178)

Mounting position

any

Assembly instructions

In rows with zero spacing

Connection data

Conductor cross section solid min. 0.2 mm?
Conductor cross section solid max. 4 mm?
Conductor cross section flexible min. 0.2 mm?
Conductor cross section flexible max. 2.5 mm?
Conductor cross section AWG min. 24
Conductor cross section AWG max. 12
Stripping length 8 mm
Screw thread M3

Connection method

Screw connection

Standards and Regulations

Low Voltage Directive

Conformance with LV directive 2006/95/EC

Conformance CE-compliant
Classifications
eCl@ss
eCl@ss 4.0 27250312
eCl@ss 4.1 27260801
eCl@ss 5.0 27260801
eCl@ss 5.1 27260801
eCl@ss 6.0 27242602
eCl@ss 7.0 27242602
eCl@ss 8.0 27371010
ETIM
ETIM 2.0 EC001432
ETIM 3.0 EC001597
ETIM 4.0 EC001597
ETIM 5.0 EC000683
UNSPSC
UNSPSC 6.01 30211506
UNSPSC 7.0901 39121008
UNSPSC 11 39121008
UNSPSC 12.01 39121008
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Classifications

UNSPSC
| UNSPSC 13.2 39121008

Approvals

Approvals

Approvals

EAC

Ex Approvals

Approvals submitted

Approval details

EAC
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Below is a list of articles with direct links to our shop Electric Automation Network where you
can see:

* Quote per purchase volume in real time.

¢ Online documentation and datasheets of all products.

¢ Estimated delivery time enquiry in real time.

 Logistics systems for the shipment of materials almost anywhere in the world.

¢ Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.
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