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Cable adapter for PSR speed monitors (PSR-RSM4 and PSR-MOTIONSTOP), 25/8-pos., cable length: 2.5 m,
for controller: Siemens, Heidenhain

Why buy this product
■ Option to connect to PSR-RSM4 and PSR-MOTIONSTOP safe speed monitors

■ Suitable for connection to the existing motor feedback interface of an electrical drive

■ Controller type:SIEMENS,HEIDENHAIN

■ D-SUB connection, 25-pos.

■ Length of connecting cable to speed monitor: 250 cm

Key Commercial Data
Packing unit 1 STK

GTIN

Technical data

Dimensions
Fixed cable length 2.5 m

Ambient conditions
Ambient temperature (operation) -20 °C ... 60 °C (for fixed installation)

0 °C ... 50 °C (for flexible installation)

Ambient temperature (storage/transport) -20 °C ... 70 °C

General
Connection 1 To the device

Connection method RJ45

D-SUB-25 male/D-SUB-25 female

Number of positions 25

Cable resistance ≤ 260 Ω/km

Conductor material Bare Cu litz wires

Shielding Plastic-coated aluminum foil, tinned copper braided shield

Soldering on D-SUB housing
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Technical data

General
Conductor cross section 0.48 mm² (AWG 26)

Classifications

eCl@ss

eCl@ss 4.0 27371102

eCl@ss 4.1 27371102

eCl@ss 5.0 27371901

eCl@ss 5.1 27371901

eCl@ss 6.0 27371819

eCl@ss 7.0 27371819

eCl@ss 8.0 27149290

ETIM

ETIM 2.0 EC001449

ETIM 3.0 EC001449

ETIM 4.0 EC002608

ETIM 5.0 EC002783

UNSPSC

UNSPSC 6.01 30211901

UNSPSC 7.0901 39121501

UNSPSC 11 39121501

UNSPSC 12.01 39121501

UNSPSC 13.2 39121501

Approvals

Approvals

Approvals

EAC

Ex Approvals

Approvals submitted

Approval details
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Approvals

EAC 
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Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Cable adapter for PSR speed monitors (PSR-
RSM4 and PSR-MOTIONSTOP), 25/8-pos., cable
length: 2.5 m, for controller: Siemens,
Heidenhain

2981583
CABLE-25/8/250/
RSM/SIMO611D
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