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Technical data
Dimensions Width Length Height NS 35/7,5

[mm] 5.2 104 49
Max. electrical data Imax. [A] Umax. [V] max. Ø [mm2] AWG

26 400 0.2 - 4 24 - 12
IEC 60947-7-1

Rated data, lower level IEC UL/CUL CSA IEC/ 
EN 60079-7

Rated voltage [V] 400 300 - -
Nominal current / cross section [A] / [mm²] 24 / 2.5 20 / - - / - - / -
Rated cross section [mm2] 2.5 - - -
Cross section range AWG 24 - 12 26-12 - -
Rated data, upper level IEC UL/CUL CSA IEC/ 

EN 60079-7
Nominal current / cross section [A] / [mm²] 16 / 1.5 15 / - - / - - / -
Connection capacity solid stranded Ferrule

Without / with plastic sleeve
1 conductor [mm2] 0.2 - 4 0.2 - 2.5 0.14 - 2.5 0.14 - 2.5
Two stranded conductors with a TWIN ferrule [mm2] 0.5
General data
Stripping length [mm] 10
Insulating material PA
Inflammability class according to UL 94 V0

Ordering data

Description No. of
pos. Color Type Imax Order No. Pcs. / 

Pkt.

Knife disconnect terminal block, for mounting 
on NS 35...

gray ZFKK 2,5-MT 3025011 50

blue ZFKK 2,5-MT BU 3022221 50

Accessories
Cover, width 2 mm gray D-ZFKK 2,5-MT 3024151 50
Cover, width 2.2 mm gray
Insulation stop sleeve, cross section range:
0.08 - 0.2 mm2 white ISH 2,5/0,2 3002843 50
0.25 - 0.5 mm2 gray ISH 2,5/0,5 3002856 50
0.75 - 1 mm2 black ISH 2,5/1,0 3002869 50
Fixed bridge, for cross connections in the terminal center, screw 
heads with insulation collar

2 silver FBRI  2-5 N 20 A 3000227 10
3 silver FBRI  3-5 N 20 A 3000201 10

10 silver FBRI 10-5 N 20 A 2770642 10
Plug-in bridge

2 red
10 red
20 red

Switching lock, plug-in3) white
Separating disk, for separation of neighboring 
bridges, can be fitted later, no loss of pitch

TS-U3K 2,5 2770066 50

Partition plate, 2 mm width gray ATP-ZFKKB 4 3005772 50
Test plug metal part, 2.3 mm Ø MPS-MT 0201744 10
Insulating sleeve, for MPS metal part red MPS-IH RD 0201676 10
Screwdriver SZF 1-0,6X3,5 1204517 10

Center groove labeling

Center and lateral groove labeling UC-TMF 5, UCT-TMF 5 or ZBF 5
(see Catalog 5)
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Double-level knife disconnect termi-
nal blocks

Notes:
1) The total current of all connected conductors must not exceed 
the max. load current.
2) Lower level
3) Also see page 480.

The space-saving double-level knife dis-
connect terminal blocks are available in var-
ious versions and offer:
– Disconnect knife for one level
– Disconnect knives for both levels, a height 

offset indicates assignment of the discon-
nect knives to a level

– Test connections on both sides of the iso-
lating point for 2.3 mm test plugs

– Function shafts provide scope for poten-
tial distribution

ZDMTK 2,5-TWIN
– If an input signal is to be divided and split 

over two disconnect points, the 
ZDMTK 2,5-TWIN is used

CLIP PROJECT Planning enables the 
quick and convenient planning and configu-
ration of fault-free terminal strips.

Modular terminal blocks - CLIPLINE complete

ST spring-cage connection terminal blocks

2.5 (4) mm², 16 A, double-level knife discon-
nect terminal block

For additional information, visit www.phoenixcontact.net/products

     

Technical data Technical data Technical data
Width Length Height NS 35/7,5 Width Length Height NS 35/7,5 Width Length Height NS 35/7,5
6.2 107 55 6.2 88.5 55 6.2 92.4 55
Imax. [A] Umax. [V] max. Ø [mm2] AWG Imax. [A] Umax. [V] max. Ø [mm2] AWG Imax. [A] Umax. [V] max. Ø [mm2] AWG
16 400 0.2 - 4 24 - 12 161) 400 0.2 - 4 24 - 12 342) 500 0.08 - 6 28 - 10
IEC 60947-7-1 IEC 60947-7-1 IEC 60947-7-1
IEC UL/CUL CSA IEC/ 

EN 60079-7
IEC UL/CUL CSA IEC/ 

EN 60079-7
IEC UL/CUL CSA IEC/ 

EN 60079-7
400 300 - - 400 300 - - 500 600 - -
16 / 1.5 10 / - - / - - / - 16 / 1.5 10 / - - / - - / - 20 / 2.5 16 / - - / - - / -
2.5 - - - 2.5 - - - 4 - - -
24 - 12 26-12 - - 24 - 12 26-12 - - 28 - 10 28-10 - -
IEC UL/CUL CSA IEC/ 

EN 60079-7
IEC UL/CUL CSA IEC/ 

EN 60079-7
IEC UL/CUL CSA IEC/ 

EN 60079-7
16 / 1.5 10 / - - / - - / - 16 / 1.5 10 / - - / - - / - - / - 16 / - - / - - / -
solid stranded Ferrule solid stranded Ferrule solid stranded Ferrule

Without / with plastic sleeve Without / with plastic sleeve Without / with plastic sleeve
0.2 - 4 0.2 - 2.5 0.14 - 2.5 0.14 - 2.5 0.2 - 4 0.2 - 2.5 0.14 - 2.5 0.14 - 2.5 0.08 - 6 0.08 - 4 0.14 - 4 0.14 - 4

0.5 0.5 0.5 - 1

10 10 10
PA PA PA
V0 V0 V0

Ordering data Ordering data Ordering data

Type Order No. Pcs. / 
Pkt. Type Order No. Pcs. / 

Pkt. Type Imax Order No. Pcs. / 
Pkt.

ZDMTK 2,5 3005798 50 ZDMTK 2,5-TWIN 3005808 50 STTBS 4-MT 3035470 50

ZDMTK 2,5 BU 3006784 50 STTBS 4-MT BU 3035522 50

Accessories Accessories Accessories

D-STTBS 4-MT 3035548 50

ISH 2,5/0,2 3002843 50 ISH 2,5/0,2 3002843 50
ISH 2,5/0,5 3002856 50 ISH 2,5/0,5 3002856 50 ISH 4/0,5 3002885 50
ISH 2,5/1,0 3002869 50 ISH 2,5/1,0 3002869 50 ISH 4/1,0 3002898 50

FBS  2-6 28 A 3030336 50
FBS 10-6 28 A 3030271 10
FBS 20-6 28 A 3030365 10
S-MT 3247954 50

ATP-ZFKKB 4 3005772 50 ATP-ZFKKB 4 3005772 50 ATP-STTB 4 3030747 50
MPS-MT 0201744 10 MPS-MT 0201744 10 MPS-MT 0201744 10
MPS-IH RD 0201676 10 MPS-IH RD 0201676 10 MPS-IH RD 0201676 10
SZF 1-0,6X3,5 1204517 10 SZF 1-0,6X3,5 1204517 10 SZF 1-0,6X3,5 1204517 10

UC-TM 6, UCT-TM 6 or ZB 6
(see Catalog 5)

UC-TMF 6, UCT-TMF 6 or ZBF 6
(see Catalog 5)

UC-TMF 6, UCT-TMF 6 or ZBF 6
(see Catalog 5)

UC-TMF 6, UCT-TMF 6 or ZBF 6
(see Catalog 5)
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Modular terminal blocks - CLIPLINE complete

ST spring-cage connection terminal blocks

2.5 (4) mm², 16 A, double-level terminal block 
with one disconnect knife per level

2.5 (4) mm², 16 A, feed-through terminal block, 
3 connections, with two disconnect knives

4 (6) mm², 20 A, double-level knife disconnect 
terminal block



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Fixed bridge, Number of positions: 3, Color: silver 3000201 FBRI 3-5 N Buy on EAN

Fixed bridge, Number of positions: 2, Color: silver 3000227 FBRI 2-5 N Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/phoenixcontact/fixed-bridge-phoenix-contact-fbri-3-5-n-3000201
http://www.electricautomationnetwork.com/en/phoenixcontact/fixed-bridge-phoenix-contact-fbri-3-5-n-3000201
http://www.electricautomationnetwork.com/en/phoenixcontact/fixed-bridge-phoenix-contact-fbri-2-5-n-3000227
http://www.electricautomationnetwork.com/en/phoenixcontact/fixed-bridge-phoenix-contact-fbri-2-5-n-3000227

