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292 PHOENIX CONTACT

Modular terminal blocks - CLIPLINE complete

ST spring-cage connection terminal blocks

MSB and MSBV mini spring-cage terminal blocks

Miniature terminal connection with 
maximum benefits

Thanks to the space-saving design and 
conductor entry from above and from the 
side, MSB 2,5 and MSBV 2,5 mini spring-
cage terminal blocks are ideal for wiring in a 
confined space.

Maximum connection space
Thanks to their maximum connection 

space, miniature spring-cage terminal blocks 
offer a quick means of wiring solid and 
stranded conductors, even for conductors 
of nominal cross section with assembled 
ferrule.

Flexible application
The miniature spring-cage terminal blocks 

are available for DIN rail mounting on 
NS 15 or NS 35 and direct mounting with 
screw flange or engagement pin.

For additional information, visit www.phoenixcontact.net/products

  

Technical data Technical data
Dimensions Width Length Height NS 35/7,5 Width Length Height NS 35/7,5

[mm] 5.2 67.5 42.5 5.2 85 42.5
Dimensions Width Length Height NS 15 Width Length Height NS 15

[mm] 5.2 67.5 42 5.2 85 42
Max. electrical data Imax. [A] Umax. [V] max. Ø [mm2] AWG Imax. [A] Umax. [V] max. Ø [mm2] AWG

24 500 0.14 - 2.5 26 - 14 20 500 0.14 - 2.5 26 - 14
IEC 60947-7-1 IEC 60947-7-1

Rated data IEC UL/CUL CSA IEC/ 
EN 60079-7

IEC UL/CUL CSA IEC/ 
EN 60079-7

Rated voltage [V] 500 600 - - 500 600 - -
Nominal current / cross section [A] / [mm²] 17.5 / 1.5 15 / - - - 17.5 / 1.5 15 / - - -
Rated cross section [mm2] 1.5 - - - 1.5 - - -
Cross section range AWG 26 - 14 26-14 - - 26 - 14 26-14 - -
Connection capacity solid stranded Ferrule solid stranded Ferrule

Without / with plastic sleeve Without / with plastic sleeve
1 conductor [mm2] 0.14 - 2.5 0.14 - 1.5 0.14 - 1.5 0.14 - 1.5 0.14 - 2.5 0.14 - 1.5 0.14 - 1.5 0.14 - 1.5
Two stranded conductors with a TWIN ferrule [mm2]
General data
Stripping length [mm] 9 9
Insulating material PA PA
Inflammability class according to UL 94 V0 V0

Ordering data Ordering data

Description No. of
pos. Color Type Imax Order No. Pcs. / 

Pkt. Type Imax Order No. Pcs. / 
Pkt.

Mini spring-cage terminal block, for mounting 
on NS 15 or NS 35 DIN rail

gray MZFKK 1,5 3029813 50 MZFKKB 1,5 3005714 50

Mini spring-cage terminal block, for mounting 
on NS 15 or NS 35 DIN rail, with potential distribu-
tion between the levels1)

gray MZFKK 1,5-PV 3029826 50

Accessories Accessories
Cover, width 1 mm gray D-MZFKK 1,5 3029839 50 D-MZFKK 1,5 3029839 50
Fixed bridge, for cross connections in the terminal center, screw 
heads with insulation collar

2 silver FBRI  2-5 N 20 A 3000227 10 FBRI  2-5 N 20 A 3000227 10
3 silver FBRI  3-5 N 20 A 3000201 10 FBRI  3-5 N 20 A 3000201 10

10 silver FBRI 10-5 N 20 A 2770642 10 FBRI 10-5 N 20 A 2770642 10
Separating disk, for separation of neighboring 
bridges, can be fitted later, no loss of pitch

gray TS-KK 3 2770215 50 TS-KK 3 2770215 50

Screwdriver SZF 1-0,6X3,5 1204517 10 SZF 1-0,6X3,5 1204517 10

Lateral groove labeling UC-TMF 5, UCT-TMF 5 or ZBF 5
(see Catalog 5)

UC-TMF 5, UCT-TMF 5 or ZBF 5
(see Catalog 5)
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ST spring-cage connection terminal blocks

1.5 (2.5) mm², 24 A, double-level terminal 
block

1.5 (2.5) mm², 20 A, double-level terminal 
block, both levels can be bridged

– For maximum space saving with 5.2 mm 
pitch

– Fit on NS 15 and NS 35 DIN rails
– Bridging facility in both levels with 

MZFKKB 1,5
– Each terminal point can be labeled

Notes:
1) The total current of all connected conductors must not exceed 
the max. load current.

MZFKK 1,5 and MZFKKB 1,5 mini 
double-level terminal blocks



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Fixed bridge, Number of positions: 3, Color: silver 3000201 FBRI 3-5 N Buy on EAN

Fixed bridge, Number of positions: 2, Color: silver 3000227 FBRI 2-5 N Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/phoenixcontact/fixed-bridge-phoenix-contact-fbri-3-5-n-3000201
http://www.electricautomationnetwork.com/en/phoenixcontact/fixed-bridge-phoenix-contact-fbri-3-5-n-3000201
http://www.electricautomationnetwork.com/en/phoenixcontact/fixed-bridge-phoenix-contact-fbri-2-5-n-3000227
http://www.electricautomationnetwork.com/en/phoenixcontact/fixed-bridge-phoenix-contact-fbri-2-5-n-3000227

