
At the end of this document you will find links to products related to this catalog. You can go directly to our shop by

clicking HERE

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
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Technical data Technical data
General data
Material / coating E-CU / tin-plated (galvanic)
Plastic sleeve material polypropylene
Long/short-term temperature 105°C / 120°C

Ordering data
Description Cross section Color Dimensions [mm]

Type Order No. Pcs. / 
Pkt.[mm2] AWG a b d h i j k

Ferrules, with plastic sleeve, 
color code as per NF C 63-023: 1994-02, CSA-certified

0.5 20 white - 12.00 2.50 6.00 0.25 0.15 1.10 AI  0,5 - 6 WH 3200687 100
0.5 20 white - 14.00 2.50 8.00 0.25 0.15 1.10 AI  0,5 - 8 WH 3200014 100
0.5 20 white - 14.00 2.50 8.00 0.25 0.15 1.10 AI  0,5 - 8 WH -1000 3200881 1000
0.5 20 white - 16.00 2.50 10.00 0.25 0.15 1.10 AI  0,5 -10 WH 3201275 100

0.51) 20 white - 18.00 2.50 12.00 0.25 0.15 1.10 AI  0,5 -12 WH 3200506 100
0.75 18 blue - 14.00 2.80 8.00 0.25 0.15 1.30 AI  0,75- 8 BU 3200027 100

1 18 red - 12.00 3.00 6.00 0.30 0.15 1.50 AI  1   - 6 RD 3200742 100
1 18 red - 14.00 3.00 8.00 0.30 0.15 1.50 AI  1   - 8 RD 3200030 100
1 18 red - 14.00 3.00 8.00 0.30 0.15 1.50 AI  1   - 8 RD -1000 3200904 1000
1 18 red - 16.00 3.00 10.00 0.30 0.15 1.50 AI  1   -10 RD 3200182 100
1 18 red - 18.00 3.00 12.00 0.30 0.15 1.50 AI  1   -12 RD 3200674 100

1.51) 16 black - 12.00 3.40 6.00 0.30 0.15 1.80 AI  1,5 - 6 BK 3200755 100
1.5 16 black - 14.00 3.40 8.00 0.30 0.15 1.80 AI  1,5 - 8 BK 3200043 100
1.5 16 black - 14.00 3.40 8.00 0.30 0.15 1.80 AI  1,5 - 8 BK -1000 3200917 1000
1.5 16 black - 18.00 3.40 10.00 0.30 0.15 1.80 AI  1,5 -10 BK 3200195 100
1.5 16 black - 18.50 3.40 12.00 0.30 0.15 1.80 AI  1,5 -12 BK 3201482 100
1.5 16 black - 24.00 3.40 18.00 0.30 0.15 1.80 AI  1,5 -18 BK 3200056 100
2.5 14 gray - 14.00 4.20 8.00 0.30 0.15 2.30 AI  2,5 - 8 GY 3200069 100
2.5 14 gray - 18.00 4.20 12.00 0.30 0.15 2.30 AI  2,5 -12 GY 3200205 100
2.5 14 gray - 24.00 4.20 18.00 0.30 0.15 2.30 AI  2,5 -18 GY 3200072 100
4 12 orange - 17.00 4.80 10.00 0.30 0.20 2.80 AI  4   -10 OG 3200085 100
4 12 orange - 19.00 4.80 12.00 0.30 0.20 2.80 AI  4   -12 OG 3200438 100
4 12 orange - 26.00 4.80 18.00 0.30 0.20 2.80 AI  4   -18 OG 3200098 100
6 10 green - 20.00 6.20 12.00 0.30 0.20 3.50 AI  6   -12 GN 3200108 100
6 10 green - 26.00 6.20 18.00 0.30 0.20 3.50 AI  6   -18 GN 3200111 100

10 8 brown - 22.00 7.50 12.00 0.30 0.20 4.60 AI 10   -12 BN 3200124 100
10 8 brown - 28.00 7.50 18.00 0.30 0.20 4.60 AI 10   -18 BN 3200137 100
16 6 ivory - 24.00 8.80 12.00 0.40 0.20 5.80 AI 16   -12 IV 3201181 100
25 4 black - 30.00 11.00 16.00 0.50 0.20 7.30 AI 25   -16 BK 3200412 50
25 4 black - 35.00 11.00 22.00 0.50 0.20 7.30 AI 25   -22 BK 3200739 50
35 2 red - 30.00 12.50 16.00 0.50 0.20 8.30 AI 35   -16 RD 3200441 50
35 2 red - 39.00 12.50 25.00 0.50 0.20 8.30 AI 35   -25 RD 3200713 50
50 1/0 blue - 36.00 15.00 20.00 0.60 0.35 10.30 AI 50   -20 BU 3200454 50
50 1/0 blue - 40.00 15.00 25.00 0.60 0.35 10.30 AI 50   -25 BU 3200726 25
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– In terms of dimensions, these ferrules 
conform to DIN 46228-4: 1990-09

– The color code of the plastic insulating 
collar is based on the French standard 
NF C 63-023: 1994-02

– The metal sleeves are made from soft 
tin-plated electrolytic copper

Ferrules with insulating collar with 
color code in acc. with NF C 63-023

Notes:
1) These ferrules are not included in DIN 46228-4:1990-09.

Tools - TOOL fox

Hand tools

Conductor cross sections from 0.5 to 50 mm²
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For additional information, visit www.phoenixcontact.net/products

Technical data Technical data
General data
Material / coating E-CU / tin-plated (galvanic)
Plastic sleeve material polypropylene
Long/short-term temperature 105°C / 120°C

Ordering data
Description Cross section Color Dimensions [mm]

Type Order No. Pcs. / 
Pkt.[mm2] AWG a b d h i j k

Ferrules, with plastic sleeve, special colors, CSA-certified

0.251) 22 blue - 10.50 2.00 6.00 0.25 0.15 0.80 AI  0,25- 6 BU 3203040 100
0.251) 22 blue - 16.50 2.00 12.00 0.25 0.15 0.80 AI  0,25-12 BU 3200632 100
0.341) 22 turquoise - 10.50 2.00 6.00 0.25 0.15 0.80 AI  0,34- 6 TQ 3203053 100
0.341) 22 turquoise - 12.50 2.00 8.00 0.25 0.15 0.80 AI  0,34- 8 TQ 3203066 100
0.341) 22 turquoise - 16.50 2.00 12.00 0.25 0.25 0.80 AI  0,34-12 TQ 3200645 100

0.5 20 orange - 12.00 2.50 6.00 0.25 0.15 1.10 AI  0,5 - 6 OG 3201301 100
0.5 20 orange - 14.00 2.50 8.00 0.25 0.15 1.10 AI  0,5 - 8 OG 3201123 100

0.75 18 white - 12.00 2.80 6.00 0.25 0.15 1.30 AI  0,75- 6 WH 3201314 100
0.75 18 white - 14.00 2.80 8.00 0.25 0.15 1.30 AI  0,75- 8 WH 3201110 100

1 18 yellow - 12.00 3.00 6.00 0.30 0.15 1.50 AI  1   - 6 YE 3201327 100
1 18 yellow - 14.00 3.00 8.00 0.30 0.15 1.50 AI  1   - 8 YE 3201097 100

1.5 16 red - 14.00 3.40 8.00 0.30 0.15 1.80 AI  1,5 - 8 RD 3201136 100
2.5 14 blue - 14.00 4.20 8.00 0.30 0.15 2.30 AI  2,5 - 8 BU 3200522 100
2.5 14 blue - 14.00 4.20 8.00 0.30 0.15 2.30 AI  2,5 - 8 BU -1000 3200920 1000
2.5 14 blue - 18.00 4.20 12.00 0.30 0.15 2.30 AI  2,5 -12 BU 3200962 100
2.5 14 blue - 24.00 4.20 18.00 0.30 0.15 2.30 AI  2,5 -18 BU 3200580 100
4 12 gray - 17.00 4.80 10.00 0.30 0.20 2.80 AI  4   -10 GY 3200535 100
4 12 gray - 19.00 4.80 12.00 0.30 0.20 2.80 AI  4   -12 GY 3200959 100
4 12 gray - 26.00 4.80 18.00 0.30 0.20 2.80 AI  4   -18 GY 3200593 100
6 10 black - 20.00 6.20 12.00 0.30 0.20 3.50 AI  6   -12 BK 3201107 100

10 8 ivory - 22.00 7.50 12.00 0.30 0.20 4.60 AI 10   -12 IV 3201068 100
16 6 green - 24.00 8.80 12.00 0.40 0.20 5.80 AI 16   -12 GN 3201152 100
16 6 green - 28.00 8.80 18.00 0.40 0.20 5.80 AI 16   -18 GN 3201330 100
25 4 brown - 30.00 11.00 16.00 0.50 0.20 7.30 AI 25   -16 BN 3201084 50
35 2 beige - 30.00 12.50 16.00 0.50 0.20 8.30 AI 35   -16 BE 3201071 50
50 1/0 olive - 36.00 15.00 20.00 0.60 0.35 10.30 AI 50   -20 OL 3201178 50

951) 4 red - 44.00 18.00 25.00 0.60 0.35 14.70 AI 95   -25 RD 3201853 25
1201) 5 blue - 48.00 21.00 27.00 0.70 0.45 16.70 AI120   -27 BU 3201822 25
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– The ferrules with plastic sleeve are made 
from soft tin-plated electrolytic copper

– In terms of dimensions, they conform to 
DIN 46228-4: 1990-09

– The AI 0,25.. can also be used to process 
conductors with a cross section of 
0.14 mm2

Ferrules with insulating collar in 
special colors

Notes:
1) These ferrules are not included in DIN 46228-4:1990-09.

Tools - TOOL fox

Hand tools

Conductor cross sections 
from 0.14 to 120 mm²



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Ferrule, Length: 14 mm, Color: blue 3200920 AI 2,5 - 8 BU -1000 Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/phoenixcontact/ferrule-phoenix-contact-ai-25-8-bu-1000-3200920
http://www.electricautomationnetwork.com/en/phoenixcontact/ferrule-phoenix-contact-ai-25-8-bu-1000-3200920

