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Technical data Technical data
General data
Can be printed with: BLUEMARK CLED  BLUEMARK LED  CMS-P1-PLOTTER BLUEMARK CLED  BLUEMARK LED  CMS-P1-PLOTTER
Number of individual labels 24 24
Number of individual labels per strip 6 6
Material PA PA
Inflammability class according to UL 94 V2 V2
Temperature range [°C] -40 ... 120 -40 ... 120
Components free from silicone and halogen free from silicone and halogen
Conductor diameter range [mm]  3.6 ... 4.9  3.6 ... 4.9
Conductor cross section range [mm2]  2.5 ... 4  2.5 ... 4

Ordering data Ordering data

Description Color Type Order No. Pcs. / 
Pkt. Type Order No. Pcs. / 

Pkt.

UniCard, for subsequent labeling of conductors

white UC-WMCO 4,9 (12X5) 0827733 5 UC-WMCO 4,9 (21X5) 0827747 5
red UC-WMCO 4,9 (12X5) RD 0827737 5 UC-WMCO 4,9 (21X5) RD 0827751 5

orange UC-WMCO 4,9 (12X5) OG 0827738 5 UC-WMCO 4,9 (21X5) OG 0827752 5
yellow UC-WMCO 4,9 (12X5) YE 0827734 5 UC-WMCO 4,9 (21X5) YE 0827748 5
violet UC-WMCO 4,9 (12X5) VT 0827739 5 UC-WMCO 4,9 (21X5) VT 0827753 5
blue UC-WMCO 4,9 (12X5) BU 0827735 5 UC-WMCO 4,9 (21X5) BU 0827749 5

green UC-WMCO 4,9 (12X5) GN 0827736 5 UC-WMCO 4,9 (21X5) GN 0827750 5
UniCard, for subsequent labeling of conductors, 
labeled acc. to customer specifications1)

white UC-WMCO 4,9 (12X5) CUS 0829088 1 UC-WMCO 4,9 (21X5) CUS 0829095 1
red UC-WMCO 4,9 (12X5) RD CUS 0829092 1 UC-WMCO 4,9 (21X5) RD CUS 0829099 1

orange UC-WMCO 4,9 (12X5) OG CUS 0829093 1 UC-WMCO 4,9 (21X5) OG CUS 0829100 1
yellow UC-WMCO 4,9 (12X5) YE CUS 0829089 1 UC-WMCO 4,9 (21X5) YE CUS 0829096 1
violet UC-WMCO 4,9 (12X5) VT CUS 0829094 1 UC-WMCO 4,9 (21X5) VT CUS 0829101 1
blue UC-WMCO 4,9 (12X5) BU CUS 0829090 1 UC-WMCO 4,9 (21X5) BU CUS 0829097 1

green UC-WMCO 4,9 (12X5) GN CUS 0829091 1 UC-WMCO 4,9 (21X5) GN CUS 0829098 1

Accessories Accessories
Magazine, for CMS-P1-PLOTTER

P1 UC-MAG 7 5146568 1 P1 UC-MAG 7 5146568 1
Assembly tool, for easily sliding on UC-WMCO 4,9 ... 
conductor markers

UC-WMCO 5,8 TOOL 0827805 10 UC-WMCO 5,8 TOOL 0827805 10
Assembly tool set, for easily sliding on UC-WMCO 1,6 ... 
and UC-WMCO 4,9 ... conductor markers

UC-WMCO TOOL SET 0827807 1 UC-WMCO TOOL SET 0827807 1
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Marking and labeling - MARKING system

Conductor and cable marking

24 markers for conductor diameters 
from 3.6 to 4.9 mm, 

lettering field size: 12 x 5 mm

24 markers for conductor diameters 
from 3.6 to 4.9 mm, 

lettering field size: 21 x5 mm

– The UC-WMCO ... UniCard labeling 
range includes slide-on markers for the 
subsequent labeling of conductors. They 
can be slid on easily using the 
UC-WMCO ... TOOL

– Labeling service: Phoenix Contact can 
custom-label all UniCard markers in 
accordance with your requirements

Notes:
1) For ordering example, see page 359.

UniCard slide-on conductor marking

UV

For additional information, visit www.phoenixcontact.net/products

– Ferrules can be labeled with 
BLUEMARK CLED

– Crimping and marking in one step
– Highly resistant and optimum printing 

quality thanks to modern UV printing 
technology

– Ferrules made from electrolytic copper
– Electrogalvanized
– Corresponding crimping pliers can be 

found on page 393.

Technical data
General data
Can be printed with: BLUEMARK CLED  BLUEMARK LED
Material / coating E-CU / tin-plated (galvanic)
Temperature range [°C] -40 ... 120
Components free from silicone and halogen

Ordering data

Description Color Type Order No. Pcs. / 
Pkt.

Ferrules, with plastic sleeve that can be marked, color range 
according to DIN 46228-4: 1990-09
20 pcs., 0.5 mm² cross section white AI-WM 0,5-8 WH 3240542 780
20 pcs., 0.75 mm² cross section gray AI-WM 0,75-8 GY 3240543 780
20 pcs., 1.0 mm² cross section red AI-WM 1-8 RD 3240544 780
20 pcs., 1.5 mm² cross section white AI-WM 1,5-8 WH 3240545 780
20 pcs., 2.5 mm² cross section blue AI-WM 2,5-8 BU 3240572 528

Accessories
Magazine for BLUEMARK printer, for accommodating ferrules 
with insulating collar that can be labeled

For 0.5 - 1.5 mm² BLUEMARK MAG AI-WM 5146567 1
For 2.5 mm² BLUEMARK MAG AI-WM 2,5 5146640 1

Can be printed with:Conductor marking with ferrules that 
can be labeled
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Marking and labeling - MARKING system

Conductor and cable marking

Ferrules for conductors 
with a cross section of 0.5 to 2.5 mm², 

lettering field size: 15 x 4 mm

UV LED technology



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

Ferrule with insulating collar that can be labeled. When
using the magazine, the ferrules can be labeled with
BLUEMARK.

3240542
AI-WM 0,5-8
WH

Buy on EAN

Ferrule with insulating collar that can be labeled. When
using the magazine, the ferrules can be labeled with
BLUEMARK.

3240543
AI-WM 0,75-8
GY

Buy on EAN

Ferrule with insulating collar that can be labeled. When
using the magazine, the ferrules can be labeled with
BLUEMARK.

3240544
AI-WM 1-8
RD

Buy on EAN

Ferrule with insulating collar that can be labeled. When
using the magazine, the ferrules can be labeled with
BLUEMARK.

3240545
AI-WM 1,5-8
WH

Buy on EAN
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http://www.electricautomationnetwork.com/en/
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http://www.electricautomationnetwork.com/en/phoenixcontact/ferrule-insulating-collar-phoenix-contact-ai-wm-1-8-rd-3240544
http://www.electricautomationnetwork.com/en/phoenixcontact/ferrule-insulating-collar-phoenix-contact-ai-wm-1-8-rd-3240544
http://www.electricautomationnetwork.com/en/phoenixcontact/ferrule-insulating-collar-phoenix-contact-ai-wm-15-8-wh-3240545
http://www.electricautomationnetwork.com/en/phoenixcontact/ferrule-insulating-collar-phoenix-contact-ai-wm-15-8-wh-3240545

