
At the end of this document you will find links to products related to this catalog. You can go directly to our shop by

clicking HERE

http://www.electricautomationnetwork.com/en/
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Flush mounting flange 70x87mm IP66

Sockets

Min Max

Rated 
voltage

250V~

Rated 
current (A)

CABLING CAPACITY OF THE TERMINAL

ITALIAN STANDARD
P30 - 16A
Shuttered socket
CEI 23-50

ITALIAN STANDARD
P17/11 - 16A
Shuttered socket
CEI 23-50

PLURISTANDARD
16A
Shuttered socket

GERMAN
STANDARD - 16A
Shuttered socket
DIN VDE 0620

FRENCH
STANDARD - 16A
Shuttered socket
NFC 61-314

BRITISH
STANDARD - 15A
Shuttered socket
BS 546

BRITISH
STANDARD - 13A
Shuttered socket
BS 1363-2

ARGENTINIAN
STANDARD - 10A
Unshuttered socket 
IRAM 2071

NEW ZEALAND
STANDARD - 10A
Unshuttered socket
AS/N25 3112

SWISS 
STANDARD - 10A
Unshuttered socket 
SEV 1011:1998

BRAZILIAN
STANDARD - 10A
Unshuttered socket 
ABNT NBR 14136:2002

SOUTH AFRICAN
STANDARD - 16A
Shuttered socket
SANS 164:1 (2006)

INDIAN 
STANDARD - 6/16A
Shuttered socket
IS 1293:1988

AVAILABLE STANDARDS

A wing on the lid assists 
one-handed opening

Co injected gasket to guarantee 
total insulation

Specifically high formulated gel seal 
to mantein protection degree 

when the plug is inserted

Tinted polycarbonate cover 
to see inside

Tilting device holder (Fixed with additional
terminal strip for English version)

Fixing screws within the insulating gasket

Resistant Limited
Resistance Resistant Limited

Resistance Resistant Resistant Not
Resistant

Not
Resistant Resistant Limited

Resistance Resistant

Saline 
solution

Acids

Concentrated Diluted Concentrated Diluted Hexane Benzol Acetone Alcohol

Bases Solvents
Mineral

oil
UV 

rays

BEHAVIOUR WITH CHEMICAL AND ATMOSPHERIC AGENTS

VERSIONS TECHNICAL CHARACTERISTICS

EN 60670-1 (2005-10)
Boxes and enclosures for electrical accessories 

for household and similar fixed electrical installations.
Part 1: general requirements.

Rated current: 6A-10A-13A-15A-16A

Rated voltage: 250V~

Frequency: 50Hz

Insulating voltage: 250V~

Protection degree: IP66 (also with plug inserted)

Operating temperature: -5°C +60°C 

Installation temperature: -20°C +60°C

Glow Wire test: 650°C / 850°C 
(Contact-holder base)

Halogen free: Yes

Material: Engineering plastic

IK degree at 20°C: IK08

Colour: Base: Gray RAL 7035  
Cover: tinted polycarbonate

REFERENCE STANDARDSDOMESTIC STANDARD SOCKETS
FOR INDUSTRIAL APPLICATIONS

DOMOPLUS Series
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DOMO Series

(Dimensions in mm)

DIMENSIONS

AVAILABLE STANDARDS

ITALIAN STANDARD
P30 - 16A
Shuttered socket
CEI 23-50

ITALIAN STANDARD
P17/11 - 16A
Shuttered socket
CEI 23-50

PLURISTANDARD
16A
Shuttered socket

FRENCH
STANDARD - 16A
Shuttered socket
NFC 61-314

ARGENTINIAN
STANDARD - 10A
Unshuttered socket
IRAM 2071

BRAZILIAN
STANDARD - 10A
Unshuttered socket
ABNT NBR 14136:2002

Resistant Not
Resistant

Not
Resistant

Limited
Resistance Resistant Not

Resistant
Not

Resistant
Not

Resistant
Limited

Resistance Resistant Resistant

Saline 
solution

Acids

Concentrated Diluted Concentrated Diluted Hexane Benzol Acetone Alcohol

Bases Solvents
Mineral

oil
UV 

rays

Panel mounting flange 50x60mm IP54.

Panel mounting flange 70x87mm IP54.

Surface mounting flange 70x87mm IP54.

BEHAVIOUR WITH CHEMICAL AND ATMOSPHERIC AGENTS

Rated current: 16A

Rated voltage: 250V~

Frequency: 50Hz

Insulating voltage: 690V~

Protection degree: IP44 closed cover/IP54

Operating temperature 
according to the
reference standard: -25°C +35°C

Max. operating temperature: 60°C

Glow Wire test: 650°C/750°C

Material: Engineering plastic

Cabling capacity 
of the terminals: 1,5mm2÷2x2,5 mm2

VERSIONS

SOCKETS FOR DOMESTIC APPLICATIONS REFERENCE STANDARDS

CEI 23-50
Plugs and socket-outlets for household and similar purposes.

Part 1: general requirements.

QUALITY MARKS

TECHNICAL CHARACTERISTICS



Below is a list of articles with direct links to our shop Electric Automation Network where you

can see:

• Quote per purchase volume in real time.

• Online documentation and datasheets of all products.

• Estimated delivery time enquiry in real time.

• Logistics systems for the shipment of materials almost anywhere in the world.

• Purchasing management, order record and tracking of shipments.

To access the product, click on the green button.

Product Code Reference Product link

PANEL MOUNT.SOCKET OUTLET DUAL USE 2P+E 5702071 570.2071 Buy on EAN

PANEL MOUNT.SOCKET OUTLET P30 5702081 570.2081 Buy on EAN

PANEL MOUNTING SCHUKO SOCKET OUTLET 2P+E 5704061 570.4061 Buy on EAN

PANEL MOUNTING SOCKET OUTLET DUAL USE 2P 5704071 570.4071 Buy on EAN

PANEL MOUNT.SOCKET OUTLET P30 (70X87) 5704081 570.4081 Buy on EAN

SURFACE MOUNT.SOCKET OUTLET PLURISTANDAR 5704151 570.4151 Buy on EAN

http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/
http://www.electricautomationnetwork.com/en/scame/domo-series-ip54-570-5702071-5702071
http://www.electricautomationnetwork.com/en/scame/domo-series-ip54-570-5702071-5702071
http://www.electricautomationnetwork.com/en/scame/domo-series-ip54-570-5702081-5702081
http://www.electricautomationnetwork.com/en/scame/domo-series-ip54-570-5702081-5702081
http://www.electricautomationnetwork.com/en/scame/domo-series-ip54-570-5704061-5704061
http://www.electricautomationnetwork.com/en/scame/domo-series-ip54-570-5704061-5704061
http://www.electricautomationnetwork.com/en/scame/domo-series-ip54-570-5704071-5704071
http://www.electricautomationnetwork.com/en/scame/domo-series-ip54-570-5704071-5704071
http://www.electricautomationnetwork.com/en/scame/domo-series-ip54-570-5704081-5704081
http://www.electricautomationnetwork.com/en/scame/domo-series-ip54-570-5704081-5704081
http://www.electricautomationnetwork.com/en/scame/domo-series-ip54-570-5704151-5704151
http://www.electricautomationnetwork.com/en/scame/domo-series-ip54-570-5704151-5704151

