
Artikel-Nr.: GX2090U29

ROTARY CAM Switche, GX SERIES, U29D
und Front SNAP ON MOUNT mit
Tastenbedienung, für 22mm
BEFESTIGUNG. EIN / AUS-Schalter, Eine-
POLE - 1 WAFER - SCHEMA 90

 

Bestellnummer GX2090U29D

Gewicht [g] 122

Volumen [cm³] 278.8

Barcode [EAN13] 8013975217030

HS Code 85365080

Kaufen von Electric Automation Network

https://www.electricautomationnetwork.com/de/lovato-electric/rotary-cam-switche-gx-series-u29d-version-front-snap-on-mount-with-key-operation-for-22mm-fi-lovato-gx2090u29
https://www.electricautomationnetwork.com/de/lovato-electric/rotary-cam-switche-gx-series-u29d-version-front-snap-on-mount-with-key-operation-for-22mm-fi-lovato-gx2090u29
https://www.electricautomationnetwork.com/de/lovato-electric/rotary-cam-switche-gx-series-u29d-version-front-snap-on-mount-with-key-operation-for-22mm-fi-lovato-gx2090u29
https://www.electricautomationnetwork.com/de/lovato-electric/rotary-cam-switche-gx-series-u29d-version-front-snap-on-mount-with-key-operation-for-22mm-fi-lovato-gx2090u29
https://www.electricautomationnetwork.com/de/lovato-electric/rotary-cam-switche-gx-series-u29d-version-front-snap-on-mount-with-key-operation-for-22mm-fi-lovato-gx2090u29
https://www.electricautomationnetwork.com/de/lovato-electric/rotary-cam-switche-gx-series-u29d-version-front-snap-on-mount-with-key-operation-for-22mm-fi-lovato-gx2090u29

