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CAPICORDA

per conduttori in rame
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6 A 19-M 6 13,5 25,0 8,0 7,0 50,5 6,4 100/25
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8 A 19-M 8 13,5 25,0 9,0 8,0 52,5 8,4 100/25
10 A 19-M 10 13,5 25,0 11,0 10,0 56,5 10,5 100/25
12 A 19-M 12 13,5 25,0 14,0 12,0 61,5 13,2 100/25
14 A 19-M 14 13,5 25,0 16,0 14,0 65,5 15,0 100/25
16 A 19-M 16 13,5 27,0 18,0 16,0 69,5 17,0 100/25
20 A 19-M 20 13,5 29,5 22,0 20,0 77,5 21,0 50/25

120 95
120

8 A 24-M 8 15,2 28,5 9,0 8,0 54,0 8,4 100/25
10 A 24-M 10 15,2 28,5 11,0 10,0 58,0 10,5 100/25
12 A 24-M 12 15,2 28,5 14,0 12,0 63,0 13,2 100/25
14 A 24-M 14 15,2 28,5 16,0 14,0 67,0 15,0 50/25
16 A 24-M 16 15,2 28,5 18,0 16,0 71,0 17,0 50/25
20 A 24-M 20 15,2 30,0 22,0 20,0 79,0 21,0 50/25

150 120
150

8 A 30-M 8 16,7 31,5 13,0 11,0 69,0 8,4 50/25
10 A 30-M 10 16,7 31,5 13,0 11,0 69,0 10,5 50/25
12 A 30-M 12 16,7 31,5 16,0 14,0 75,0 13,2 50/25
14 A 30-M 14 16,7 31,5 18,0 16,0 79,0 15,0 50/25
16 A 30-M 16 16,7 31,5 19,0 17,0 81,0 17,0 50/25
20 A 30-M 20 16,7 31,5 22,0 20,0 87,0 21,0 50/25

185 150
185

8 A 37-M 8 19,2 35,5 13,0 11,0 76,0 8,4 50/25
10 A 37-M 10 19,2 35,5 13,0 11,0 76,0 10,5 40/20
12 A 37-M 12 19,2 35,5 16,0 14,0 82,0 13,2 40/20
14 A 37-M 14 19,2 35,5 18,0 16,0 86,0 15,0 30/15
16 A 37-M 16 19,2 35,5 19,0 17,0 88,0 17,0 30/15
20 A 37-M 20 19,2 35,5 22,0 20,0 94,0 21,0 30/15

240 185
240

8 A 48-M 8 21,1 39,0 13,0 11,0 77,5 8,4 30/15
10 A 48-M 10 21,1 39,0 13,0 11,0 77,5 10,5 30/15
12 A 48-M 12 21,1 39,0 14,0 12,0 79,5 13,2 30/15
14 A 48-M 14 21,1 39,0 18,0 16,0 92,0 15,0 30/15
16 A 48-M 16 21,1 39,0 19,0 17,0 94,0 17,0 30/15
20 A 48-M 20 21,1 39,0 22,0 20,0 100,0 21,0 30/15

300 240
300

10 A 60-M 10 23,7 44,0 20,0 11,0 96,0 10,5 20/10
12 A 60-M 12 23,7 44,0 20,0 14,0 99,0 13,2 20/10
14 A 60-M 14 23,7 44,0 22,0 16,0 103,0 15,0 20/10
16 A 60-M 16 23,7 44,0 22,0 19,0 106,0 17,0 20/10
20 A 60-M 20 23,7 44,0 24,0 23,0 112,0 21,0 20/10

400 300
400

12 A 80-M 12 27,0 51,0 22,0 19,0 113,0 13,2 20/5
14 A 80-M 14 27,0 51,0 22,0 19,0 113,0 15,0 15/5
16 A 80-M 16 27,0 51,0 22,0 19,0 113,0 17,0 20/5
20 A 80-M 20 27,0 51,0 24,0 23,0 119,0 21,0 15/5

500 400
500

16 A 100-M 16 30,3 56,5 22,0 19,0 117,0 17,0 15/1
20 A 100-M 20 30,3 56,5 24,0 23,0 123,0 21,0 15/1

630 500
630

16 A 120-M 16 33,4 61,6 22,0 19,0 128,0 17,0 12/1
20 A 120-M 20 33,4 61,6 24,0 23,0 134,0 21,0 10/1

800 630
16 A 160-M 16 38,0 72,0 24,0 19,0 141,0 17,0 6/1
20 A 160-M 20 38,0 72,0 24,0 23,0 145,0 21,0 6/1

1000 800
16 A 200-M 16 44,0 80,0 24,0 19,0 158,0 17,0 6/1
20 A 200-M 20 44,0 80,0 24,0 23,0 162,0 21,0 6/1

*Vedi pag 123

Prodotto non marcato UL 
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