
Riferimento: UVS-6W2
Codice: 6108005

UVS energia distributore, Acciaio, St

 

Distributore di energia per la pioggia e la tecnologia attuale, con collegamento fisso,
attrezzata e pre-cablato.

Ingresso: 3-fase di circuito tramite un senza viti morsettiera a 5 poli, per sezioni di
conduttore di 0,5–4 mm2.
Uscita: Sei auto-bloccaggio dei connettori a 3 pin in bianco, 16 / A, tipo GST18i (presa
a parte: 2 x L1, 2 x L2, 2 x L3).
Cablaggio interno: PVC non ha inguainato il cavo H07V-U2.5.

Acquista da Electric Automation Network

https://www.electricautomationnetwork.com/it/obo-bettermann/egs-systems-mechanisms-obo-bettermann-uvs-6w2-6108005
https://www.electricautomationnetwork.com/it/obo-bettermann/egs-systems-mechanisms-obo-bettermann-uvs-6w2-6108005
https://www.electricautomationnetwork.com/it/obo-bettermann/egs-systems-mechanisms-obo-bettermann-uvs-6w2-6108005
https://www.electricautomationnetwork.com/it/obo-bettermann/egs-systems-mechanisms-obo-bettermann-uvs-6w2-6108005
https://www.electricautomationnetwork.com/it/obo-bettermann/egs-systems-mechanisms-obo-bettermann-uvs-6w2-6108005
https://www.electricautomationnetwork.com/it/obo-bettermann/egs-systems-mechanisms-obo-bettermann-uvs-6w2-6108005

