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IP 66, 67 | IK 07/08  

The polyester terminal box range, MGRP, a IP 66, 67 
protection degree, is available off the shelf in many 
different sizes. The MGRP range is well suited for indoor 
and outdoor environments thanks to its total corrosion 
resistance. Water and dust are prevented from entering 
the terminal box, thus eliminating the risk for component 
failure, and with that, unnecessary downtime.

: :Полиэстер, армированный стекловолокном.

: В стандартную поставку включены неопреновыепрокладки. 
Силиконовые прокладки доступны по запросу.

: -40°С до +100°C со стандартной прокладкой из пенополиуретана; 
-60°C до +130°С с силиконовой прокладкой; -35ºC До +100°C с 
прокладкой из EPDM; -30 До +80°C с неопреновым уплотнением.

: UL94 V-0.

: IP 66, 67.

 : RAL 7000.

: CE, ГОСТ. По поводу cULus_UL Listed 
обращайтесь в наш отдел продаж.

: Корпус, крышка и винты из нержавеющей стали.

.:
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Box dimension

B R Weight (kg) Body thickness Cover thickness Number of cover 
screws ..

75 80 55 0.25 3.5 4 4 MGRP080806GE
75 80 75 0.30 3.5 4 4 MGRP080808GE
75 110 55 0.30 3.5 4 4 MGRP081106GE
75 110 75 0.35 3.5 4 4 MGRP081108GE
75 160 55 0.40 3.5 4 4 MGRP081606GE
75 160 75 0.50 3.5 4 4 MGRP081608GE
75 190 55 0.45 3.5 4 4 MGRP081906GE
75 190 75 0.55 3.5 4 4 MGRP081908GE

120 122 90 0.75 4.5 5 4 MGRP121209GE
120 220 90 1.10 4.5 4 4 MGRP122209GE
160 160 90 1.30 6 5 4 MGRP161609GE
160 260 90 1.85 6 5 4 MGRP162609GE
160 360 90 2.30 6 5 4 MGRP163609GE
160 560 90 3.35 6 5 6 MGRP165609GE
250 255 120 2.80 6 5 4 MGRP252612GE
250 400 120 4.00 6 5 4 MGRP254012GE
405 400 120 5.25 6 5 4 MGRP414012GE
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