TEXHWYECKWUIN NACNOPT - Z-RK230/00
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Abbildung dhnlich

Bauartnachweis nach IEC/EN 61439

TexHuyeckne XxapakTepucTuku Ana NoATBEPXKAEHUA TUNA KOHCTPYKLMM
HomuHanbHbIi TOK ANA yka3aHWA NOTepPU MOLLHOCTH
MNoTepA MOLHOCTY Ha NOAKOC, B 3aBUCMMOCTU OT TOKa
Motepa MmowHocTU 060pyA0BaHNA, B 3aBUCUMOCTM OT TOKA
MuH. paboyasa TemnepaTtypa

Makc. paboyan Temneparypa

YctaHoBouHoe pene; 230 B nepem. Toka/50 lNy; 2 pa3mbikarowumx

KoHTakTa; 20A
Tun Z-RK230/00
Katanor Ne 265213
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Texnnuyeckue xapaktepuctukm cornacio ETIM 7.0
Devices for distribution board-/surface mounting (EG000062) / Installation relay (EC001652)
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IneKTpoTeXHNKA, INEKTPOHMKA, CUCTEMbI aBTOMATU3aLMKM / INeKTPOYCTAHOBKM, 3NEKTPOMOHTaXHbIe MaTepuansl / MoaynbHble nocneaoBatesbHble BCTpanBaemble npubopbl ana
pacnpegenuTenbHbix Wiacos / Nepekntoyatowwme, koMMyTaumoHHble pene (ecl@ss10.0.1-27-14-23-09 [AFZ821014])

Function

Mounting method

Width in number of modular spacings

Built-in depth

Number of contacts as normally open contact
Number of contacts as normally closed contact
Number of contacts as change-over contact
Control voltage 1

Type of control voltage 1

Frequency control voltage 1

Control voltage 2

Type of control voltage 2

Frequency control voltage 2

Rated current

Supply voltage

Voltage type of supply voltage

Max. incandescent lamp load

Max. load fluorescent lamp

Max. load fluorescent lamp (Duo circuit)

Max. load fluorescent lamp (parallel compensated)

Max. switching current (cos phi = 0.6)
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